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Document for presentation:
TR 23.770 version 1.0.0: Study on System Impacts of Extended DRX Cycle for Power Consumption Optimization; (Release 13)
Presented for:
Information
Abstract of document:

The TR 23.770 studies the core network and NAS impacts in UE of extending DRX cycle for both idle mode and connected mode, solutions in the core network to support it, and interactions between GERAN/RAN and Core Network.
The main goal is to identify issues of extending DRX for idle mode and connected more and  document potential solutions and conclude on which feasible solutions would be adopted in core network (pending work in RAN regarding extension of DRX cycle).

No connected mode mobility enhancements for extended C-DRX are considered in this document, i.e., if a UE using extended C-DRX moves to a different cell, current connected mode mobility procedures apply.
Changes since last presentation to TSG SA:
This is the first time TR 23.770 is presented.
A list of issues and solutions for each issue have been captured for both extended idle mode DRX and extended connected mode DRX.

It was concluded to extend DRX cycle for idle mode beyond 10.24 seconds.
There was no final conclusion reached for extension of connected mode DRX.
TR 23.770 is 95% complete pending conclusion for extended C-DRX.
Study for extended Idle mode DRX is concluded and any future developments will be reflected in the normative work.
Outstanding Issues:

Conclusion on extended connected mode DRX.

Contentious Issues:

Conclusion on extended connected mode DRX.
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