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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The objective of this Technical Report is to identify and evaluate potential architecture enhancements of EPS and 5G System design needed to support advanced V2X services identified in TR 22.886 [2], based on vehicular services requirements defined in TS 22.185 [3] and TS 22.186 [4] and determine which of the solutions can proceed to normative specifications.
In Rel-15, the study focuses on EPS.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TR 22.886: "Study on enhancement of 3GPP Support for 5G V2X Services".

[3]
3GPP TS 22.185: "Service requirements for V2X services; Stage 1".

[4]
3GPP TS 22.186: "Enhancement of 3GPP support for V2X scenarios; Stage 1".

[5]
3GPP TS 23.285: "Architecture enhancements for V2X services".
[6]
3GPP TS 22.278: "Service requirements for the Evolved Packet System (EPS)".
[7]
3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[8]
3GPP TS 23.303: "Proximity-based Services (ProSe); Stage 2".

[9]
3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[10]
3GPP TS 23.503: "Policy and Charging Control Framework for the 5G System; Stage 2".
3
Definitions and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

Abbreviation format (EW)

<ACRONYM>
<Explanation>

4
Architectural Assumptions and Requirements
4.1
Architectural Assumptions

Editor's note:
This clause will define the underlying architectural assumptions for architecture enhancements of EPS and 5G System to support advanced V2X services.

-
Architecture reference models defined in TS 23.285 [5] (i.e. PC5 and LTE-Uu based V2X architecture reference model and MBMS for LTE-Uu based V2X architecture reference model) are used as basis architecture for supporting eV2X services in EPS.
-
For EPS based enhancement, it is assumed that AS layer impact for solutions in this TR should be avoided as much as possible.

-
eV2X Groups are handled within the V2X application which is out of scope of 3GPP.

-
Architecture reference models defined in TS 23.501 [7] are used as baseline architecture for supporting eV2X services in 5GS.
4.2
Architectural Requirements

Editor's note:
This clause will define the architectural requirements based on the normative stage-1 requirements defined in TS 22.185 [3], TS 22.186 [4] and TS 22.278 [6].
5
Key Issues
Editor's note:
This clause will describe the key issues for architecture enhancements of EPS and 5G System to support advanced V2X services.
5.1
Key Issue #1: Support of eV2X Group Communication
5.1.1
General description
One of the main use cases for eV2X is Vehicle Platooning where vehicles of the same platoon are involved in sharing the necessary information required to support the platoon operations (for example, distance between vehicles, relative speed, updates from RSU, etc.). Similar requirements apply also for the Extended Sensor use case where UEs exchange data gathered through local sensors or live video data among vehicles, Road Site Units, devices of pedestrians and V2X application servers.

For both cases such sharing of information is supported by creating a specific eV2X Group within a V2X application.

This key issue addresses how eV2X communication for these group of UEs will be supported by the 3GPP system. In particular, the following aspects are required to be studied:

-
Whether and how the 3GPP system is required to be aware of an eV2X Group within the V2X application.
-
Whether and how the 3GPP system is required to be aware of the number of UEs within an eV2X Group of a V2X application.
NOTE:
It is assumed that eV2X Group discovery is supported within the V2X application.
-
How 3GPP layer communication between UEs of the same eV2X Group is carried out.
5.2
Key Issue #2: 3GPP PC5 RAT selection for a V2X application
5.2.1
General description
A UE may support multiple radio access technologies (RATs) over PC5 interface, including LTE and NR. For such UE, the most suitable 3GPP PC5 RAT(s) for V2X applications should be selected based on various criteria. For example, for the V2X application requiring low latency, the PC5 RAT that meets the required latency should be selected.
To support the proper selection of 3GPP PC5 RAT to use for a V2X application, the following aspects need to be studied:
-
What parameters should be considered as input to 3GPP PC5 RAT selection for each V2X application, e.g. QoS parameters, RAN related parameters such as expected range of a RAT, operator policy, preferences for each V2X application, peer UE capabilities, etc.?
-
When and how the 3GPP PC5 RAT selection is performed? Is the 3GPP PC5 RAT selected before sending/receiving each V2X message, or is the 3GPP PC5 RAT selected based on static configuration for each V2X application?
-
How can 3GPP system support the 3GPP PC5 RAT selection for the V2X application?
When studying the above aspects, the following need to be considered:
-
When the UE is non-roaming and when the UE is roaming;
-
When the UE is in coverage and when the UE is out of coverage.
Editor's note:
When necessary, RAN WGs should be involved during the study of this key issue.
5.3
Key Issue #3: QoS Support for eV2X over Uu interface
5.3.1
General description
Rel-14 handles QoS for V2X communications as specified in TS 23.285 [5] clause 4.4.5, defining QoS handling for V2X communication over PC5 and over LTE-Uu reference points.

TS 22.186 [4] specifies service requirements to enhance 3GPP support for V2X scenarios in the 3GPP systems, both for safety (e.g., automated driving, vehicle platooning etc.) and non-safety (e.g., mobile high data rate entertainment, mobile hotspot/office/home, dynamic digital map update etc.) V2X scenarios.
In particular, TS 22.186 [4] defines five Categories of Requirements (CoR) to support eV2X scenarios: General Aspects, Vehicle Platooning, Advanced Driving, Extended Sensors and Remote Driving. Additionally, it defines six Level of Automation (LoA), reflecting the functional aspects of the technology and affecting the system performance requirements. The five level of automation defined are: No Automation (0), Driver Assistance (1), Partial Automation (2), Conditional Automation (3), High Automation (4), Full Automation (5). For each CoR and each LoA, requirements are specified in terms of Payload (from 50 to 12000 bytes), Transmission Rate (from 2 to 50 message/sec), Maximum end-to-end latency (from 3 to 500 ms), Reliability (from 90% to 99.999%), Data rate (from 0.5 to 1000 Mbps) and minimum required communication range (from 50 to 1000 meters).

To ensure the support eV2X scenarios in 5GS, including all CoRs and LoAs (including, e.g., URLLC), according to requirements specified in TS 22.186 [4], the following issues need to be studied:

-
Investigating if the 5G QoS Characteristics defined in TS 23.501 [7] clause 5.7.4 (i.e., Resource Type, Priority Level, Packet Delay Budget, Packet Error Rate, Default Maximum Data Burst Volume, Default Averaging Window) are sufficient to represent the QoS profiles required by V2X services, or if additional QoS Characteristics need to be defined;

-
Investigating if the standardised 5QI values defined in TS 23.501 [7] clause 5.7.4 are sufficient to support all CoRs and LoAs defined in TS 22.186 [4], or if additional standardised 5QI values need to be defined;
-
Investigating possible enhancements of the 5GS QoS framework to support improved RAN QoS monitoring and control;

Editor's note:
This aspect has RAN dependency and needs coordination with RAN WGs.
-
Investigating possible enhancements to the 5GS QoS framework to allow the AF to influence QoS for eV2X applications.
5.4
Key Issue #4: Support of PC5 QoS framework enhancement for eV2X
5.4.1
General description
In Rel-14 V2X as documented in TS 23.285 [5], the QoS over PC5 is supported with the ProSe Per-Packet Priority (PPPP). Application layer is allowed to mark the packets with the PPPP, which indicates the required QoS level. Certain enhancement was added, e.g. by allowing deriving of PDB from the PPPP.

The new QoS requirements for eV2X are captured in TS 22.186 [4]. Various new KPIs are captured in clauses 5.2 to 5.5. These have a variety of new QoS parameter ranges, e.g. the latency (PDB) range from 100ms in advanced driving to 3ms in Emergency trajectory alignment. Message rate range from 10 message/second to 50 message/second, and with some burst traffic types, e.g. in extended sensor information sharing. In addition, the reliability requirement also varies, e.g. 90% to 99.999%.

The existing PPPP mechanism with 8 levels may not be sufficient to support the QoS differentiation. Therefore, enhancement may be required to allow the new QoS requirements of the V2X traffic to be conveyed from application layer to the AS layer.

This key issue will study the following aspects:

-
Whether existing PC5 QoS framework (e.g. PPPP) is sufficient to support eV2X QoS requirements;

-
What the QoS parameters for an application are and how such information can be passed to the AS layer to enforce.

This key issue also addresses the support of URLLC traffic.
5.5
Key Issue #5: Service Authorization and Provisioning to UE for eV2X communications over PC5 reference point

5.5.1
General description
In order to enable the UE to use eV2X Service in 5G system, service authorization and provisioning for eV2X communication over PC5 reference point is needed, following aspects need to be studied:
-
Whether current authorization and provisioning mechanism over V2X control function defined in clause 4.4.1.1 of TS 23.285 [5] can be reused;
-
Justification for introducing a new solution and overall solution description;
-
Policy and parameters provisioned to UE;
-
Principles for applying parameters for V2X communications over PC5 reference point;

-
How to revoke the service authorization and provisioning to UE.
5.6
Key Issue #6: Service Authorization to NG-RAN for eV2X communications over PC5 reference point

5.6.1
General description
In order to provide eV2X service authorization information to NG-RAN (i.e. assisting NG-RAN to operate in Mode 3 or 4) for eV2X communication over PC5 reference point, following aspects need to be studied:
-
When and how the UE indicates its eV2X capability to network;
-
When and how 5GC provides to NG-RAN the authorization information on whether UE is authorized to use V2X communication over PC5 reference point;
-
How to revoke the service authorization to NG-RAN.

5.7
Key Issue #7: Network Slicing for eV2X Services
5.7.1
General description
For 5GS, the Network Slicing feature, introduced in Release 15 (see TS 23.501 [7]), allows to deploy separate networks for dedicated purposes. Network slicing offers network deployment options, which can be exploited to support various eV2X services and scenarios. To make use of the 5G slicing framework for eV2X services, the following issues need to be studied:

-
Which eV2X features, supported by Rel-15 5GS features or requiring enhancements to the 5GS architecture (e.g., side-link communication, multicast-broadcast communication, group communication etc.), would require or benefit from explicit network slicing support;

-
The relationship between the 5GS features required to support eV2X services and network slicing, including:

-
Whether new SST value(s) needs to be standardised, or if such features will be supported by existing SST values;

-
Which 5GS features required to support eV2X services are supported by certain SST values.
5.8
Key Issue #8: Support of edge computing
5.8.1
General description
Edge computing is considered one of the key technologies to support V2X services. The edge computing for V2X services can be characterized by edge computing system located at the edge of the mobile network to support collecting and processing of time critical information from vehicle UEs, pedestrian UEs and/or RSUs, and providing information to vehicle UEs, pedestrian UEs and/or RSUs.
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Figure 5.8.1-1: High level view of edge computing for V2X services
The ability to steer traffic to a specific local DN depending on the DNN/S-NSSAI/etc. and support for edge computing are already defined in Rel-15, e.g. in clause 5.6.7 'Application Function influence on traffic routing' and clause 5.13 'Support for Edge Computing' of TS 23.501 [7].
This key issue will study that the existing mechanisms specified in TS 23.501 [7] can be reused for V2X purposes and whether any enhancement is needed to support specific needs for V2X, e.g. local routing to/from V2X Application Server(s) in a local DN close to NG-RAN.

5.9
Key Issue #9: Support of unicast/multicast for sensor sharing over PC5
5.9.1
General description
In TS 22.186 [4], there are new requirements captured for supporting the higher data rate information sharing between vehicles, e.g. that for the support of Extended Sensor use case in clause 5.4. The KPIs include those can be still supported using broadcast mechanism, and those cannot be supported with broadcast mechanism over the available ITS spectrum, especially, when there are multiple vehicles performing the broadcast based information sharing in the proximity

Therefore, besides the broadcast mechanism, eV2X also needs to support a new interactive delivery mechanism in order to handle the high data rate data sharing between vehicles, e.g. using unicast and/or multicast.

This key issue will study how an interactive, e.g. request and response based data delivery mechanism can assist the efficient delivery of data to satisfy the eV2X use cases, and if any V2X layer signalling is required and what information needs to be exchanged in order to facilitate the AS layer to configure the corresponding transmission and reception.

NOTE:
Coordination with RAN regarding the unicast/multicast support is needed.
5.10
Key Issue #10: eV2X message transmission and reception
5.10.1
General description
Transmission of a V2X message e.g. for V2V Service and V2P Service can be triggered periodically or based on a certain event. The V2X message can be exchanged when the UE is served by operator network, or when the UE is not served by operator network. The V2X message can be exchanged when the UE is non-roaming and roaming. The V2X message can be IP based or non-IP based.
When architectural requirements are identified in Release 16 to accommodate V2X messages transmission via PC5/Uu interfaces, then impacts on the eV2X message transmission will be addressed in this key issue.
5.11
Key Issue #11: Service Authorization and Provisioning to UE over NG-Uu reference point

5.11.1
General description
In order to enable the UE to use eV2X Service in 5G system, service authorization and provisioning for eV2X communication over NG-Uu reference point is needed, following aspects need to be studied:

-
Whether current authorization and provisioning mechanism can be reused if V2X control function defined in clause 4.4.1.1 of TS 23.285 [5] shall be used;
-
Justification for introducing a new solution and overall solution description;
-
Policy and parameters provisioned to UE for unicast over NG-Uu;
-
Principles for applying parameters for V2X communications over NG-Uu reference point;

-
How to revoke the service authorization and provisioning to UE.

5.12
Key Issue #12: System migration and interworking for eV2X
5.12.1
General description
The eV2X system needs to support both the V2X requirements as specified in TS 22.185 [3], and the eV2X requirements as specified in TS 22.186 [4]. Therefore, the system needs to handle all types of V2X UEs, e.g. UE with EPS V2X capabilities, and UE with 5GS V2X capabilities.

The 5GS V2X capable UE needs to also support the services available via the EPS V2X system, and may need to interact with the EPS V2X capable UEs. This means that interworking towards V2X services via EPS needs to be investigated in order to support same V2X applications running over 5GS V2X and EPS V2X, e.g. any potential new QoS mechanism should also be able to handle QoS based on PPPP.

In addition, the eV2X system based on 5GC defined in TS 23.501 [7] need also be able to interwork with the EPC based V2X system, as one V2X UE may be roaming between the two systems.

For this key issue, the following aspects should be addressed:

-
For PC5, how to support a 5GS V2X capable UE's communication with EPS V2X capable UE for the common services, e.g. basic safety related V2X services. This includes for example the selection of the PC5 RAT and features to use such that the 5GS V2X capable UE's message can be properly received by EPS V2X capable UEs;

Editor's note:
This aspect has RAN dependency and needs coordination with RAN WGs.
-
How to operate a 5GS V2X capable UE when it is under a V2X system based on EPS, and how to operate an EPS V2X capable UE when it is under a V2X system based on 5GS, with the understanding that current 5GS interworking principles as defined in clause 5.17 of TS 23.501 [7] are also applied to V2X;
-
How to support roaming/interworking operation of the V2X UE between a V2X system based on EPC and that based on 5GC, e.g. how to handle the V2X policy/parameters from V2X Control Function via EPS and those delivered via 5GS.
6
Solutions
Editor's note:
This clause is intended to document the agreed architecture solutions. Each solution should clearly describe which of the key issues it covers and how.

6.1
Solution #1: Solution for Group Communication for eV2X
6.1.1
Functional Description

For eV2X, group communication can be supported based on the existing PC5 based V2X Communication as defined in TS 23.285 [5].

With this solution, the 3GPP system is not required to be aware of any eV2X group within the V2X application. The group management, including controlling the number of UEs within the group, is expected to be performed at application layer, which is out of scope of 3GPP.

In addition, the discovery of the group and group maintenance are also expected to be handled at application layer based on the V2X messages. Such application layer messages are to be defined by other SDOs responsible for upper layers, e.g. SAE, ETSI-ITS.

For the communication between UEs of the same eV2X group, existing V2X communication can be used as defined in TS 23.285 [5].

If desired, e.g. for optimized operations, separation of the traffic from different groups could be also achieved with the use of different destination L2 IDs. These destination L2 IDs could be negotiated among group members at application layer or obtained from V2X AS at application layer. For such operations, the application layer would decide the L2 ID and pass it down together with the packets down to 3GPP layer. In this case, PSID to L2 ID mapping is not used in deciding on the destination L2 ID.

NOTE:
Any potential clash of "Group" L2 IDs assigned by different V2X applications is resolved within the application.
For eV2X group communication, no bearer level security is required. Security protection, including integrity (and confidentiality if required), is provided at application layer based on application requirements.
6.1.2
Procedures

No change to the existing procedures is required.
6.1.3
Impact on existing entities and interfaces
Potentially the 3GPP layer can be enhanced to support receiving destination L2 ID from application layer to use for group communication. If destination L2 ID is provided, the PSID to L2 ID mapping is not used.
6.1.4
Topics for further study

None is identified.
6.1.5
Conclusions

The eV2X Group Communication can be supported with existing V2X communication mechanism and application layer group management. No normative change is needed.
6.2
Solution #2: QoS Support for eV2X over Uu interface
6.2.1
Functional Description
6.2.1.1
General description

This solution addresses Key Issue #3 (QoS Support for eV2X over Uu interface) and it is twofold. In its first part, it is addressed if any new QoS characteristics for Uu interface are needed, while in the second part it is addressed if new standardized 5QI values are needed.
6.2.1.2
Necessary QoS Characteristics for Uu Interface

eV2X is a distinctive family of services which may cover ultra-reliable and low latency scenarios, while at the same time it may require high data rates. TS 22.186 [4] specifies service requirements to enhance 3GPP support for V2X scenarios in the 3GPP systems. Requirements include support for both safety and non-safety V2X scenarios:

-
Safety-related V2X scenarios: e.g. automated driving, vehicle platooning, etc.;

-
Non-safety-related V2X scenarios: e.g., mobile high data rate entertainment, mobile hotspot/office/home, dynamic digital map update etc.

Notably, Categories of Requirements (CoR) are defined to support eV2X scenarios. Five CoRs are defined: General Aspects, Vehicle Platooning, Advanced Driving, Extended Sensors and Remote Driving.

Additionally, the concept of Level of Automation (LoA) is defined, which reflects the functional aspects of the technology and affects the system performance requirements. The defined LoAs are: No Automation (0), Driver Assistance (1), Partial Automation (2), Conditional Automation (3), High Automation (4), Full Automation (5).

According to the TS 22.186 [4], for each CoR and each LoA, performance requirements are specified in terms of:

-
Payload (Bytes);

-
Transmission rate (Message/Sec);

-
Maximum end-to-end latency (ms);

-
Reliability (%);

-
Data rate (Mbps);

-
Minimum required communication range (meters).

The above requirements are covered by the 5G QoS characteristics associated with 5QI (TS 23.501 [7]).
-
The Payload can be linked to the Maximum Data Burst Volume (which can be defined to be equal to the maximum required payload for the CoR & LoA+ protocol overhead),

-
the Maximum end-to-end latency (ms) is similar to the Packet Delay Budget (PDB), while the Reliability is calculated by using jointly the PDB and the Packet Error Rate (PER). Precisely, reliability (%) is defined as the success probability of transmitting X byte within a certain delay, which is the time it takes to deliver a small data packet from the radio protocol layer 2/3 SDU ingress point to the radio protocol layer 2/3 SDU egress point of the radio interface.

-
The Data Rate is equal to the guaranteed flow bit rate (GBR QoS Flows) or the non-guaranteed bit rate (non-GBR). The Minimum required communication range is not considered as QoS characteristics.

Editor's note:
The Maximum Data Burst Volume and the Packet Delay Budget, can be used to estimate if transmission rate requirement can be supported by the 5QI. However, high transmission rate in correlation with high payload may impact QoS; hence the study on the relation of transmission rate to QoS attributes is FFS.

Consequently, referring to V2X communication over Uu, no new QoS characteristics on top of those already defined in TS 23.501 [7] are necessary.

6.2.1.3
Necessary 5QI values

Editor's note:
Further analysis is needed in order to understand whether new standardized 5QI values are needed to cover the eV2X QoS requirements.
6.3
Solution #3: Service Authorization and Provisioning to UE for eV2X communications over PC5 and NG-Uu reference points
6.3.1
Functional Description
This solution addresses Key Issue #5 and Key Issue #11.
This solution applies to the architecture option Alternative#1 in Annex A.
In 5GS, the service authorization parameters for V2X PC5 and V2X NG-Uu communication can be made available in the UE in different ways, i.e.

-
pre-configured in the ME, or

-
configured in the UICC, or
-
preconfigured in the ME and configured in the UICC, or

-
provided/updated by the V2X AS via PCF, or
-
provided/updated by the PCF to the UE

When the service authorization parameters for V2X PC5 and NG-Uu communication are provided by the PCF, the existing procedures will be used:

-
When the UE performs initial Registration as defined in clause 4.2.2 "Registration Management procedures" in TS 23.502 [9], the PCF provisions the eV2X PC5 and eV2X NG-Uu service authorization parameters to the UE using procedures as defined clause 4.2.4.3 "UE Configuration Update procedure for transparent UE Policy delivery" in TS 23.502 [9] and clause 6.1.2 "Non-session management related policy control" in TS 23.503 [10].
-
During mobility, e.g. UE moves from one PLMN or another, the UE performs Registration and the PCF may update the UE with new service authorization parameters for the new PLMN.
-
When there is a subscription change in the list of PLMNs where the UE is authorized to perform V2X communication service over PC5 and/or NG-Uu reference point, the PCF may need to update the policy/parameters to the UE. If the serving PLMN is removed from the list when the UE is authorized to perform V2X communication service over PC5 and/or NG-Uu, it means the service authorization is revoked in the UE.

-
When the user is roaming, the subscription change resulting in updates of V2X policy/parameters will be transferred by H-PCF via V-PCF.

NOTE:
Update of provisioning information directly to the UE (i.e. V1 reference point) is available in this option as well.

Editor's note:
Can V2X configuration parameters be located in a database external to UDR? If such scenario is supported, how to provide update to the V2X UE via PCF is FFS.
Editor's note:
If the UE triggered provisioning need to be provided is FFS.

6.3.2
Procedures

Procedure for UE policy update can be reused:

-
Clause 4.2.4.3 "UE Configuration Update procedure for transparent UE Policy delivery" in TS 23.502 [9].

-
Clause 6.1.2 "Non-session management related policy control" in TS 23.503 [10].

6.3.3
Impact on existing entities and interfaces
Impacts on existing entities, interfaces and procedures are limited to adding new policies/parameters, no new functionality is introduced. Below are the impacted entities and interfaces listed:

-
UDR for subscription change in the list of PLMNs where the UE is authorized to perform V2X communication service over PC5 reference point
-
PCF handles service authorization parameters for V2X PC5 and V2X NG-Uu communication.

-
UE handles the policy/parameters for service authorization using existing 5GC procedures.

-
AMF transferring the policy/parameters to the UE using existing procedures.

-
Impacted interfaces: N1, N8, N15, N24.

To perform the UE provisioning the user plane set-up is not needed.

6.3.4
Topics for further study

None is identified.
6.3.5
Conclusions
TBD
6.4
Solution #4: Reusing solution of TS 23.285 [5] for Key Issue #5

6.4.1
Functional Description
This solution corresponds to the Key Issue #5 "Service Authorization and Provisioning to UE for eV2X communications over PC5 reference point" based on the architecture documented in Annex A.2.
The proposed solution reuses clause 4.4.1.1 'Authorization and provisioning for V2X communications over PC5 reference point' of TS 23.285 [5]. Therefore, the followings apply for Service Authorization and Provisioning to UE for eV2X communications over PC5 reference point:
-
Pre-configuration in the UE;

-
Service Authorization and Provisioning to UE from V2X Control Function;

-
Parameter provisioning to UE from V2X Application Server.

6.4.2
Procedures

Same with clause 4.4.1.1 'Authorization and provisioning for V2X communications over PC5 reference point' of TS 23.285 [5].
6.4.3
Impact on existing entities and interfaces

UE:

-
The UE gets authorization information (see clause 4.4.1.1.2 of TS 23.285 [5]) to use V2X communications over PC5 reference point on a per PLMN basis in the serving PLMN by the V2X Control Function in the HPLMN.
V2X Control Function:
-
The V2X Control Function in the HPLMN requests authorization information from the V2X Control Function of the serving PLMN.

-
The V2X Control Function in the HPLMN merges authorization information from home and serving PLMNs and informs the UE of the final authorization information (see clause 4.4.1.1.2 of TS 23.285 [5]).
-
The V2X Control Function in the VPLMN or HPLMN may revoke the authorization at any time. The V2X Control Function in the HPLMN is notified when authorization is revoked by the VPLMN.
6.4.4
Topics for further study

No.
6.4.5
Conclusions
Editor's note:
Conclusions will be collected for this particular functionality.
6.5
Solution #5: Service Provisioning to UE for eV2X communications over PC5 and NG-Uu reference points
6.5.1
General Description
This solution addresses Key Issues #5 and #11. In order to enable the UE to use eV2X Service in 5G System, service authorization and provisioning for eV2X communication over PC5 and NG-Uu reference point are needed. As a pre-assumption, the V2XCF is a control plane NF (i.e. option b) in the Annex A.0 is considered as the architecture).
6.5.2
Initial Retrieval of V2X Parameters
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Figure 6.5.2-1: Provisioning procedure of V2X parameters.

1.
UE sends the Registration Request message.
2.
AMF retrieves UE subscription data from UDM.
3.
AMF determines whether to provide V2X parameters to the UE, e.g. based on the information subscription data, local policy, etc.
Editor's note:
Trigger for providing V2X parameters to the UE by AMF are FFS.
Editor's note:
The type of V2X parameters provided by AMF to the UE are FFS.
4, 5.
AMF requests V2XCF for the provision parameters by V2X Parameter Request message, and V2XCF responses with the required parameters by V2X Parameter Response message.

6.
AMF sends the Registration Accept message to UE.

NOTE:
Steps 4 and 6 can be executed in parallel.
7.
AMF delivers the provisioned V2X parameters to UE via a dedicated message.

8.
UE responses the result of the delivery of V2X parameters.

Editor's note:
Whether steps 4, 5, 7 and 8 belong to "UE Configuration Update procedure for transparent UE Policy delivery (see TS 23.502 [9], clause 4.2.4.3)" or not is FFS.
6.5.3
Update of V2X parameters

Editor's note:
The procedure for updating V2X parameters is FFS.

6.5.4
Impact on existing entities and interfaces

AMF:

-
Obtains V2X subscription data from the UDM by means of the Nudm_SDM_Get operation;

-
Executes V2X authorization check;

-
Retrieves V2X parameters from the V2XCF by means of new or existing operations;

-
Provides V2X parameters to UE via a dedicated message.
UDM:

-
Provides V2X subscription data to the AMF by means of the Nudm_SDM_Get operation.
V2XCF:

-
This is a Network Function in the 5GC that will provide V2X parameters to the AMF.
6.5.5
Conclusions

TBD
6.6
Solution #6: eV2X impacts to 5GC procedures
6.6.1
Functional Description

This solution corresponds to the Key Issue #6 "Service Authorization to NG-RAN for eV2X communications over PC5 reference point" and based on TS 23.285 [5] clause 5.5 'V2X impacts to EPC procedures' that describes the required EPC procedures for Service Authorization to E-UTRAN for V2X communications over PC5 reference point.

This solution applies to all options for eV2X architecture.
6.6.2
Procedures

6.6.2.1
Registration procedure for UE
The Registration procedure for UE is performed as defined in TS 23.502 [9] with the following additions:

-
The UE includes the V2X capability indication as part of the "5GMM capability" in the Registration Request message. The AMF stores this information for V2X operation. The V2X capability can indicate whether the UE is capable of supporting V2X communication over PC5 reference point.

-
If the UE indicated V2X capability, and the UE is authorized to use V2X communication over PC5 reference point based on the subscription data, then the AMF shall include a "V2X services authorized" indication in the NGAP Initial Context Setup Request, indicating the UE is authorized to use V2X communication over PC5 reference point as Vehicle UE, Pedestrian UE or both.

-
The AMF obtains the UE-PC5-AMBR from the UDM as part of the subscription data and includes it in the NGAP Initial Context Setup Request to the NG-RAN, which use it in resource management of UE's PC5 transmission for V2X services in network scheduled mode.
Editor's note:
It is FFS whether there is any difference between initial registration procedure and non-initial registration procedure.

Editor's note:
It is FFS whether separate indication per PC5 RAT are needed for the V2X capability of UE and coordination with RAN WGs is needed.
6.6.2.2
Service Request procedures for UE
The Service Request procedures for UE in CM-IDLE state are performed as defined in TS 23.502 [9] with the following additions:

-
If the UE is V2X capable, and the UE is authorized to use V2X communication over PC5 reference point based on the subscription data, then the AMF shall include a "V2X services authorized" indication in the NGAP Initial Context Setup Request, indicating the UE is authorized to use V2X communication over PC5 reference point as Vehicle UE, Pedestrian UE or both.
-
The AMF includes the UE-PC5-AMBR in the NGAP Initial Context Setup Request to the NG-RAN which stores it as part of the UE context and may use it in resource management of UE's PC5 transmission for V2X services in network scheduled mode.
6.6.2.3
N2 Handover procedures for UE
The N2 based handover or the Inter-RAT to NG-RAN handover procedures for UE are performed as defined in TS 23.502 [9] with the following additions:
-
If the UE is V2X capable, and the UE is authorized to use V2X communication over PC5 reference point based on the subscription data, then the target AMF shall send the "V2X services authorized" indication and UE-PC5-AMBR to the target NG-RAN as follows:

-
For the intra AMF handover, the "V2X services authorized" indication and UE-PC5-AMBR are included in the NGAP Handover Request message. If after the handover procedure, the "V2X services authorized" indication or the UE-PC5-AMBR or both are changed, the updated "V2X services authorized" indication or the updated UE-PC5-AMBR or both are included in the NGAP UE Context Modification Request message sent to the target NG-RAN.

-
For the inter AMF handover or Inter-RAT handover to NG-RAN, the "V2X services authorized" indication and UE-PC5-AMBR are included in the NGAP UE Context Modification Request message sent to the target NG-RAN after the handover procedure.

The "V2X services authorized" indication sent to target NG-RAN denotes the UE is authorized to use V2X communication over PC5 reference point as Vehicle UE, Pedestrian UE or both.

The UE-PC5-AMBR is sent to target NG-RAN for the resources management of UE's PC5 transmission in V2X communication.
6.6.2.4
Xn Handover procedures for UE
The Xn based handover procedures for UE are performed as defined in TS 23.502 [9] with the following additions:
-
If the source NG-RAN is V2X-enabled and the "V2X services authorized" indication is included in the UE context, then the source NG-RAN shall include a "V2X services authorized" indication and UE-PC5-AMBR in the XnAP Handover Request message to the target NG-RAN.

-
If the UE is V2X capable, and the UE is authorized to use V2X communication over PC5 reference point based on the subscription data, then the AMF shall send the "V2X services authorized" indication and the UE-PC5-AMBR to the target NG-RAN in the Path Switch Request Acknowledge message. If, after the handover procedure, the "V2X services authorized" indication or the UE-PC5-AMBR or both are changed, the updated "V2X services authorized" indication or the updated UE-PC5-AMBR or both are included in the NGAP UE Context Modification Request message sent to the target NG-RAN.
The "V2X services authorized" indication sent to target NG-RAN denotes the UE is authorized to use V2X communication over PC5 reference point as Vehicle UE, Pedestrian UE or both.

The UE-PC5-AMBR is sent to target NG-RAN for the resources management of UE's PC5 transmission in V2X communication.
6.6.2.5
Nudm_SDM_UpdateNotification procedure for UE
The Nudm_SDM_UpdateNotification procedures for UE are performed as defined in TS 23.502 [9] with the following additions:

-
If the "V2X services authorized" indication or the UE-PC5-AMBR or both need to be changed due to the changed subscription data and the UE is in CM-CONNECTED state, then the AMF shall notify the NG-RAN the updated "V2X services authorized" indication or the UE-PC5-AMBR or both via the NGAP UE Context Modification Request message.
6.6.3
Impact on existing entities and interfaces
UE:

-
UE includes its V2X capability indicating whether the UE is capable of supporting V2X communication over PC5 reference point as a part of the "5GMM capability" in the Registration Request message.

AMF:
-
AMF determines if the UE is authorized to use V2X communication over PC5 reference point based on the subscription data.

-
AMF includes a "V2X services authorized" indication in the N2 message sent to NG-RAN denoting that the UE is authorized to use V2X communication over PC5 reference point as Vehicle UE, Pedestrian UE or both.

-
AMF includes UE-PC5-AMBR in the N2 message sent to NG-RAN.

NG-RAN:

-
NG-RAN needs to handle the "V2X services authorized" indication and UE-PC5-AMBR.
-
The source NG-RAN includes a "V2X services authorized" indication and UE-PC5-AMBR in the XnAP Handover Request message to the target NG-RAN.

UDM (or maybe also UDR):

-
UDM (or maybe also UDR) handles subscription parameters for eV2X.
6.6.4
Topics for further study

Editor's note:
It is FFS if additional subscription parameters will be needed for eV2X communication.
6.6.5
Conclusions

Editor's note:
Conclusions will be collected for this particular functionality.
6.7
Solution #7: Solution for Network Slicing for eV2X services
6.7.1
Functional Description

This solution addresses the Key Issue #7 in the perspective of Network Slicing for eV2X Services.
The eV2X services require certain level of service requirements, e.g. the latency (PDB) range from 100ms in advanced driving to 3ms in Emergency trajectory alignment. Message rate range from 10 message/second to 50 message/second, and with some burst traffic types, e.g. in extended sensor information sharing. In addition, the reliability requirement also varies, e.g. 90% to 99.999%.
To support certain level of service requirements described above, the eV2X services require certain network features, e.g. eV2X communications using side-link communication, multicast-broadcast communication or group communication, service authorization and parameters provisioning, etc.
Therefore, this solution proposes to define a specific SST for eV2X services.
A Slice/Service Type can be a standard or non-standard value. One of the reasons to assign a standard value is to facilitate roaming support. In case of vehicle communications, it can be expected that vehicles move fast and cross over to different countries/PLMNs often while connected to the networks.
Therefore, this solution proposes to define a specific SST for eV2X services as a standard value.
6.7.2
Procedures

Editor's note:
This clause describes procedures to support Network Slicing by this solution.

6.7.3
Impact on existing entities and interfaces

-
Define a specific SST for eV2X services as a standard value
6.7.4
Topics for further study

Editor's note:
This clause describes topics for further study.
6.7.5
Conclusions

Editor's note:
This clause provides conclusions of the solution.

6.8
Solution #8: Application Function influence based edge computing for V2X

6.8.1
Functional Description

This solution corresponds to the Key Issue #8 "Support of edge computing".
The proposed solution is based on clause 5.6.7 'Application Function influence on traffic routing' of TS 23.501 [7] and describes how the Application Function (AF) influence on traffic routing feature can be applied to support edge computing for V2X.

According to clause 5.6.7 of TS 23.501 [7], an AF may send requests to influence SMF routing decisions for traffic of PDU Session and the AF requests may influence UPF (re)selection to allow routing user traffic via a local access in a Data Network identified by a DNAI (DN Access Identifier). Such AF requests for influencing SMF routing decisions may contain at least:
1)
Information to identify the traffic to be routed.
2)
Information about the N6 traffic routing requirements for traffic identified as defined in 1).
3)
Potential locations of applications towards which the traffic routing should apply.
4)
Information on the UE(s) whose traffic is to be routed.

-
Identities of individual UEs.

-
Groups of UEs identified by an External Group Identifier when the AF interacts via the NEF, or Internal-Group Identifier when the AF interacts directly with the PCF.
-
Any UE the request applies to any UE accessing the combination of DNN, S-NSSAI and DNAI(s).
5)
Indication of application relocation possibility.
6)
Temporal validity condition indicating when the traffic routing is to apply.
7)
Spatial validity condition on the UE(s) location indicating that the request applies only to the traffic of UE(s) located in the specified location.
8)
An AF transaction identifier referring to the AF request.
9)
Type of notifications regarding UP path management events.
To route V2X messages or any traffic for V2X purposes to/from V2X Application Server(s) in a local DN close to NG-RAN, AF (i.e. V2X Application Server) operated by e.g. operators, OEMs, road authorities, can use the Application Function influence on traffic routing feature.
6.8.2
Procedures

Figure 6.8.2-1 shows a high-level procedure regarding an edge computing scenario to route V2X messages of any V2X UE located in a certain location (e.g. intersection area) to/from a V2X Application Server in a local DN. This procedure is not exhaustive to just show how the Application Function influence on traffic routing feature can achieve the support of edge computing for V2X.
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Figure 6.8.2-1: High-level procedure for AF influence based edge computing for V2X
1.
An AF sends an AF request containing the following information to a NEF.

-
An AF transaction identifier referring to the AF request.

-
Spatial validity condition indicating the certain location, e.g. a list of geographic zone identifier(s).
-
Information on the target UE set to any UE accessing the combination of DNN, S-NSSAI and DNAI related to V2X. For example, DNN is for V2X Services, S-NSSAI is comprised of an SST with a standardized SST value for V2X Services and DNAI represents an identifier of a user plane access to a local DN where the V2X Application Server is deployed.
-
Information on the traffic to be routed including DNN and S-NSSAI related to V2X.

-
Information about the N6 traffic routing requirements including in the form of a list of DNAIs and associated N6 traffic routing information.
2.
The NEF sends the AF request to PCF(s) related to the PDU Session for UE(s) corresponding to the AF request. Regarding spatial validity condition, the NEF maps the information from the AF to areas of validity based on pre-configuration and provides the areas of validity to the PCF(s).
3.
The PCF received the AF request identifies which traffic in the PDU Session of the UE is corresponding to the AF request. Regarding the spatial validity condition, the PCF subscribes to the SMF to receive notifications about change of UE location in an area of interest. Therefore, the PCF can be notified by the SMF about UE location in or out of the subscribed area of interest.
4.
When the PCF is notified that the UE entered the area of interest, the PCF provides to the SMF the PCC rules generated based on the AF request by triggering a PDU Session modification.
5.
When the PCC rules are activated, the SMF may, based on local policies, take the information in the PCC rules into account to (re)select UPF(s) for PDU Sessions, or activate mechanisms for traffic multi-homing or enforcement of an UL Classifier (UL CL).


As a result, the traffic corresponding to the AF request for the UE located in the area of validity can be locally routed to/from the V2X Application Server relevant to the area.

6.
When the PCF is notified the UE left the area of interest, the PCF provides to the SMF updated PCC rules by triggering a PDU Session modification.
7.
The SMF may take appropriate actions to reconfigure the User Plane of the PDU Session.

As a result, the traffic corresponding to the AF request for the UE left the area of validity is not routed to/from the V2X Application Server relevant to the area anymore.

The AF that sends the AF request for AF influence based edge computing for V2X and the V2X Application Server that the traffic is routed to/from can be same or different.
6.8.3
Impact on existing entities and interfaces
No additional impact compared to impact on existing entities and interfaces described in TS 23.501 [7].
6.8.4
Topics for further study

Editor's note:
Topics for FFS will be collected for this particular functionality.
6.8.5
Conclusions

Editor's note:
Conclusions will be collected for this particular functionality.
7
Conclusions

Editor's note:
This clause will capture agreed conclusions from the study.
7.1
Conclusions for EPS

In this study, no architecture enhancement of EPS for eV2X is identified. This conclusion is relevant to Key Issue#1.

SA2 may have normative work for V2X enhancement to EPS in Rel-15 if there is any input from RAN WGs and such input causes normative work in SA2. For the normative work of V2X enhancement to EPS in Rel-15, the dedicated work item is not required in SA2.
7.2
Conclusions for 5G System
Editor's note:
This clause will capture agreed conclusions for 5G System from the study, aimed for normative phase in Rel-16 timeframe.
Annex A:
eV2X Architecture variants

A.0
Description

In the existing V2X system architecture (as defined in TS 23.285 [5]), the V2X Control Function is responsible for provisioning of V2X policy and parameters not only for V2X communication over PC5 but also for V2X communication over LTE-Uu. In the EPC, V2X Control Function uses V3 to provision the parameters to the UE, which relies on OMA-DM. Alternatively, the parameters may be provisioned to the UE through V1 from the V2X Application Server.
In 5GC, it is possible to realize the service authorization and provisioning function with the following options, given the 5GC architecture:

-
Provision the V2X policy/parameters via U-plane:
a)
Reuse the V2X Control Function as defined in TS 23.285 [5], which provides the V3 via a U-plane connection to the UE;

-
Provision the V2X policy/parameters via C-plane:


The parameters are provided to the UE securely from the AMF through N1. The C-plane based provisioning options are further divided as which entity sends the parameters to the AMF.
b)
Define the V2X Control Function as a new CP NF in 5GC, which provides the V2X policy and parameters via C-plane towards the UE, i.e. using the Namf_Communication_N1N2MessageTransfer/N1MessageNotify service of the AMF, and the NAS transport to realize V3;

c)
V2X Control Function connected to PCF via N5 to provision the V2X policy/parameters using UE Policy delivery mechanism;

d)
V2X Control Function connects to NEF and provides the V2X policies/parameters to PCF via NEF, which in turn delivers the policies/parameters to UE via UE Policy delivery mechanism;

e)
PCF realizes the V2X policy/parameter provisioning function of the V2X Control Function and delivers the policies/parameters to UE via UE Policy delivery mechanism;
f)
AF (i.e. V2X Application Server), connected to 5GC directly or via NEF, realizes the V2X Control Function and provides the parameters to the UE.
A.1
Alternative#1: eV2X Architecture Reference Model

A.1.1
Description

A.1.1.1
Description of existing V2X for EPS

The V2X Control Function in EPC handles the configuration of the UE in two areas:

-
Configuration of radio parameters for the use of PC5.

-
Configuration of application parameters for the UE to access the application server and to receiving application information over MBMS.

The specific V2X reference points specified by 3GPP are:

V2: The reference point between the V2X Application Server and the V2X Control Function in the operator's network. The V2X Application Server may connect to V2X Control Functions belonging to multiple PLMNs. 
In TS 23.285 [5] this is only handling MBMS configuration data and not further specified.
V3: The reference point between the UE and the V2X Control Function in UE's home PLMN. It is based on the service authorization and provisioning part of the PC3 reference point defined in clause 5.2 of TS 23.303 [8]. It is applicable to both PC5 and LTE-Uu based V2X communication and optionally MBMS and LTE-Uu based V2X communication.
This is going over the user plane and used for the UE configuration.
V4: The reference point between the HSS and the V2X Control Function in the operator's network.
The V4 interface allows the V2X Control Function to retrieve V2X related subscription data in order to authorise access from the UE for V2X services.
V6: The reference point between the V2X Control Function in the HPLMN and the V2X Control Function in the VPLMN.
A.1.1.2
5G Description

In 5GC a new reference architecture has been introduced and by that it should be analysed if a simplified V2X architecture can be developed by using some of the available features and thus eliminating the need for components from EPS or if the V2X architecture from EPS shall be reused.

As the V2X Control Function only handles UE configuration it is proposed that the new procedure in 5GC handles UE configuration, see TS 23.502 [9] clause 4.2.4.3 'UE Configuration Update procedure for transparent UE Policy delivery'.
It is proposed to use PCF as the eV2X policy/parameters provisioning functional entity.
The preconfiguration in ME or the UICC as specified in TS 23.285 [5] will still be used where applicable.

If needed by the V2X application, the Application Function (AF) features such as application influence and notification can be applied by V2X application.

In Release 15 5GS, MBMS feature is not supported.
A.1.1.3
PC5 and Uu based eV2X architecture reference model

Figure A.1.1.3-1 shows the high-level view of the non-roaming 5G System architecture for PC5 and Uu based V2X communication.

[image: image6.emf]UE D

(Stationary)

NG-RAN

Uu

Uu

V5

V1

V5

PC5

PC5

PC5

SMF

N2

 

AMF

UPF

V5

N3

V2X 

Application

UDM

V2X 

Application

N4

UE C

(Pedestrian)

V2X 

Application

UE B

(Vehicle)

V2X 

Application

UE A

(Vehicle)

V2X 

Application

N6

AF PCF

Data

Network

NEF


Figure A.1.1.3-1: Non-roaming 5G System architecture for PC5 and Uu based V2X communication
Figure A.1.1.3-2 shows the high-level view of the roaming 5G System architecture for PC5 and Uu based V2X communication.

[image: image7.emf]Uu

Uu

V1

V5

PC5

N2

 

PLMN A PLMN B

UDM

UDM

UE A

V2X 

Application

UE B

V2X 

Application

NG-RAN

SMF AMF

UPF

N4

N8

N3

N6

AF

V2X 

Application

Data

Network

PCF NEF


Figure A.1.1.3-2: Roaming 5G System architecture for PC5 and Uu based V2X communication
Figure A.1.1.3-3 shows the high-level view of the inter-PLMN 5G System architecture for PC5 and Uu based V2X communication.
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Figure A.1.1.3-3: Inter-PLMN 5G System architecture for PC5 and Uu based V2X communication
The 5G System architectures for PC5 and Uu based V2X communication depicted in Figures A.1.1.3-1, A.1.1.3-2 and A.1.1.3-3 are based on the 5G System architectures defined in TS 23.501 [7] and PC5 and LTE-Uu based V2X architecture reference model defined in TS 23.285 [5].

Editor's note:
Service Based architecture will be determined once the final reference architecture selection is completed.

A.1.2
Procedures

The procedure in TS 23.502 [9] clause 4.2.4.3 'UE Configuration Update procedure for transparent UE Policy delivery' can be used for the UE configuration of V2X related parameters.
It is proposed to use PCF as the eV2X policy/parameters provisioning functional entity.
A.1.3
Impact on existing entities and interfaces

The reference points V3, V4 and V6 in the EPC V2X architecture is no longer needed as this will be handled in the existing 5GC interfaces.
The configuration of the UE using V3 will instead be handled over existing interfaces as handled by UE Configuration Update procedure.
The reference point between V4 between V2X Control Function and HSS will not be needed as this is handle using the 5GC existing interfaces.
The V6 interface between the VPLMN and the HPLMN V2X Control Functions is not needed as the needed information exchange may be handled by existing roaming interfaces.
Editor's note:
The handling of roaming interfaces will be further evolved when a broader picture of the eV2X architectural requirements has been developed
The functionality of V2X Control Function in the 5GC architecture resides in the PCF, see clause A.1.2.

A.1.4
Topics for further study

It is for further study which existing NFs that will be affected to support the existing V2X functionality and new functionality introduced by other Key Issues in the present document.
A.2
Alternative#2: Reusing EPS V2X Architecture
A.2.1
Description
The proposed 5G System architectures for PC5 and Uu based V2X communication are based on the 5G System architectures defined in TS 23.501 [7] and V2X architecture reference model defined in TS 23.285 [5].
Figure A.2.1-1 shows the high level view of the non-roaming 5GS architecture for PC5 and Uu based V2X communication.
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Figure A.2.1-1: Non-roaming 5GS architecture for PC5 and Uu based V2X communication

Figure A.2.1-2 shows the high level view of the roaming architecture for PC5 and LTE-Uu based V2X communication. In this figure, UE A uses a subscription of PLMN A and UE B uses a subscription of PLMN B; UE A is roaming in PLMN B while UE B is not roaming.
A V2X Application Server may connect to multiple PLMNs, e.g. one V2X Application Server can connect with the V2X Control Function in PLMN A and the V2X Control Function in PLMN B in the figure.
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Figure A.2.1-2: Roaming 5GS architecture for PC5 and Uu based V2X communication

Figure A.2.1-3 shows the high level view of the inter-PLMN architecture for PC5 and Uu based V2X communication. In this figure, UE A uses a subscription of PLMN A and UE B uses a subscription of PLMN B; UE A is roaming in PLMN C while UE B is not roaming.
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Figure A.2.1-3: Inter-PLMN architecture for PC5 and Uu based V2X communication
V1:
The reference point between the V2X application in the UE and in the V2X Application Server. This reference point is out of scope of this specification.
V2:
The reference point between the V2X Application Server and the V2X Control Function in the operator's network. The V2X Application Server may connect to V2X Control Functions belonging to multiple PLMNs.
V3:
The reference point between the UE and the V2X Control Function in UE's home PLMN. It is based on the service authorization and provisioning part of the PC3 reference point defined in clause 5.2 of TS 23.303 [8]. It is applicable to both PC5 and Uu based V2X communication.
V4:
The reference point between the UDM and the V2X Control Function in the operator's network.
V5:
The reference point between the V2X applications in the UEs. This reference point is not specified in this release of the specification.
V6:
The reference point between the V2X Control Function in the HPLMN and the V2X Control Function in the VPLMN.
PC5:
The reference point between the UEs used for user plane for ProSe Direct Communication for V2X Service.
N2, N3, N6, N8, N10: same as defined in TS 23.501 [7].

V2X Control Function, V2X Application Server: same as defined in TS 23.285 [5].
A.3
Alternative#3: V2X Control Function as a new CP entity in 5GC
A.3.1
Description

V2X Control Function is used to provision the UE with necessary parameters in order to use V2X communication. This alternative is equivalent to option b) of clause A.0 and is based on defining a new CN NF specifically for supporting the V2X CF functionalities. Figure A.3.1-1 below depicts the non-roaming architecture for this option.
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Figure A.3.1-1: Non-roaming 5GS architecture for PC5 and Uu based V2X communication
Figure A.3.1-2 below depicts the roaming architecture for this option.
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Figure A.3.1-2: Roaming 5GS architecture for PC5 and Uu based V2X communication
Figure A.3.1-3 below depicts the roaming architecture for this option.
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Figure A.3.1-3: Inter-PLMN 5G System architecture for PC5 and Uu based V2X communication
A.3.2
Procedures

A UE Configuration Update procedure (similar to TS  23.502 [9] clause 4.2.4.3) needs to be defined.
A.3.3
Impact on existing entities and interfaces

Considering V3, V4 and V6 introduced in EPS for V2X specific scenario:

-
V3 reference point (between UE and V2XCF): a new NAS type (e.g., NAS V2X message) on top of NAS-MM is needed;

-
V4 reference point (between V2XCF and UDM): it is possible to reuse the Nudm service interface to access the UDM. This allows the V2XCF to retrieve V2X related data in order to authorise access from the UE for V2X services.

-
V6 reference point (between H-V2XCF and V-V2XCF): a new service interface Nv2xcf is used to coordinate among V2XCF in the Home-PLMN and in the Visited-PLMN.
Editor's note:
Further details on which data is exchanged over V4 and V6 are needed.
A.3.4
Topics for further study

Editor's note:
It is FFS that whether some new functionalities e.g. the access control for V2X shall be captured for V2XCF as an NF.

A.4
Alternative#4: eV2X Architecture Reference Model

A.4.1
Description

The eV2X architecture reference model described in this clause corresponds to the option f) of clause A.0.

Figure A.4.1-1 shows the AF (i.e. V2X Application Server) and the interfaces that the AF is using.
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Figure A.4.1-1: AF and the interfaces that the AF is using

When the AF is managed by a PLMN and allowed to access NFs directly (case 1), the AF uses PCF services through the Npcf interface to provide V2X policy and parameters to the UE.

Editor's note:
It is FFS whether the PCF services specified in clause 5.2.5 of TS 23.502 [9] can be used or new PCF services need to be defined.

When the AF is managed by a V2X service provider (case 2), the AF uses NEF services through the Nnef interface. The AF uses the Nnef_ParameterProvision_Update service described in clause 5.2.6.4 and clause 4.15.6.2 of TS 23.502 [9] to update V2X related information. The V2 reference point between the V2X AS and the PLMN is realized by using Nnef and Naf interfaces.

Editor's note:
It is FFS which NF in the PLMN acts as a peer for V2 reference point.
Figure A.4.1-2 depicts the high level view of non-roaming eV2X architecture reference model showing option f). The AF can belong to a PLMN or a V2X Service Provider.
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Figure A.4.1-2: Non-roaming eV2X architecture reference model
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2. NEF sends the AF request to PCF(s). 


3. PCF identifies the target of the AF request and subscribes to SMF about change of UE location in an area of interest. 
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4. V2X Parameter Request ()


5. V2X Parameter Response ()
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