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Abstract of document:
The present document provides application behavioural tests for a UE to interoperability with dedicated 3GPP network operations. Where there shall be a description for each compliant implementation including the:
- the test case specific setting of the USIM;
- the applicability of each test case;
- the test configurations;
- the conformance requirement(s) and reference(s) to the related core specifications;
- the test purposes; and
- a brief description of the test procedure and the specific acceptance criteria.
The present document is applicable for MEs supporting a non-removable UICC only. MEs that allow access to the physical card interface as defined in ETSI TS 102 221 or ETSI TS 102 671 shall be tested in accordance to TS 31.121. 
This document shall provide alternative verification and testing approaches for test cases initially defined in TS 31.121. If no ETSI or 3GPP defined alternative method to verify an existing requirement is available or if the result generated by the proposed verification method is less reliable, this has to be clearly stated in the test description.
Due to possible limitations in profile handling and updating it is not intended to use the test case defined within this document with 2G only MEs or MEs implemented in accordance to Rel-12 or earlier.
A 3GPP ME may support functionality that is not required by 3GPP, but the requirements to do so are outside of the scope of 3GPP. The present document does not contain tests for features that are out of scope of 3GPP.
In the present document, unless explicitly stated otherwise, for Rel-13 onwards the term E-UTRAN implicitly refers to E-UTRAN in WB-S1 mode. E-UTRAN in NB-S1 mode is always explicitly referred to as NB-IoT.
Changes since last presentation to:
This is first presentation.
Outstanding Issues:
· TS 31.127, Version 1.0.0 has 126 test cases/sequences identified to be relevant where currently 21 tests are lacking a nrUSIM specific test description.
· To avoid unneeded efforts on maintaining the specification the test case/sequence selection for TS 31.127 shall be based on the GCF/PTCRB relevant test scopes (for TS 31.121)
· The DF/EF values defined in the initial conditions of each sequence need to be checked for their GSMA TS.48 compliance (partly done).
· A review of the clause 15 tests is pending
· Currently no tests/sequences for testing Rel-17 functionality are defined.
Contentious Issues:
· [bookmark: _GoBack]TS 31.127, Version 1.0.0 is lacking 21 test descriptions for tests identified to be relevant.
· The current version is not yet including tests for Rel-17 functionality that is required to be tested.
· Before publication all Rel-17 functionality related tests available for TS 31.121 after CT6#116 (e.g. CAG tests) shall have got their nrUSIM specific test procedures available within TS 31.127.
None
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