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0
Abstract

This contribution gives text for the roles table for inclusion in TS 24.229.

1
Discussion

N1-010095 contained an agreement in principle that The following roles should be defined, with a separate clause for each role:

· UA acting towards a SIP proxy

· SIP proxy acting towards a UA

· SIP proxy acting towards another SIP proxy

The clause identified for this is clause 5.2 of TS 24.229.

As a result of the discussion of other contributions it was agreed to combine the two proxy roles.
EG 201 058 states the following in respect of roles.

Some reference specifications can be implemented in different roles (e.g. user/network, Programming Communication Interface User Facility (PUF)/Network Access Facility (NAF), initiator/responder). The choice of the ICS structure mainly depends on whether it is likely that an implementation will support only one role. In that case, it is recommended to structure the ICS proforma in two different parts, two different subclauses, each one dealing with one role. The suppliers of the implementations of the two roles are often different, belonging to different disciplines. Thus it is preferable not to complicate ICS proforma tables with the requirements of both roles. It is recommended to structure the subclause "ICS proforma tables" of the ICS proforma as follows:

· a first table containing items to identify which roles have been implemented;

· a subclause containing tables for the first role;

· a subclause containing tables for the second role.

It should be explicitly indicated that the supplier of the implementation is required to fill in only the subclauses concerning the roles implemented, using a prerequisite line (refer to subclause 11.3). An example is provided in the template for a base specification ICS (annex A).
Proposal

The following table should be included in clause 5.2 of TS 24.229

Table 5.x: Roles

Item
Roles
Reference
RFC status
Profile status

1
User agent

o.1
o.1

2
Proxy 

o.1
o.1







o.1: It is mandatory to support exactly one of these items.

Possibly the following explanation would assist in association with this predicate:

NOTE:
For the purposes of this specification it has been chosen to keep the specification simple by the tables specifying only one role at a time. This does not preclude implementations providing two roles, but an entirely separate assessment of the tables shall be made for each role.

The following prerequisite should be added to clause 5.3:

This subclause contains the ICS proforma tables related to the user role. They need to be completed only for UA implementations:

Prerequisite: 5.x/1 -- user agent role 




The following prerequisite should be added to clause 5.5:

This subclause contains the ICS proforma tables related to the proxy role. They need to be completed only for proxy implementations:

Prerequisite: 5.x/3 -- proxy role
