ANNEXES of the Report from the 3GPP TSG CN WG1 / ETSI SMG3 WPA joint Meeting

1st to 4th of June 1999

Sophia Antipolis, France

A1. Participant list

To be provided later.

A2. Full tdocs list (GPRS ad-hoc + CN1/SMG3A meetings)

For the GPRS ad-hoc:

All the Tdocs in the range N1-99400 to N1-99493 (list to be provided by the GPRS ad-hoc chairman)

STC_Doc
Subject
SPEC
WP_STATUS

N1-99103
Inconsistency in definition of comprehension required IEs
04.08
agreed

N1-99251
GMM-MM co-ordination in the case of combined GMM specific procedures
04.08
withdrawn

N1-99352
LS to N1, S2 and T1 on Tandem Free and DTMF

Answered in N1-99560

N1-99388
LS on ongoing work in T2 SWG5 – Multi-mode terminals

noted

N1-99389
Report of the current status on terminal capabilities

Answered in N1-99591

STC_DOC
SOURCE
SUBJECT
SPEC
CR
REV
WP_STATUS
IREMARK

N1-99500
chairman
Agenda



approved


N1-99501
MCC
Tdocs list



noted


N1-99502
Ericsson
Correction to the MNC length
03.03
A020

revised in 547


N1-99503
NTT DoCoMo
A Proposal for the improvement for the efficient support of IP communication using PPP for MS(ADP) access (Revised version)



noted


N1-99504
UWCC
Gs interface changes to support tunnelling of non-GSM Messages
09.18
A028

revised to 594


N1-99505
UWCC
Tunnelling of non-GSM Messages
04.64
A070

revised in 552


N1-99506
Nortel
CR to 04.08 on alignement of mean throughput definition
04.08


rejected


N1-99507
Nortel
CR to 04.08 on alignement of PDP address
04.08


rejected


N1-99508
NTT DoCoMo
Basic concept of UMTS Bearer Capability



noted, lead to WA


N1-99509
Alcatel
CR on GSM 09.18 related to the triggering of the search procedure by the MSC/VLR



withdrawn (not available)


N1-99510
N2
Liaison Statement on the requirements for Multicall
LS in


answered in 580


N1-99511
MCC
Proposed new CR form for 3GPP



noted


N1-99512
T1P1.5
GSM 02.71



noted


N1-99513
T1P1.5
GSM 03.71



noted


N1-99514
T1P1.5
GSM 04.71



noted


N1-99515
T1P1.5
GSM 08.71



noted


N1-99516
T1P1.5
LCS CR to 04.07



withdrawn


N1-99517
T1P1.5
Adding new CM Service Request Type and additional text in the handover section
04.08
A536

rev requested


N1-99518
Nortel
Proposed Work Item: Turbocharger



withdrawn


N1-99519
Nortel
Proposed Technical Report: Turbocharger



noted


N1-99520
Nortel
Definition of eMLPP level (04.68)
04.68


revised to 581


N1-99521
Nortel
Interaction of Call Waiting and eMLPP (02.67)



noted


N1-99522
T1P1.5
Application of the Base Station System Application Part (BSSAP) on the E-interface for LCS
09.08
A131

approved


N1-99523
T1P1.5
Response to questions from SMG3WPA regarding LCS specifications



noted


N1-99524
Nokia
Transfer of the LSA Information to the MS
04.08
A419
3
revised in 563


N1-99525
NTC
Proposed Broadcast MM System informatio



noted


N1-99526
NTT COMWARE, NEC,…
Additional Information Element in Call Control for multicall



lead to WA


N1-99527
NEC, NTT DoCoMo
Speech Call Setup Procedure



noted


N1-99528
NEC
Bearer Modification Procedure without Pre-notification



noted


N1-99529
NEC
Prompting LS to S4 on GSM-AMR



rejected


N1-99530
GPRS ad-hoc chairman
GPRS report



withdrawn


N1-99531
NTT DOCoMo
PDP Activation Procedure (SM and GTP)



noted


N1-99532
2
Tunnelling of non-GSM Messages
03.60
A116
1
revised to 592


N1-99533
Vodafone
Suggestion for an LS to RAN WG 3 and RAN WG 2 on Release ’99, MSC issues with GSM 04.08  (re-submitted N1-99365)



revised to  603


N1-99534
Vodafone
Some CN 1 issues for Release ’99, MSC and GSM 04.08 (re-submitted N1-99366)



noted (revised in 608)


N1-99535
N2
Liaison Statement: The length of authentication parameters
LS in


noted


N1-99536
N2
Liaison Statement on the Turbo-Charger Feasibility Study
LS in


noted


N1-99537
N2
Liaison Statement on the UMTS Evolution of GTP
LS in


noted


N1-99538
Rapporteur GSM 03.60
Summary of Change Requests to GSM 03.60



noted


N1-99539
Rapporteur GSM 04.64
Summary of Change Requests to GSM 04.64



noted


N1-99540
Fujitsu
Evaluation of MS Classmark Evolution Scenario



noted


N1-99541
Fujitsu
Example of MM protocol Modifications from MS Classmark Splitting



withdrawn


N1-99542
Fujitsu
Proposed Working Method of MS Classmark Splitting WI



revised to 602


N1-99543
Fujitsu
Impacts on SM/GMM from LLC removal



noted, to be proposed for next meeting


N1-99544
GPRS AD-HOC CHAIRNM
REPORT OFMAY, 18TH TO 21ST MEETING AND  MAY, 31ST MEETING



noted


N1-99545
Rapporteur
Discarding too long U and UI frames
04.64
A068

revised to 557


N1-99546
T1P1.5
Add LCS synchronization requirements
04,07
x

rejecteed
replaces 516

N1-99547
Ericsson
Correction to the MNC length
03.03
A020
1
approved
rev of 502

N1-99548
drafting group
PCS1900 Harmonization
LS out


revised to  585
LS based on 547

N1-99549
SMG12/S2
LS + CR 'Definition of escape PLMN code'
03.03
A021

approved


N1-99550
SMG12/S2
LS on clarification of class B mode of operation



answered in 571


N1-99551
GPRS ad-hoc chairman
updated GPRS open issue list



noted


N1-99552
UWCC
Tunnelling of non-GSM Messages
04.64
A070
1
revised to 593


N1-99553
Ericsson
Improved SM messages error handling for non-semantically mandatory IE errors
04,08
A681
1
approved
revised 431

N1-99554
Siemens
Inconsistency in definition of comprehension required Ies
04.07
A025

approved


N1-99555
GPRS ad-hoc
all the GPRS ad-hoc approved CRs



approved


N1-99556
Ericsson
GMM-MM co-ordination in the case of combined GMM specific procedures
04,08
A585
5
approved
revised 486

N1-99557
Rapporteur
Discarding too long U and UI frames
04.64
A068
1
approved
revised 545

N1-99558
Alcatel
TMSI requested by the MSC trough the Gs interface
09.18
A026
1
approved
revised 484

N1-99559
Siemens
Usage of GMM update status U2
04.08
A639
2
approved
revised 468

N1-99560
Ericsson
Change of network operation mode
04.08
A673
3
revised to 606
revised 492

N1-99561
N1 chairman
transfer of document from SMG to 3GPP



noted


N1-99562
N1 chairman
22.135



noted


N1-99563
Nokia
Transfer of the LSA Information to the MS
04.08
A419
4
revised in 570


N1-99564
Ericsson




revised in 573
revision of 405

N1-99565
unspecified
proposed WI on on layer 3 segmentation



revised to 615
rev of 231

N1-99566

not allocated






N1-99567
2A
incoming LS from 2A on change of Radio Access  cap IE



noted, answered by phone


N1-99568
04.08 rapporteur
summary of 04.08 CRs



noted


N1-99569
SMG2A
LS + CR 'Indication of SoLSA compatible mobile station'
04.08
A528
1
rejected


N1-99570
Nokia, Ericsson
Transfer of the LSA Information to the MS
04.08
A419
5
approved
rev of 563

N1-99571
drafting group
LS on class B mobiles
LS out


revised to 607
based on 491 and 550

N1-99572
drafting group
Circuit Switched and Packet Switched priority handling
03.60
A120
2
approved
rev of 491

N1-99573
Ericsson
PLMN Selection for GPRS mobiles
03.22
A032
2
approved
rev of 564

N1-99574
Alcatel
TMSI requested by the MSC trough the Gs interface
04.08
A685
1
approved without presentation
revised 489

N1-99575
SMG2
LS on SoLSA
LS in


answered in 600


N1-99576
NTT DoCoMo
The necessity of Bearer Identifyer for handling Supllementary Services



postponed


N1-99577
S2
LS on IP Compression
LS in


noted


N1-99578
S2
LS on CN architectures to be supported in UMTS Release 99
LS in


noted


N1-99579
S2
LS on the QoS Technical Report
LS in


noted


N1-99580
N1
Draft Liaison Statement to S1, Multicall ad hoc Gr, TSG CN, TSG-T2 and TSG-CN-SS ad hoc on the requirements for Multicall
LS out


approved
answer to 510

N1-99581
Nortel
Definition of eMLPP level (04.68)
04.68


pending


N1-99582
S2
LS from TSG SA WG2 to CN2 on Manifestations of Handover and SRNS Relocation
LS in


noted


N1-99583
S2
Response to LS S299328 (3GPP Call Set-up Requirements for Circuit Switched Multimedia Telephony Service
LS in


to be forwarded to next meeting


N1-99584
SMG2
LS on change of MS Radio Access Capability IE
LS in


answered in 587


N1-99585
N1
LS to T1P1.5 on PCS1900 Harmonisation
LS out


approved
revised 548

N1-99586
Fujitsu
proposed TR on MS classmark split



revised to 601


N1-99587
drafting group
LS on change of MS Radio Access Capability IE
LS out


revised to 611
answer to 584

N1-99588
Ericsson, Nokia
MS Radio Access Capability IE
04.08
A582
5
approved
CR for R97 based on 584

N1-99589
Ericsson, Nokia
MS Radio Access Capability IE
04.08
a584
3
revised to 609
CR for R98 based on 584

N1-99590
drafting group
proposed Answer to LS on Tandem Free and DTMF
LS out


revised to 613
answer to 352

N1-99591
N1
LS on terminal capabilities
LS out


approved
answer to 389

N1-99592
UWCC
Tunnelling of non-GSM Messages
03.60
A116
2
approved
revised 532

N1-99593
UWCC
Tunnelling of non-GSM Messages
04.64
A070
2
approved
revised 552

N1-99594
UWCC
Gs interface changes to support tunnelling of non-GSM Messages
09.18
A028
1
approved
revised 504

N1-99595
Nokia
QoS in CS bearer definitions



postponed


N1-99596
TIM/CSELT
 MSISDN in GGSN
03.60
A130

approved


N1-99597
drafting group
Proposed LS to R2, R3 (CcJoint TSG N1/S2/S1 - Multicall ad hoc) on Identification of Multicall Bearers
LS out


revised to 614
based on 526 WA

N1-99598
03.60 rapporteur and Nortel
Mean throughput classes
03.60
A132

approved


N1-99599
Nortel
Proposed Work Item: The Turbo-Charger



revised to 612


N1-99600
drafting group
Proposed answer to Liaison Statement on SoLSA exclusive access
LS out


revised to 605


N1-99601
Fujitsu
proposed TR on MS classmark split



approved
revised 586

N1-99602
Fujitsu
Proposed Working Method of MS Classmark Splitting WI



approved
revised 542

N1-99603
N1
LS to RAN WG 3 and RAN WG 2 on Release ’99, MSC issues with GSM 04.08
LS out


approved
revised 533

N1-99604
Ericsson
Transfer of the LSA Information to the MS
04.08
A687

approved


N1-99605
N1
Answer to LS to 2A (Cc SMG12) on SoLSA exclusive access
LS out


approved without presentation
revised 600

N1-99606
Ericsson
Change of network operation mode
04.08
A673
4
approved without presentation
revised 560

N1-99607
N1
LS to S1, S2, SMG1, 12, 2A on class B mobiles
LS out


approved
revised 571

N1-99608
N1
LS to S3, R2, R3 on cipher mode command
LS out


approved


N1-99609
Ericsson, Nokia
MS Radio Access Capability IE
04.08
A584
3
approved
revised 589

N1-99610
Ericsson
Inclusion of SoLSA capability indication in Classmark Ies
04.08
A546
2
approved


N1-99611
N1
LS to SMG2A  on change of MS Radio Access Capability IE
LS out


approved and sent
revised 587

N1-99612
Nortel
Proposed Work Item: The Turbo-Charger



revised to 617
revised 599

N1-99613
N1
Answer to LS to S4 (cc S2, T1) on Tandem Free and DTMF
LS out


approved
revised 590

N1-99614
N1
LS to R2, R3 (Cc Joint TSG N1/S2/S1 - Multicall ad hoc) on Identification of Multicall Bearers
LS out


approved
revised 597

N1-99615
unspecified
proposed WI on L3 segmentation
WI


approved
revised 565

N1-99616
drafting group
Draft LS to R3/2A on Turbo-Charger
LS out


approved by June 9th


N1-99617
Nortel
Proposed Work Item: The Turbo-Charger
WI


approved by June 9th
revised 612

A3. List of approved CRs

Note: the TDoc with a number up to 499 comes to the GPRS ad-hoc group. This is the reason why the format is not the same and the source is not provided only for these CRs.

STC_DOC
SOURCE
SUBJECT
SPEC
CR
REV
WP

STATUS
Previous version

N1-99442

Information storage
03.60
A118r1

agreed
N1-99407

N1-99443

Clarification of the null routeing area
03.60
A119r1

agreed


N1-99454

Improving the user data loss less inter SGSN RA update
03.60
A107r2

agreed
N1-99445

N1-99466

SGSN Failure
03.60
A117

agreed
N1-99437

N1-99475

Inter SGSN RA Update
04.07
A024

agreed
N1-99446

N1-99419

Conditional IE Errors
04.08
A669

agreed


N1-99429

Definition of the PDP address IE
04.08
A677

agreed


N1-99430

Deactivation of PDP contexts in case of GPRS detach
04.08
A679

agreed


N1-99438

Usage of cause code #10 implicitly detached
04.08
A683

agreed


N1-99452

Gs interface failure
04.08
A587r2

agreed
N1-99252

N1-99453

Abnormal case in the MS when changing cell while trying to attach
04.08
A675

agreed
N1-99412

N1-99457

Improving the user data loss less inter SGSN RA update
04.08
A481r1

agreed
N1-99449

N1-99463

Reactivation of PDP contexts
04.08
A653r2

agreed
N1-99439

N1-99464

New DEREGISTERED 'suspended' state
04.08
A555r2

agreed
N1-99461

N1-99465

Clarification of release procedure upon PDP context deactivation
04.08


agreed
N1-99218

N1-99471

Correction to the handling of subscribed QoS values
04.08
A515r4

agreed
N1-99421

N1-99476

Correction of PDP type
04.08
A665

agreed
N1-99408

N1-99478

Initial synchronisation after READY timer negotiation 
04.08
A637r3

agreed
N1-99472

N1-99404

Number of retransmissions
04.64
A057

agreed


N1-99413

Differentiating between layer3 and LLC initiated procedures
04.64
A061

agreed


N1-99434

XID collision corrections
04.64
A059r2

agreed
N1-99417

N1-99455

Improving the user data loss less inter SGSN RA update
04.64
A054r2

agreed
N1-99447

N1-99459

Procedure for use of the poll bit and introduction of timer TN1-99201
04.64
A064r2

agreed
N1-99451

N1-99460

Frame reject procedures
04.64
A058r2

agreed
N1-99444

N1-99456

Improving the user data loss less inter SGSN RA update
04.65
A038r1

agreed
N1-99448

N1-99462

XID collision corrections
04.65
A039r1

agreed
N1-99458

N1-99480

Paging with IMSI
04.08
A651r4

Agreed
N1-99477

N1-99493

Old P-TMSI/TLLI handling
04.08
A583

Agreed
N1-99470

N1-99490

Correction of the behaviour of LLC in Standby state
04.64
A067

Agreed
N1-99487

N1-99547
Ericsson
Correction to the MNC length
03.03
A020
r1
approved
rev of 502

N1-99549
SMG12/S2
LS + CR 'Definition of escape PLMN code'
03.03
A021

approved


N1-99573
Ericsson
PLMN Selection for GPRS mobiles
03.22
A032
r2
approved
rev of 564

N1-99572
drafting group
Circuit Switched and Packet Switched priority handling
03.60
A120
r2
approved
rev of 491

N1-99592
UWCC
Tunnelling of non-GSM Messages
03.60
A116
r2
approved
revised 532

N1-99596
TIM/CSELT
 MSISDN in GGSN
03.60
A130

approved


N1-99598
03.60 rapporteur and Nortel
Mean throughput classes
03.60
A132

approved


N1-99553
Ericsson
Improved SM messages error handling for non-semantically mandatory IE errors
04,08
A681
r1
approved
revised 431

N1-99556
Ericsson
GMM-MM co-ordination in the case of combined GMM specific procedures
04,08
A585
r5
approved
revised 486

N1-99554
Siemens
Inconsistency in definition of comprehension required Ies
04.07
A025

approved


N1-99559
Siemens
Usage of GMM update status U2
04.08
A639
r2
approved
revised 468

N1-99570
Nokia, Ericsson
Transfer of the LSA Information to the MS
04.08
A419
r5
approved
rev of 563

N1-99588
Ericsson, Nokia
MS Radio Access Capability IE
04.08
A582
r5
approved
CR for R97 based on 584

N1-99604
Ericsson
Transfer of the LSA Information to the MS
04.08
A687

approved


N1-99609
Ericsson, Nokia
MS Radio Access Capability IE
04.08
A584
r3
approved
revised 589

N1-99610
Ericsson
Inclusion of SoLSA capability indication in Classmark Ies
04.08
A546
r2
approved


N1-99557
Rapporteur
Discarding too long U and UI frames
04.64
A068
r1
approved
revised 545

N1-99593
UWCC
Tunnelling of non-GSM Messages
04.64
A070
r2
approved
revised 552

N1-99558
Alcatel
TMSI requested by the MSC trough the Gs interface
09.18
A026
r1
approved
revised 484

N1-99594
UWCC
Gs interface changes to support tunnelling of non-GSM Messages
09.18
A028
r1
Approved
revised 504

N1-99522
T1P1.5
Application of the Base Station System Application Part (BSSAP) on the E-interface for LCS
09.08
A131

Approved


N1-99574
Alcatel
TMSI requested by the MSC trough the Gs interface
04.08
A685
r1
Approved
revised 489

N1-99606
Ericsson
Change of network operation mode
04.08
A673
r4
Approved
revised 560

A4. List of Outgoing LSs

STC_DOC
Source
subject
WP status
destination

N1-99474
N1 GPRS ad-hoc
LS to SMG2 on Maximum Frame Relay payload length
agreed
N1-99428

N1-99580
N1
LS on the requirements for Multicall
approved
S1, Multicall ad hoc Gr, TSG CN, TSG-T2 and TSG-CN-SS ad hoc

N1-99585
N1
LS to T1P1.5 on PCS1900 Harmonisation
approved
T1P1.5

N1-99591
N1
LS on terminal capabilities
approved
T2

N1-99603
N1
LS to RAN WG 3 and RAN WG 2 on Release ’99, MSC issues with GSM 04.08
approved
R3, R2

N1-99607
N1
LS on class B mobiles
approved
S1, S2, SMG1, 12, 2A

N1-99608
N1
LS on cipher mode command
approved
S3, R2, R3

N1-99613
N1
LS on Tandem Free and DTMF
approved
S4 (cc S2, T1)

N1-99614
N1
LS on Identification of Multicall Bearers
approved
R2, R3 (Cc Joint TSG N1/S2/S1 - Multicall ad hoc)

N1-99611
N1
LS on change of MS Radio Access Capability IE
approved and sent
SMG2A

N1-99616
drafting group
Draft LS to on Turbo-Charger
approved by June 9th
R3/2A

N1-99605
N1
Answer to LS to on SoLSA exclusive access
approved
2A (Cc SMG12)

A5. List of Working Assumptions

This annex summarises the WAs agreed at this N1 meeting:

1. The BC should be similar in release 99 for GSM and UMTS. The structure of the current GSM BC has to be reused as much as possible for UMTS; some new IEs can be added for GSM/UMTS or not considered if useless for UMTS. (Derived from N1-99508)

2. TSG N1 has agreed on a working assumption to introduce a new parameter (called Stream Identifier, SI [previously called Bearer Identity, BI]) in the upper layer protocols (CC, SM).  This stream identity parameter needs to be linked to the associated transmission bearer that is identified by the RAB-id in the core network edge nodes (MSC, SGSN) and the RNC and also to the radio resource connection (RRC) to the UE.    The correct association is required both at the time of initial traffic channel assignment and after the handover of the RRC connection.  A mapping between the SI and the RAB-id parameters is needed in the core network nodes (MSC, SGSN) and in the UE.  (Derived from N1-99526 and N1-99597).
3. On MS classmark for UMTS/GSM, the following was agreed (see N1-99601):

· Radio access network technology and core network technology should be clearly separated in principle so that MM protocol, which is for NC, should be radio independent.

· Mobile station capability related to RAN and CN need to be set in different parameters. Only CN related parameter should be present in MM message, and radio dependent information should not be included in MM messages.

· Two MS Classmark should be maintained both for UMTS and GSM. These are selectively used depending on the indication given by the CN.

· Not to define several MS classmark IE (e.g. for location updating, for CM service invoking, etc.) Same Mobile station classmark IE should be applied both for Location updating and CM service invocation considering the reuse of same RR connection

A6. Agreed Work Item

Extract of N1-99615: proposed WI on L3 segmentation

Justification

According to the discussion during last year it was agreed (by SMG3 WPB, SMG3 WPA and SMG1) that a general mechanism for message handling should be defined, i.e. a mechanism that would enable any Layer 3 message to be segmented when it is sent over the radio interface.

UUS (Phase 2+) was approved as part of ETSI Release 98 even though one requirement of UUS Stage 1 was not fulfilled; i.e. the length of User-user information element is required as 131 octets.  At present, in SETUP message the length of User-user information element is limited to 35 octets.  All other Call Control messages support the length of 131 octets of User-user information element.

