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4.7.5.3
Selective routing area update procedure

The selective routing area updating procedure is used at UMTS to GSM and GSM to UMTS intersystem change at cell change within the same RA, if the MS is in PMM-IDLE mode in UMTS or if the READY timer is not running in the MS in GSM.

4.7.5.3.1
Uplink signalling / data transmission

If the READY timer is not running in the MS in GSM or the MS is in PMM-IDLE mode in UMTS, then the MS shall not perform a RA update procedure (as long as the MS stays within the same RA) until up-link user data or signalling information is to be sent from the MS.  

-
If the MS is in the same access network, GSM or UMTS, as when it last sent user data or signalling messages, the procedures defined for that access system shall be followed. This shall be sending of an LLC PDU in a GSM cell or initiating the SERVICE REQUEST procedure in a UMTS cell.

-
If the MS is in a different access network, GSM or UMTS, as when it last sent user data or signalling messages, the RA update procedure shall be performed before the sending of user data or signalling messages.

-
If the periodic routing area update timer expires the MS shall initiate the periodic routing area update procedure.

4.7.5.3.2
Downlink signalling / data transmission

If the 2G/3G-SGSN receives user data for an MS with the READY timer not running in GSM or an MS in PMM-IDLE mode in UMTS, the SGSN shall page the RA where the MS is located. This may include both GSM and UMTS cells. 

-
If the MS receives this page in the same access network, GSM or UMTS, as when it last sent user data or signalling messages, the procedures defined for that access system shall be followed. This shall be sending of an LLC PDU in a GSM cell or initiating the SERVICE REQUEST procedure indicating service type “paging response” in a UMTS cell.

-
If the MS receives this page in a different access network, GSM or UMTS, as when it last sent user data or signalling message, the RA update procedure shall be performed.

