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change:

As the 'Tear down indicator' IE is a type 1 information element, the value of the IEI in the Deactivate PDP context request my only be in the range 0-16 and is proposed to be corrected to the value 9.
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Other 
comments:


9.5.14
Deactivate PDP context request

This message is sent to request deactivation of an active PDP context. See table 9.5.8/TS 24.008.

Message type:
deactivate PDP context request

Significance:

global

Direction:


both

Table 9.5.14/TS 24.008: deactivate PDP context request message content

IEI
Information Element
Type/Reference
Presence
Format
Length


Protocol discriminator
Protocol discriminator

10.2
M
V
1/2


Transaction identifier
 Transaction identifier

10.3.2
M
V
1/2– 3/2


Deactivate PDP context request message identity
Message type

10.4
M
V
1


SM cause
SM cause 

10.5.6.6
M
V
1

9-
Tear down indicator
Tear down indicator

10.5.6.10
O
TV
1

9.5.14.1
Tear down indicator

This IE is included in the message in order to indicate whether only the PDP context associated with this specific TI or all active PDP contexts sharing the same PDP address as the PDP context associated with this specific TI shall be deactivated.
10.5.6.10
Tear down indicator

The purpose of the tear down indicator information element is to indicate whether only the PDP context associated with this specific TI or all active PDP contexts sharing the same PDP address as the PDP context associated with this specific TI shall be deactivated.

The tear down indicator is a type 1 information element.

The tear down indicator information element is coded as shown in figure 10.5.142/TS 24.008 and table 10.5.160/TS 24.008.


8
7
6
5
4
3
2
1



Tear down indicator
IEI
0
0
0
spare
TDI
flag
octet 1

Figure 10.5.142/TS 24.008: Tear down indicator information element

Table 10.5.160/GSM 04.08: Tear down indicator information element

Tear down indicator(TDI) flag (octet 1)

Bit                                 

1                                   

0  tear down not requested

1  tear down requested



