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Introduction

During internal reviewing of the current version of TS 24.229, we observed that while there is a discussion of SIP methods and SIP header fields, there is no identification of which header fields are supported by each method. In particular, there is no Header Field Summary table in TS 24.229. We believe these tables have value in specifications as they provide a focal point for the identification of mandatory and optional message elements. We also understand that there are other proposals for the format and structure for capturing the 3GPP profile of the SIP protocol. We therefore propose to include a table in the annex of TS 24.229, summarising header usage for SIP methods used in the 3GPP implementation. This data contained in the annex would be moved into the main body of the document once the format for the structure of such data is agreed, according to the agreed structure.

Discussion

It is proposed that a table be added to the annex of TS 24.229 containing the following information:

1. It contains references to the methods and headers specified in RFC 2543bis [1], which are supported in the 3GPP implementation. 

2. It contains any new methods defined by 3GPP. New methods approved by 3GPP are added to the  “Method” column of the table. The header fields associated with this method are added to the  “Header Usage Reference” column of the table.

3. It contains any new header fields defined by 3GPP. New header fields approved by 3GPP for these methods are added to the “Header Usage Reference” column of the table.

Proposal

It is proposed that the following text and table be added to TS 24.229 annex 

The header fields supported by each SIP method are specified in Table X. This table identifies the SIP methods supported in the 3GPP IM implementation and contains references to the specification of the headers supported by the method. This table contains the following information:

1. It contains references to the methods and headers specified in RFC 2543bis [1], which are supported in the 3GPP implementation. 

2. It contains any new methods defined by 3GPP.

3. It contains any new header fields defined by 3GPP.

NOTE: The purpose of table X is to capture for the time being the header usage for each SIP method and the eventual format for this profile in the main body will be according to the future agreed structure of this document.

Table X: Header Usage for SIP Methods

	Method
	Header Usage Reference
	Support and Notes

	INVITE
	RFC2543bis [1] clause 6
	

	ACK
	RFC2543bis [1] clause 6
	

	OPTIONS
	RFC2543bis [1] clause 6
	

	BYE
	RFC2543bis [1] clause 6
	

	CANCEL
	RFC2543bis [1] clause 6
	

	REGISTER
	RFC2543bis [1] clause 6
	

	INFO
	RFC2976 [2] clause 2.2
	

	PRACK
	Draft-ietf-sip-100rel-02 [3]
	

	REFER
	Draft-ietf-sip-cc-transfer-01 [5] clause 3.3
	

	COMET
	Draft-manyfolks-sip-resource-01 [8] clause 5.1
	


