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9.3.23.1.18
Cause of No CLI

This IE may be included by the network only when    
Presentation Indicator is set to Presentation Restricted.
When both Calling Party BCD number IE and Cause of No CLI IE are included in SETUP message then the Cause of No CLI IE provideds additional information on why the number digits are not present. 

10.5.4.30
Cause of No CLI
Cause of No CLI information element provides the mobile station the detailed reason why Calling party BCD number is not notified only when Calling party BCD number digit is not included in SETUP message, or when Calling party BCD number digit is included in SETUP message due to an override category  provided to the called subscriber.
The Cause of No CLI information element is coded as shown in figure 10.5.118a/3GPP TS 24.008 and table 10.5.135a/3GPP TS 24.008

The Cause of No CLI is a type 4 information element with the length of 3 octets.
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Cause of No CLI IEI
octet 1

Length of Cause of No CLI contents
octet 2

Cause of No CLI
octet 3

Figure 10.5.118a/3GPP TS 24.008 Cause of No CLI information element

Table 10.5.135a/3GPP TS 24.008: Cause of No CLI information element

Cause of No CLI (octet 3)

Bits



8
7
6
5
4
3
2
1



0
0
0
0
0
0
0
0

Unavailable

0
0
0
0
0
0
0
1

Reject by user

0
0
0
0
0
0
1
0

Interaction with other service

0
0
0
0
0
0
1
1

Coin line/payphone

Other values shall be interpreted as “Unavailable”.
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