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Reason for change:
(

Confusion could exist with regard to secondary PDP contexts requiring Traffic Flow Templates. It is acceptable for all active PDP contexts to have an associated, individual TFT or for all but one PDP context to have an associated TFT. 

3G TS 23.060 states, 'Each PDP context may be associated with a TFT. At most one PDP context associated with the same PDP address may exist at any time with no TFT assigned to it'.

Therefore, whether a secondary PDP context requests a TFT, at activation, is dependent upon whether a PDP context without a TFT already exists for the particular PDP address.




Summary of change:
(

Amend the text in 23.060 Traffic Flow Template to indicate when a secondary PDP context is required to be associated with a TFT.
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not approved:
MS may request a TFT during secondary PDP context activation procedure when not explicitly required.
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A CR to 24.008 has been accepted at CN1.
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Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.
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With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
15.3
Traffic Flow Template

A TFT consists of from one and up to eight packet filters, each identified by a unique packet filter identifier. A packet filter also has an evaluation precedence index that is unique within all TFTs associated with the PDP contexts that share the same PDP address. This evaluation precedence index is in the range of 255 (lowest evaluation precedence) down to 0 (highest evaluation precedence). The MS manages packet filter identifiers and their evaluation precedence indexes, and creates the packet filter contents.

A TFT shall be associated with a PDP context during the Secondary PDP Context Activation procedure, if a PDP context without a TFT is presently active, for the particular PDP address.

A TFT may be added to a PDP context that was created with the PDP Context Activation Procedure by means of the MS-Initiated PDP Context Modification procedure. By means of the MS-Initiated PDP Context Modification procedure any TFT can be modified. A PDP context can never have more than one TFT associated with it.
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