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FIRST PROPOSED CHANGE:
4.2
URL and address assignments

In order for SIP and SDP to operate, the following preconditions apply:

1)
I-CSCFs used in registration are allocated FQDNs. Other IM CN subsystem entities may be allocated FQDNs. How these addresses are assigned to the logical entities is up to the network operator. For example, a single FQDN may be assigned to all I-CSCFs, and the load shared between various physical boxes by underlying IP capabilities, or a separate FQDN may be assigned to each I-CSCF, and the load shared between various physical boxes using DNS SRV capabilities.

Editor's note: The requirements for DNS-SRV entries or alternatives require further discussion.

2)
All IM CN subsystem entities are allocated IP addresses. Allocation of IPv6 and IPv4 addresses fulfils the requirements of of 3GPP TS 23.221 [6] subclause 5.1.

3)
The subscriber is allocated a private user identity by the home network operator, and this is contained within the ISIM. This private user identity is available to the SIP application within the UE. In the case that UICC does not contain ISIM application, it shall be possible for the UE to derive this identity from the IMSI.
NOTE:
The FQDNs may be resolved by using any of public DNSs, private DNSs, or peer-to-peer agreements.

4)
The subscriber is allocated one or more public user identities by the home network operator. At least one of these is contained within theISIM. All public user identities are available to the SIP application within the UE. In the case that UICC does not contain ISIM application, it shall be possible for the UE to derive temporary  public user identity from the IMSI and use it to obtain implicitly registered public user identity(s) from the network.
5)
The UE is dynamically assigned an IP version 6 address.

SECOND PROPOSED CHANGE:
5
Application usage of SIP

5.1
Procedures at the UE

5.1.1
Registration and authentication

5.1.1.1
General

The UE shall register public user identities (see table A.3/1 and dependencies on that major capability).

In case a UE registers several public user identities at different points in time, the procedures to re-register, deregister and subscribe to the registration-state event package for these public user identities can remain uncoordinated in time.
In case a UE is accessing IMS with UICC which does not have ISIM application, the procedures described in subclause 5.1.1.8 shall apply.
5.1.1.2
Initial registration

The UE can register a public user identity at any time that a valid PDP context exists.

A REGISTER request may be integrity protected using IK, see 3GPP TS 33.203 [14], received in an earlier registration. 

The public user identity to be registered can be extracted either from the USIM or may be input from the end user. On sending a REGISTER request, the UE shall populate the header fields as follows:

a)
the user ID field of the authentication protocol, carried in the Authorization header, shall contain the private user identity. This shall be extracted from the USIM;

b)
the From header shall contain the public user identity to be registered;

c)
the To header shall contain the public user identity to be registered;

d)
the Expires header, or the expires parameter within the Contact header, shall contain 600 000 seconds as the value desired for the duration of the registration.

NOTE:
The registrar (S-CSCF) might decrease the duration of the registration in accordance with network policy. Registration attempts with a registration period of less than a predefined minimum value defined in the registrar will be rejected with a 423 response.

The use of the Path header shall not be supported by the UE.

On receiving the 200 OK response to the REGISTER request, the UE shall store the expiration time of the registration.

When a 401 Unauthorized response to a REGISTER is received the UE shall behave as described in subclause 5.1.1.5.1.

On receiving a 423 Registration too brief response to the REGISTER request, the UE shall:

-
send another REGISTER request populating the Expires header or the expires parameter with an expiration timer of at least the value received in the Min-Expires header of the 423 response.

5.1.1.3
Initial subscription to the registration-state event package

Upon receipt of a 2xx response to the initial registration, the UE shall subscribe to the users registration-state event package for the public user identity registered as described in subclause 5.1.1.2 at the users registrar (S-CSCF). Therefore the UE shall generate a SUBSCRIBE request with the following elements:

-
a Request URI set to the resource to which the UE wants to be subscribed to, i.e. to a SIP URL that contains the public user identity that was previously registered;

-
a From header set to a SIP URL that contains the public user identity that was previously registered;

-
a To header, set to a SIP URL that contains the public user identity that was previously registered;

-
an Event header set to the "registration-state" event package;

-
an Expires header set to a value higher than the Expires header of the before sent REGISTER request.

Afterwards it shall send out the so generated SUBSCRIBE request.

Upon receipt of a 2xx response to the SUBSCRIBE message, the UE shall store the information for the established dialog and the expiration time as indicated in the Expires header of the received response.
The UE shall automatically resubscribe to the registration-state event package for a previously registered public user identity if the expiration time, as indicated in the Expires header of the 2xx response to the SUBSCRIBE message, has run out and the public user identity is still registered.

5.1.1.4
User-initiated re-registration

The UE can reregister a previously registered public user identity at any time.

The UE shall reregister the public user identity 600 seconds before the expiration time of a previous registration, unless either the user or the application within the UE has determined that a continued registration is not required. If the registration period indicated from the S-CSCF is less than 600 seconds, the UE shall reregister when half of the registration period has expired.

The REGISTER request may be integrity protected using IK, see 3GPP TS 33.203 [14], received in an earlier registration.

On sending a REGISTER request, the UE shall populate the header fields as follows:

a)
the user ID field of the authentication protocol, carried in the Authorization header, shall contain the private user identity. This shall be extracted from the USIM;

b)
the From header shall contain the public user identity to be registered;

c)
the To header shall contain the public user identity to be registered;

d)
the Expires header, or the expires parameter within the Contact header, should contain the same expiration timer as the expiration timer returned in the 200 OK response to the initial.

NOTE:
The registrar (S-CSCF) might decrease the duration of the registration in accordance with network policy. Registration attempts with a registration period of less than a predefined minimum value defined in the registrar will be rejected with a 423 response.

On receiving the 200 OK response to the REGISTER request, the UE shall store the new expiration time of the registration for this public user identity.

The use of the Path header shall not be supported by the UE.

When a 401 Unauthorized response to a REGISTER is received the UE shall behave as described in subclause 5.1.1.5.1.

On receiving a 423 Registration Too Brief response to the REGISTER request, the UE shall:

-
send another REGISTER request populating the Expires header or the expires parameter with an expiration timer of at least the value received in the Min-Expires header of the 423 response.

5.1.1.5
Authentication

5.1.1.5.1
General

Authentication is achieved via the registration and re-registration procedures. When the network requires authentication or re-authentication of the UE, the UE will receive a 401 Unauthorized response to the REGISTER request.

On receiving a 401 Unauthorized response to the REGISTER request, the UE shall:

-
check the validity of a received authentication challenge, as described in 3GPP TS 33.102 [13] i.e. the locally calculated MAC must match the MAC parameter derived from the AUTN part of the challenge; and the SQN parameter derived from the AUTN part of the challenge must be within the correct range.

In the case that the 401 Unauthorized response is deemed to be valid the UE shall:

-
extract the RAND and AUTN parameters, and use the derived keys (CK and IK) to protect future messages, see 3GPP TS 33.203 [14]; and

-
send another REGISTER request using the derived IK to integrity protect the message. The header fields are populated as defined for the initial request, with the addition that the UE shall include an Authorization header containing the private user identity and the authentication challenge response (RES parameter).

In the case that the 401 Unauthorized response is deemed to be invalid then the UE shall behave as defined in subclause 5.1.1.5.3.

5.1.1.5.2
Network-initiated re-authentication

Upon receipt of a NOTIFY message on the dialog which was generated during subscription to the registration-state event package, which contains the registration state value "re-authenticate" for a public user identity, the UE shall start the re-authentication procedures by initiating a reregistration as described in subclause 5.1.1.4.

5.1.1.5.3
Abnormal cases

If, in a 401 Unauthorized response, either the MAC or SQN is incorrect the UE shall respond with a further REGISTER indicating to the S-CSCF that the challenge has been deemed invalid as follows:

-
in the case where the UE deems the MAC parameter to be invalid the subsequent REGISTER shall contain no response parameter (e.g. no RES or AUTS);

-
in the case where the UE deems the SQN to be out of range, the subsequent REGISTER shall contain the AUTS parameter (see 3GPP TS 33.102 [13]).

A UE shall only respond to two consecutive invalid challenges. The UE may attempt to register with the network again after an implementation specific time.

5.1.1.6
Mobile-initiated deregistration

The UE can deregister a previously registered public user identity at any time.

On sending a REGISTER request, the UE shall populate the header fields as follows:

a)
the user ID field of the authentication protocol, carried in the Authorization header, shall contain the private user identity. This shall be extracted from the USIM;

b)
the From header shall contain the public user identity to be deregistered;

c)
the To header shall contain the public user identity to be deregistered;

d)
the Expires header, or the expires parameter of the Contact header, shall contain a value of zero, appropriate to the deregistration requirements of the user.

On receiving the 200 OK response to the REGISTER request, the UE shall remove all registration details relating to this public user identity.

5.1.1.7
Network-initiated deregistration

Upon receipt of a NOTIFY message on the dialog which was generated during subscription to the registration-state event package as described in subclause 5.1.2.1, which contains the registration state value "closed", i.e. deregistered, for one or more public user identities that were previously stored as registered, the UE shall remove all registration details relating to these public user identities.

Editor's Note: The actions to be taken by the UE if all public user identities of one user have been deregistered are for further study, e.g. releasing signalling PDP context, information to the user, etc.

5.1.1.8 
IMS access without ISIM application
If the UE registers to the IMS by using UICC without ISIM application, the UE shall derive IMS identities from the IMSI as described in TS 23.003 [3]. These derived IMS identities are home network domain name, public user identity and private user identity and they shall be used  as a replacement for identities usually obtained from the ISIM application.  
The derived public user identity is temporary and used only in registration procedures as defined in subclauses 5.1.1.2, 5.1.1.4 and in initial subscription to the registration state event package as defined in subclause 5.1.1.3. The UE shall not use temporary public user identity for session initiation. The UE shall use this temporary identity only to obtain implicitly registered public user identity(s) from the network

The UE shall not display derived IMS identities to the user.
The UE shall not statically store derived IMS identities. 
5.1.2
Subscription and notification

5.1.2.1
Notification about multiple registered public user identities

Upon receipt of a 2xx response to the SUBSCRIBE request the UE shall maintain the generated dialog (identified by the values of the Call-ID, To and From headers).

Upon receipt of a NOTIFY message on the dialog which was generated during subscription to the registration-state event package the UE shall perform the following actions:

-
if a registration state value "open", i.e. registered is received for one or more public user identities, the UE shall store the indicated public user identities as registered;

-
if a registration state value "closed", i.e. deregistered is received for one or more public user identities, the UE shall store the indicated public user identities as deregistered.

NOTE:
There may be public user identities which are automatically registered within the registrar (S-CSCF) of the user upon registration of one public user identity. Usually these automatically or implicitly registered public user identities belong to the same service profile of the user and they might not be available within the UE, i.e. the UE does not know that they have been registered. The here-described procedures provide a mechanism to inform the UE about these automatically registered public user identities.
-
if the UE has derived IMS identities and used them for initial registration and subscription to the registration state event package, it shall store implicitly registered public user identity(s) from the NOTIFY message. This public user identity(s) shall be used instead of temporary public user identity in all subsequent messages sent from the UE.
5.1.2.2
General SUBSCRIBE requirements

If the UA receives a 503 Service Unavailable response to an initial SUBSCRIBE request containing a Retry-After header, then the UE shall not automatically reattempt the request until after the period indicated by the Retry-After header contents.

Editor's Note: 5.1.2.3 is reserved for subscription and notification to future events
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