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	Reason for change:
(

	The specification mandates the P-CSCF or S-CSCF to send a CANCEL request to release a session that is currently being established. Therefore, the spec. makes a difference between the case when the session is not yet established (send CANCEL) and when the session is already established (send BYE). The CANCEL request will not have any effect in case the UAS has already answered the INVITE request with a final response (e.g., if the CANCEL crosses in the wire with the final response). The desired behaviour can be achieved with a BYE request. It seems that the distinction between the session not yet established and already established is not needed.
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	Mandated that the P-CSCF sends a BYE request instead of a CANCEL request to release a session, even when the session is still under establishment phase.
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not approved:
	The intended functionality based on the CANCEL request may not achieve its goals.
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5.2.8.1.1
Cancellation of a session currently being established

Upon receipt of an indication that radio coverage is no longer available for a served user, for whom one ore more ongoing multimedia session are currently being established, the P-CSCF shall cancel the related dialogs established by or towards that UE. The mechanism to cancel the dialogs depends on the state of the session establishment:
If the P-CSCF has already received at least one response (provisional or final) containing a tag in the To header field, then the P-CSCF shall send a BYE request. Otherwise, if the P-CSCF has not received a response containing a tag in the To header field, then the P-CSCF shall wait until a response is received (provisional or final) containing a tag in the To header field, and then, the P-CSCF shall send a BYE request.

5.4.5.1.1
Cancellation of a session currently being established

Upon receipt of an network internal indication to release a session which is currently being established, the S-CSCF shall cancel the related dialogs  established by or towards that UE. The mechanism to cancel the dialogs depends on the state of the session establishment:
If the S-CSCF has already received at least one response (provisional or final) containing a tag in the To header field, then the S-CSCF shall send a BYE request in each direction of the path. Otherwise, if the S-CSCF has not received a response containing a tag in the To header field, then the S-CSCF shall wait until a response is received (provisional or final) containing a tag in the To header field, and then, the S-CSCF shall send a BYE request in each direction of the path.
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