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***************    Proposed change    ***************

5
Application usage of SIP

5.1
Procedures at the UE

5.1.1
Registration and authentication

5.1.1.1
General

The UE shall register public user identities (see table A.4/1 and dependencies on that major capability).

In case a UE registers several public user identities at different points in time, the procedures to re-register, deregister and subscribe to the registration-state event package for these public user identities can remain uncoordinated in time.

5.1.1.1A
Parameters contained in the UICC

In case the UE is loaded with a UICC that contains the ISIM application, it will be preconfigured with all the necessary parameters to initiate the registration to the IM CN subsystem. These parameters include:

-
the private user identity;

-
one ore more public user identities; and

-
the home network domain name used to address the SIP REGISTER request

In case the UE is loaded with a UICC that does not contain the ISIM application, the UE shall:

-
 generate a private user identity;

-
generate a temporary public user identity; and

-
generate a home network domain name to address the SIP REGISTER request to.

All these three parameters are derived from the IMSI parameter in the USIM, according to the procedures described in 3GPP TS 23.003 [3]. If the UICC does not contain the ISIM application, the UE shall derive new values every time the UICC is changed, and shall discard existing values if the UICC is removed.

The temporary public user identity is only used in REGISTER requests. After a successful registration, the UE will get the associated public user identities, and the UE may use any of them in subsequent non-REGISTER messages.

The UE shall not reveal to the user the temporary public user identity if the temporary public user identity is barred. The temporary public user identity is not barred if received by the UE in the P-Associated-URI header.

5.1.1.2
Initial registration

The UE can register a public user identity at any time that a valid PDP context exists. However, the UE shall only initiate a new registration procedure when it has received a final response from the registrar for the ongoing registration, or the previous REGISTER request has timed out.
A REGISTER request may be integrity protected using IK, see 3GPP TS 33.203 [19], derived as a result of an earlier registration. 

The UE shall extract or derive from the UICC a public user identity, the private user identity, and the domain name to be used in the Request-URI in the registration, according to the procedures described in subclause 5.1.1.1A.A public user identity may be input by the end user.

On sending a REGISTER request, the UE shall populate the header fields as follows:

a)
the Authorization header, with the username field, set to the value of the private user identity;

b)
the From header set to the SIP URI that contains the public user identity to be registered;

c)
the To header set to the SIP URI that contains the public user identity to be registered;

d)
the Contact header set to include SIP URI(s) containing the IP address of the UE in the hostport parameter or FQDN. If the protected port value that is bound to the security association is known by the UE, that shall be also included in the hostport parameter;

NOTE 1:
If the UE specifies its FQDN in the host parameter in the Contact header, then it has to ensure that the given FQDN will resolve (e.g., by reverse DNS lookup) to the IP address that is bound to the security association.

e)
the Expires header, or the expires parameter within the Contact header, set to the value of 600 000 seconds as the value desired for the duration of the registration;

NOTE 2:
The registrar (S-CSCF) might decrease the duration of the registration in accordance with network policy. Registration attempts with a registration period of less than a predefined minimum value defined in the registrar will be rejected with a 423 (Interval Too Brief) response.

f)
a Request-URI set to the SIP URI of the domain name of the home network;

g)
the Security-Client header field set to specify the security mechanism the UE supports, the IPSec layer algorithms the UE supports and the parameters needed for the security association setup. For further details see 3GPP TS 33.203 [19] and RFC 3329 [48];

h)
the Supported header containing the option tag "path"; and

i)
if a security association exists, a P-Access-Network-Info header that contains information concerning the access network technology and, if applicable, the cell ID (see subclause 7.2A.4).


On receiving the 200 (OK) response to the REGISTER request, the UE shall store the expiration time of the registration for the public user identities found in the To header value. The UE shall also store the list of URIs contained in the P-Associated-URI header value. This list contains the URIs that are associated to the registered public user identity. The list contains also the identity under registration, unless this identity is barred. In order to build a proper preloaded Route header value for new dialogs, the UE shall also store the list of Service Route headers contained in the Service-Route header.

When a 401 (Unauthorized) response to a REGISTER is received the UE shall behave as described in subclause 5.1.1.5.1.

On receiving a 423 (Interval Too Brief) too brief response to the REGISTER request, the UE shall:

-
send another REGISTER request populating the Expires header or the expires parameter with an expiration timer of at least the value received in the Min-Expires header of the 423 (Interval Too Brief) response.

5.1.1.3
Initial subscription to the registration-state event package

Upon receipt of a 2xx response to the initial registration, the UE shall subscribe to the reg event package for the public user identity registered at the users registrar (S-CSCF) as described in draft-ietf-sipping-reg-event-00 [43].

On sending a SUBSCRIBE request, the UE shall populate the header fields as follows:

a)
a Request URI set to the resource to which the UE wants to be subscribed to, i.e. to a SIP URI that contains the public user identity;

b)
a From header set to a SIP URI that contains the public user identity;

c)
a To header set to a SIP URI that contains the public user identity;

d)
an Event header set to the "reg" event package;

e)
an Expires header, or an expires parameter within the Contact header, set to 600 000 seconds as the value desired for the duration of the subscription; and

f)
a P-Access-Network-Info header that contains information concerning the access network technology and, if applicable, the cell ID (see subclause 7.2A.4).

Upon receipt of a 2xx response to the SUBSCRIBE request, the UE shall store the information for the established dialog and the expiration time as indicated in the Expires header of the received response.

The UE shall automatically refresh the subscription by the reg event package 600 seconds before the expiration time for a previously registered public user identity, unless continued subscription is not required. If the expiration time, as indicated in the Expires header of the 2xx response to the SUBSCRIBE request is less than 600 seconds, the UE shall refresh the subscription when half of the expiration time has elapsed and continued subscription of the public user identity is still required.

5.1.1.4
User-initiated re-registration

The UE can reregister a previously registered public user identity at any time.

The UE shall reregister the public user identity 600 seconds before the expiration time of a previous registration, unless either the user or the application within the UE has determined that a continued registration is not required. If the registration period indicated from the S-CSCF is less than 600 seconds, the UE shall reregister when half of the registration period has expired.

The UE shall integrity protect the REGISTER request using IK, see 3GPP TS 33.203 [19], derived as a result of an earlier registration, if IK is available.
The UE shall extract or derive from the UICC a public user identity, the private user identity, and the domain name to be used in the Request-URI in the registration, according to the procedures described in subclause 5.1.1.1A.
On sending a REGISTER request, the UE shall populate the header fields as follows:

a)
an Authorization header, with the username field set to the value of the private user identity;

b)
a From header set to the SIP URI that contains the public user identity to be registered;

c)
a To header set to the SIP URI that contains the public user identity to be registered;

d)
a Contact header set to include SIP URI(s) that contain(s) in the hostport parameter the IP address of the UE or FQDN and protected port value bound to the security association;

NOTE 1:
If the UE specifies its FQDN in the host parameter in the Contact header, then it has to ensure that the given FQDN will resolve (e.g., by reverse DNS lookup) to the IP address that is bound to the security association.

e)
an Expires header, or an expires parameter within the Contact header, set to 600 000 seconds as the value desired for the duration of the registration;

NOTE 2:
The registrar (S-CSCF) might decrease the duration of the registration in accordance with network policy. Registration attempts with a registration period of less than a predefined minimum value defined in the registrar will be rejected with a 423 (Interval Too Brief) response.

f)
a Request-URI set to the SIP URI of the domain name of the home network;

g)
a Security-Client header field, set to specify the security mechanism it supports, the IPSec layer algorithms it supports and the parameters needed for the security association setup. For further details see 3GPP TS 33.203 [19] and RFC 3329 [48];

NOTE 3:
The 401 (Unauthorized) challenge sent back by the S-CSCF to the UE as a response to the REGISTER request is piggybacked by the P-CSCF to insert the Security-Server header field in it. The S-CSCF authenticates the UE, while the P-CSCF negotiates and sets up the security association with the UE during the same registration procedure.

h)
the Supported header containing the option tag "path"; and

i)
the P-Access-Network-Info header that contains information concerning the access network technology and, if applicable, the cell ID (see subclause 7.2A.4).


On receiving the 200 (OK) response to the REGISTER request, the UE shall store the new expiration time of the registration for this public user identity found in the To header value. The UE shall also store the list of URIs contained in the P-Associated-URI header value. This list contains the URIs that are associated to the registered public user identity.

When a 401 (Unauthorized) response to a REGISTER is received the UE shall behave as described in subclause 5.1.1.5.1.

On receiving a 423 (Interval Too Brief) response to the REGISTER request, the UE shall:

-
send another REGISTER request populating the Expires header or the expires parameter with an expiration timer of at least the value received in the Min-Expires header of the 423 (Interval Too Brief) response.

5.1.1.5
Authentication

5.1.1.5.1
General

Authentication is achieved via the registration and re-registration procedures. When the network requires authentication or re-authentication of the UE, the UE will receive a 401 (Unauthorized) response to the REGISTER request.

On receiving a 401 (Unauthorized) response to the REGISTER request, the UE shall:

-
extract the RAND and AUTN parameters;

-
check the validity of a received authentication challenge, as described in 3GPP TS 33.203 [19] i.e. the locally calculated XMAC must match the MAC parameter derived from the AUTN part of the challenge; and the SQN parameter derived from the AUTN part of the challenge must be within the correct range; and

-
check the existence of the Security-Server header as described in RFC 3329 [48]. If the header is not present, the UE shall send a new REGISTER request.

In the case that the 401 (Unauthorized) response to the REGISTER request is deemed to be valid the UE shall:

-
calculate the RES parameter and derive the keys CK and IK from RAND as described in 3GPP TS 33.203 [19];

-
set up the security association based on the static list it received in the 401 (Unauthorized) and its capabilities sent in the Security-Client header in the REGISTER request. The UE shall set up the security association using the most preferred mechanism and algorithm returned by the P-CSCF and supported by the UE and using CK and IK as shared keys; and

-
send another REGISTER request using the derived IK to integrity protect the message. The header fields are populated as defined for the initial request, with the addition that the UE shall include an Authorization header containing the private user identity and the authentication challenge response (RES parameter), as described in RFC 3310 [49]. Instead of the Security-Client header the UE shall insert the Security-Verify header into the request, by mirroring in it the content of the Security-Server header received in the 401 (Unauthorized) response. The Call-ID of the integrity protected REGISTER request which carries RES must be the same as the Call-ID of the 401 (Unauthorized) response which carried the challenge.

On receiving the 200 (OK) for the integrity protected REGISTER request, the UE shall start using the security association the 200 (OK) was protected with. 

Whenever the 200 (OK) response is not received after a time-out, the UE shall consider the registration to have failed. The UE shall delete the new security associations it was trying to establish, and use the old security association. The UE should send an unprotected REGISTER message if the UE considers the security association to be no longer active at the P-CSCF.
In the case that the 401 (Unauthorized) response is deemed to be invalid, e.g. is not integrity protected, then the UE shall behave as defined in subclause 5.1.1.5.3.

5.1.1.5.2
Network-initiated re-authentication

Upon receipt of a NOTIFY request on the dialog which was generated during subscription to the reg event package as described in subclause 5.1.1.3, including one or more <registration> element(s) with the state attribute set to "active" and the event attribute set to "shortened" for a public user identity, the UE shall use the expiry attribute within the <contact> element to adjust the expiration time for that public user identity and start the re-authentication procedures at the appropriate time (see subclause 5.1.1.4) by initiating a reregistration as described in subclause 5.1.1.4.

5.1.1.5.3
Abnormal cases

If, in a 401 (Unauthorized) response, either the MAC or SQN is incorrect the UE shall respond with a further REGISTER indicating to the S-CSCF that the challenge has been deemed invalid as follows:

-
in the case where the UE deems the MAC parameter to be invalid the subsequent REGISTER request shall contain no response parameter (e.g. no RES or AUTS);

-
in the case where the UE deems the SQN to be out of range, the subsequent REGISTER request shall contain the AUTS parameter (see 3GPP TS 33.102 [18]).

A UE shall only respond to two consecutive invalid challenges. The UE may attempt to register with the network again after an implementation specific time. The REGISTER request shall be protected with the existing keys (CK and IK) if available, see 3GPP TS 33.203 [19].

5.1.1.6
Mobile-initiated deregistration

The UE can deregister a previously registered public user identity at any time.

The UE shall integrity protect the REGISTER request using IK, see 3GPP TS 33.203 [19], derived as a result of an earlier registration, if IK is available.
The UE shall extract or derive from the UICC a public user identity, the private user identity, and the domain name to be used in the Request-URI in the registration, according to the procedures described in subclause 5.1.1.1A.
On sending a REGISTER request, the UE shall populate the header fields as follows:

a)
the Authorization header, with the username field, set to the value of the private user identity;

b)
the From header set to the SIP URI that contains the public user identity to be deregistered;

c)
the To header set to the SIP URI that contains the public user identity to be deregistered;

d)
the Contact header set to either the value of "*" or SIP URI(s) that contain(s) in the hostport parameter the IP address of the UE or FQDN and protected port value bound to the security association;

e)
the Expires header, or the expires parameter of the Contact header, set to the value of zero, appropriate to the deregistration requirements of the user;

f)
a Request-URI set to the SIP URI of the domain name of the home network; and

g)
a P-Access-Network-Info header that contains information concerning the access network technology and, if applicable, the cell ID (see subclause 7.2A.4).


On receiving the 200 (OK) response to the REGISTER request, the UE shall remove all registration details relating to this public user identity.

The UE shall release all dialogs prior to deregistering the last registered public user identity.

If there are no more public user identities registered, the UE shall delete the security associations and related keys it may have towards the P-CSCF.

If all public user identities are deregistered and the security association is removed, then the UE shall consider subscription to the reg event package cancelled (i.e. as if the UE had sent a SUBSCRIBE request with an Expires header containing a value of zero).

NOTE:
When the UE has received the 200 (OK) for the REGISTER request of the last registered public user identity, the UE removes the security association established between the P-CSCF and the UE. Therefore further SIP signalling (e.g. the NOTIFY contaning the deregistration event) will not reach the UE.

5.1.1.7
Network-initiated deregistration

Upon receipt of a NOTIFY request on the dialog which was generated during subscription to the reg event package as described in subclause 5.1.1.3, including one or more <registration> element(s) with the state attribute set to "terminated" and the event attribute set to "rejected" or "deactivated", the UE shall remove all registration details relating to these public user identities. In case of a "deactivated" event attribute, the UE shall start the reregistration procedure as described in subclause 5.1.1.4.
Upon receipt of a NOTIFY request with all <registration> element(s) having their state attribute set to "terminated" (i.e. all public user identities are deregistered) and the Subscription-State header contains the value of "terminated", the UE shall remove the security associations towards the P-CSCF after the server transaction (as defined in RFC 3261 [26]) pertaining to the NOTIFY request terminates.

NOTE 1:
If the security association towards the P-CSCF is removed, then the UE considers the subscription to the registration event package terminated (i.e. as if the UE had sent a SUBSCRIBE request with an Expires header containing a value of zero, or a NOTIFY request was received with Subscription-State header containing the value of "terminated").

NOTE 2:
When the P-CSCF has removed the security association established between the P-CSCF and the UE, further SIP signalling (e.g. the NOTIFY contaning the deregistration event) will not reach the UE.

5.1.2
Subscription and notification

5.1.2.1
Notification about multiple registered public user identities

Upon receipt of a 2xx response to the SUBSCRIBE request the UE shall maintain the generated dialog (identified by the values of the Call-ID, To and From headers).

Upon receipt of a NOTIFY request on the dialog which was generated during subscription to the reg event package the UE shall perform the following actions:

-
if a state attribute "active", i.e. registered is received for one or more public user identities, the UE shall store the indicated public user identities as registered;

-
if a state attribute "terminated", i.e. deregistered is received for one or more public user identities, the UE shall store the indicated public user identities as deregistered.

NOTE:
There may be public user identities which are automatically registered within the registrar (S-CSCF) of the user upon registration of one public user identity. Usually these automatically or implicitly registered public user identities belong to the same service profile of the user and they might not be available within the UE. The implicitly registered public user identities may also belong to different service profiles. The here-described procedures provide a different mechanism (to the 200 (OK) response to the REGISTER request) to inform the UE about these automatically registered public user identities.

5.1.2.2
General SUBSCRIBE requirements

If the UA receives a 503 (Service Unavailable) response to an initial SUBSCRIBE request containing a Retry-After header, then the UE shall not automatically reattempt the request until after the period indicated by the Retry-After header contents.


***************    Added for information    ***************

5.2.2
Registration

When the P-CSCF receives a REGISTER request from the UE, the P-CSCF shall:

1)
insert a Path header in the request including an entry containing: 

-
the SIP URL identifying the P-CSCF;

-
an indication that requests routed in this direction of the path (i.e. from the S-CSCF to the P-CSCF) are expected to be treated as for the mobile-terminating case. This indication may e.g. be in a parameter in the URL, a character string in the user part of the URL, or be a port number in the URL;

2)
insert a Require header containing the option tag "path";

3)
for the initial REGISTER request for a public user identity create a new, globally unique value for icid, save it locally and insert it into the icid parameter of the P-Charging-Vector header;

4)
insert the parameter "integrity-protected" (described in subclause 7.2A.2) with a value "yes" into the Authorization header field in case the REGISTER request was received integrity protected, otherwise insert the parameter with the value "no";

5)
in case the REGISTER request was received without integrity protection, then check the existence of the Security-Client header. If the header is present, then remove and store it. The P-CSCF shall remove the ‘sec-agree’ item from the Require header, and the header itself if this is the only entry. If the header is not present, then the P-CSCF shall return a suitable 4xx response;

6)
in case the REGISTER request was received integrity protected, then the P-CSCF shall:

-
check the security association which protected the request. If that has a temporary lifetime, then the request shall contain a Security-Verify header. If there is no such header, then the P-CSCF shall return a suitable 4xx error code. If there is such header, then compare the content of the Security-Verify header with the local static list. If those do not match, then there is a potential man-in-the-middle attack. The request should be rejected by sending a suitable 4xx response. If the contents match, the P-CSCF shall remove the Security-Verify header, and the "sec-agree" item from the Require header, and the header itself if this is the only entry; 

-
if the security association the REGISTER request came is an established one, then a Security-Verify header is not expected to be included. If the Security-Verify header is present, then the P-CSCF shall remove that header together with the 'Require: sec-agree' header; and

-
check if the private user identity conveyed in the integrity-protected REGISTER request is the same as the private user identity which was previously challenged or authenticated. If the private user identities are different, the P-CSCF shall reject the REGISTER request by returning a 403 (Forbidden) response;
7)
insert a P-Visited-Network-ID header field, with the value of a pre-provisioned string that identifies the visited network at the home network; and

8)
determine the I-CSCF of the home network and forward the request to that I-CSCF.

When the P-CSCF receives a 401 (Unauthorized) response to a REGISTER request, the P-CSCF shall:

1)
 remove the CK and IK values contained in the 401 (Unauthorized) response and bind them to the proper private user identity and security association. The P-CSCF shall forward the 401 (Unauthorized) response to the UE if and only if the CK and IK have been removed;

2)
insert the Security-Server header in the response, containing the P-CSCF static security list. For further information see 3GPP TS 33.203 [19]; and

3)
set up the security association with a temporary lifetime between the UE and the P-CSCF for the user identified with the private user identity. For further details see 3GPP TS 33.203 [19] and RFC 3329 [48]. The P-CSCF shall set the SIP level lifetime of the security association to be long enough to permit the UE to finalize the registration procedure (bigger than 64*T1). The P-CSCF shall set the IPSec level lifetime of the security association to the maximum.
When the P-CSCF receives a 200 (OK) response to a REGISTER request, the P-CSCF shall check the value of the Expires header field and/or Expires parameter in the Contact header. When the value of the Expires header field and/or expires parameter in the Contact header is different than zero, then the P-CSCF shall:

1)
save the list of Service-Route headers preserving the order. The P-CSCF shall store this list during the entire registration period of the respective public user identity. The P-CSCF shall use this list to validate the routeing information in the requests originated by the UE. If this registration is a reregistration, the P-CSCF shall replace the already existing list of Service-Route headers with the new list;

2)
associate the Service-Route header list with the registered public user identity;

3)
store the public user identities found in the P-Associated-URI header value, as those that are authorized to be used by the UE;

4)
store the default public user identity for use with procedures for the P-Asserted-Identity. The default public user identity is the first on the list of URIs present in the P-Associated-URI header;

NOTE 1:
There may be more then one default public user identities stored in the P-CSCF, as the result of the multiple registrations of public user identities.

5)
store the values received in the P-Charging-Function-Addresses header;

6)
update the SIP level lifetime of the security association with the value found in the Expires header;

7)
protect the response within the same security association to that in which the associated requestwas protected;

8)
delete all earlier security associations and related keys it may have towards the UE, when a message protected within the newly set up security association is received; and

9)
delete the new security associations that it was trying to establish with the UE, in case the P-CSCF receives a message from the UE protected with the old security association.

NOTE 2:
The P-CSCF will maintain two Route header lists. The first Route header list - created during the registration procedure - is used only to validate the routeing information in the initial requests that originate from the UE. This list is valid during the entire registration of the respective public user identity. The second Route list - constructed from the Record Route headers in the initial INVITE and associated response - is used during the duration of the call. Once the call is terminated, the second Route list is discarded.

The P-CSCF shall delete any security association from the IPSec database when their SIP level lifetime expires. If there are still active dialogs associated with the user after the security associations were deleted, the P-CSCF shall discard all information pertaining to these dialogs without performing any further SIP transactions with the peer entities of the P-CSCF.

NOTE 3:
At the same time, the P-CSCF will also indicate via the Go interface that all resources associated with these dialogs should be released.

5.2.3 
Subscription to the user's registration-state event package

Upon receipt of a 200 (OK) response to the initial REGISTER request of an user, the P-CSCF shall subscribe to the reg event package at the users registrar (S-CSCF) as described in draft-ietf-sipping-reg-event-00 [43]. The P-CSCF shall:

1)
generate a SUBSCRIBE request with the following elements:

-
a Request-URI set to the resource to which the P-CSCF wants to be subscribed to, i.e. to a SIP URI that contains the public user identity;

-
a From header set to the P-CSCF's SIP URI;

-
a To header, set to a SIP URI that contains the public user identity that was previously registered;

-
an Event header set to the "reg" event package; and

-
an Expires header set to a value higher then the Expires header indicated in the 200 (OK) response to the REGISTER request; and

2)
determine the I-CSCF of the home network (e.g., by using DNS services);

before sending the SUBSCRIBE request to that I-CSCF, according to the procedures of RFC 3261 [26].
Upon receipt of a 2xx response to the SUBSCRIBE request, the P-CSCF shall store the information for the so established dialog and the expiration time as indicated in the Expires header of the received response.

The P-CSCF shall automatically refresh the subscription by the reg event package 600 seconds before the expiration time for a previously registered public user identity, unless continued subscription is not required. If the expiration time, as indicated in the Expires header of the 2xx response to the SUBSCRIBE request is less that 600 seconds, the P-CSCF shall refresh the subscription when half of the expiration time has elapsed and continued subscription of the public user identity is still required.

5.2.4 
Registration of multiple public user identities

Upon receipt of a 2xx response to the SUBSCRIBE request the P-CSCF shall maintain the generated dialog (identified by the values of the Call-ID, To and From headers).

Upon receipt of a NOTIFY request on the dialog which was generated during subscription to the reg event package, the P-CSCF shall perform the following actions:

-
if a state attribute "active", i.e. registered, is received for one or more public user identities, the P-CSCF shall bind the indicated public user identities as registered to the contact information of the user;

-
if a state attribute "terminated", i.e. deregistered, is received for one or more public user identities, the P-CSCF shall release all stored information for these public user identities.

NOTE:
There may be public user identities which are automatically registered within the registrar (S-CSCF) of the user upon registration of one public user identity. These automatically registered public user identities belong to the same service profile of the user and they are not available at the P-CSCF, i.e. P-CSCF does not know that they have been registered. The here-described procedures provide a mechanism to inform the P-CSCF about these automatically registered public user identities.

5.2.5
Deregistration

5.2.5.1
User-initiated deregistration

When the P-CSCF receives a 200 (OK) response to a REGISTER request (sent according to subclause 5.2.2), it shall check the value of the Expires header field and/or expires parameter in the Contact header field. When the value of the Expires header field or expires parameter equals zero, then the P-CSCF shall:

1)
remove the public user identity found in the To header field, and all the associated public user identities, from the registered public user identities list and all related stored information; and

2)
check if the user has left any other registered public user identity. When all of the public user identities of a user are deregistered, the P-CSCF shall, if the subscription to the reg event package for that user is still alive, terminate the subscription to the reg event package for that user by sending a SUBSCRIBE request with an Expires header containing a value of zero. The P-CSCF shall also remove the security associations towards that user after the server transaction (as defined in RFC 3261 [26]) pertaining to this deregistration terminates.

NOTE 1:
There is no requirement to distinguish a REGISTER request relating to a registration from that relating to a deregistration. For administration reasons the P-CSCF may distinguish such requests, however this has no impact on the SIP procedures.

NOTE 2:
When the P-CSCF has sent the 200 (OK) for the REGISTER request of the last registered public user identity, the P-CSCF removes the security association established between the P-CSCF and the UE. Therefore further SIP signalling (e.g. the NOTIFY contaning the deregistration event) will not reach the UE.
5.2.5.2
Network-initiated deregistration

Upon receipt of a NOTIFY request on the dialog which was generated during subscription to the reg event package as described in subclause 5.2.3, including one or more <registration> element(s) with the state attribute set to "terminated" the P-CSCF shall remove all stored information for these public user identities.
Upon receipt of a NOTIFY request with all <registration> element(s) having their state attribute set to "terminated" (i.e. all public user identities are deregistered), the P-CSCF shall remove the security associations towards the UE.

NOTE:
When the P-CSCF has removed the security association established between the P-CSCF and the UE, further SIP signalling (e.g. the NOTIFY contaning the deregistration event) will not reach the UE.
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