Error! No text of specified style in document.
1
Error! No text of specified style in document.

3GPP TSG-CN1 Meeting #29
Tdoc N1-030470

Sophia-Antipolis, France,   31 March – 04 April 2003
	CR-Form-v7

	CHANGE REQUEST

	

	(

	24.228
	CR
	370
	(

rev
	-
	(

Current version:
	5.4.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	SUBSCRIBE request information stored at the P-CSCF and S-CSCF

	
	

	Source:
(

	Ericsson

	
	

	Work item code:
(

	IMS-CCR
	
	Date: (

	25/03/03

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	The current text in 24.229 suggests that, the P-CSCF and S-CSCF need to store some signalling related information in order to be able to release the session. While this is generally applicable to INVITE requests, it is not applicable to any other request apart INVITE (e.g., SUBSCRIBE), nor procedures are provided at the P-CSCF or S-CSCF to dismiss those subscriptions in any case.

The specification lacks to mandate the P-CSCF and S-CSCF to store the CSeq header field values both in INVITE requests and responses, in case the session needs to be released.

	
	

	Summary of change:
(

	It is clarified that the storage of certain headers (Contact, etc.) are only applicable when the request is an INVITE or in responses to INVITE requests.

Clarified that the relevant information to save are Contact, CSeq and Record-Route in INVITE requests and Contact and Record-Route in responses to INVITE requests.

	
	

	Consequences if 
(

not approved:
	Data is stored in the P-CSCF or S-CSCF without any meaning. 

Not all the data that needs to be used in case of a session release is stored in the P-CSCF and S-CSCF

	
	

	Clauses affected:
(

	5.2.6, 5.4.3.2, 5.4.3.3

	
	

	
	Y
	N
	
	

	Other specs
(

	x
	
	 Other core specifications
(

	24.228 CR 109

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


First proposed change
5.2.6
General treatment for all dialogs and standalone transactions excluding the REGISTER method

5.2.6.1
Introduction

The procedures of subclause 5.2.6 and its subclauses are general to all requests and responses, except those for the REGISTER method.

5.2.6.2
Determination of mobile-originated or mobile-terminated case

Upon receipt of an initial request or a target refresh request or a stand-alone transaction, the P-CSCF shall: 

-
perform the procedures for the mobile-terminating case as described in subclause 5.2.6.4 if the request makes use of the information for mobile-terminating calls, which was added to the Path header entry of the P-CSCF during registration (see subclause 5.2.2), e.g. the message is received at a certain port or the topmost Route header contains a specific user part or parameter;

-
perform the procedures for the mobile-originating case as described in subclause 5.2.6.3 if this information is not used by the request.

5.2.6.3
Requests initiated by the UE

When the P-CSCF receives an initial request for a dialog or a request for a standalone transaction, and the request contains a P-Preferred-Identity header that matches one of the registered public user identities, the P-CSCF shall identify the initiator of the request by that public user identity.

When the P-CSCF receives an initial request for a dialog or a request for a standalone transaction, and the request contains as P-Preferred-Identity header that does not match one of the registered public user identities, or does not contain a P-Preferred-Identity header, the P-CSCF shall identify the initiator of the request by a default public user identity. If there is more then one default public user identity available, the P-CSCF shall randomly select one of them.

NOTE:
The contents of the From header do not form any part of this decision process.

When the P-CSCF receives from the UE an initial request for a dialog, and a Service-Route header list exists for the initiator of the request, the P-CSCF shall:

1)
verify that the list of URIs received in the Service-Route header (during the last successful registration or re-registration) is matches the preloaded Route headers in the received request. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCFshall either:

a)
return a 400 (Bad Request) response that may include a Warning header containing the warn-code 399; the P-CSCF shall not forward the request, and shall not continue with the execution of steps 2 onwards; or

b)
replace the preloaded Route header value in the request with the value of the Service-Route header received during the last 200 (OK) response for a registration or reregistration;

2)
add its own SIP URI to the top of the Record-Route header. The P-CSCF SIP URI is built in a format that contains the port number of the security association established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association established from the UE to the P-CSCF;

3)
remove the P-Preferred-Identity header, if present, and insert a P-Asserted-Identity header with a value representing the initiator of the request; 
4)
create a new, globally unique value for the icid parameter and insert it into the P-Charging-Vector header; and
5)
if the request is an INVITE request, save the Contact, CSeq and Record-Route header field values received in the request in order to be able to release the session if needed;
before forwarding the request, based on the topmost Route header, in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives a 1xx or 2xx response to the above request, the P-CSCF shall:

1)
store the values received in the P-Charging-Function-Addresses header;

2)
store the list of Record-Route headers from the received response;

3)
store the dialog ID and associate it with the private user identity and public user identity involved in the session; and

4)
if the response corresponds to an INVITE request, save the Contact and Record-Route header field values received in the response in order to be able to release the session if needed;

before forwarding the response to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives from the UE a target refresh request for a dialog, the P-CSCF shall:

1)
verify if the request relates to a dialog in which the originator of the request is involved:

a)
if the request does not relates to an existing dialog in which the originator is involved, then the P-CSCF shall answer the request by sending a 403 (Forbidden) response back to the originator. The response may include a Warning header containing the warn-code 399. The P-CSCF will not forward the request. No other actions are required;

b)
if the request relates to an existing dialog in which the originator is involved, then the P-CSCF shall continue with the following steps;

2)
verify that the list of Route headers in the request is included, preserving the same order, in the list of Record-Route headers that was received during the last target refresh request for the same dialog. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCF shall either:

a)
return a 400 (Bad Request) response that may include a Warning header containing the warn-code 399; the P-CSCF shall not forward the request, and shall not continue with the execution of steps 3 onwards; or

b)
replace the Route header value in the request with the one received during the last target refresh request for the same dialog in the Record-Route header; and

3)
add its own SIP URI to the Record-Route header. The P-CSCF SIP URI is built in a format that contains the port number of the security association established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association established from the UE to the P-CSCF;

before forwarding the request, based on the topmost Route header, in accordance with the procedures of RFC 3261 [26];
and
4)
if the request is an INVITE request, save the Contact, Cseq and Record-Route header field values received in the request in order to be able to release the session if needed;
When the P-CSCF receives a 1xx or 2xx response to the above request, the P-CSCF shall:

1)
store the list of Record-Route headers from the received response; and

2)
if the response corresponds to an INVITE request, save the Contact and Record-Route header field values received in the response in order to be able to release the session if needed;

before forwarding the response to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives from the UE the request for a standalone transaction, and a Service-Route header list exists for the initiator of the request, the P-CSCF shall:

1)
verify that the list of URIs received in the Service-Route header (during the last successful registration or re-registration) matches the preloaded Route headers in the received request. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCFshall either:

a)
return a 400 (Bad Request) response that may include a Warning header containing the warn-code 399; the P-CSCF shall not forward the request, and shall not continue with the execution of steps 3 onwards; or 

b)
replace the preloaded Route header value in the request with the one received during the last registration in the Service-Route header of the 200 (OK) response;

2)
remove the P-Preferred-Identity header, if present, and insert a P-Asserted-Identity header with a value representing the initiator of the request; and

3)
create a new, globally unique value for the icid parameter and insert it into the P-Charging-Vector header;

before forwarding the request, based on the topmost Route header, in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives any response to the above request, the P-CSCF shall:

1)
store the values received in the P-Charging-Function-Addresses header;

before forwarding the response to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives from the UE subsequent requests other than a target refresh request, the P-CSCF shall:

1)
verify if the request relates to a dialog in which the originator of the request is involved:

a)
if the request does not relates to an existing dialog in which the originator is involved, then the P-CSCF shall answer the request by sending a 403 (Forbidden) response back to the originator. The response may include a Warning header containing the warn-code 399. The P-CSCF will not forward the request. No other actions are required;

b)
if the request relates to an existing dialog in which the originator is involved, then the P-CSCF shall continue with the following steps; and

2)
verify that the list of Route headers in the request matches the list of Record-Route headers that was received during the last target refresh request for the same dialog. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCF shall either:

a)
return a 400 (Bad Request) response that may include a Warning header containing the warn-code 399; the P-CSCF shall not forward the request, and shall not continue with the execution of steps 3 onwards; or

b)
replace the Route header value in the request with the one received during the last target refresh request for the same dialog in the Record-Route header;

before forwarding the request to the UE, (based on the topmost Route header,) in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives from the UE the request for an unknown method, and a Service-Route header list exists for the initiator of the request, the P-CSCF shall:

1)
verify that the list of URIs received in the Service-Route header (during the last successful registration or re-registration) is included, preserving the same order, as a subset of the preloaded Route headers in the received request. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCF shall either:

a)
return a 400 (Bad Request) response that may include a Warning header containing the warn-code 399; the P-CSCF shall not forward the request, and shall not continue with the execution of steps 2 onwards; or 

b)
replace the Route header value in the request with the one received during the last registration in the Service-Route header of the 200 (OK) response; and

2)
remove the P-Preferred-Identity header, if present, and insert a P-Asserted-Identity header with a value representing the initiator of the request;

before forwarding the request, based on the topmost Route header, in accordance with the procedures of RFC 3261 [26].

5.2.6.4
Requests terminated by the UE

When the P-CSCF receives, destined for the UE, an initial request for a dialog, prior to forwarding the request, the P-CSCF shall:

1)
remove its own SIP URI from the topmost Route header;

2)
save the Record-Route header list;

3)
convert the list of Record-Route header values into a list of Route header values and save this list of Route headers;

4)
if the request is an INVITE request, save a copy of the Contact, CSeq and Record-Route header field values received in the request in order to release the session if needed;

5)
add its own SIP URI to the top of the list of Record-Route headers and save the list. The P-CSCF SIP URI is built in a format that contains the port number of the security association established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association established from the UE to the P-CSCF;

6)
add its own address to the top of the received list of Via header and save the list. The P-CSCF Via header entry is built in a format that contains the port number of the security association established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association established from the UE to the P-CSCF;

7)
store the values received in the P-Charging-Function-Addresses header;

8)
remove and store the icid parameter received in the P-Charging-Vector header; and 

9)
save a copy of the P-Called-Party-ID header;

before forwarding the request to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives a 1xx or 2xx response to the above request, the P-CSCF shall:

1)
remove the P-Preferred-Identity header, if present, and insert a P-Asserted-Identity header with the value saved from the P-Called-Party-ID header that was received in the request;

2)
verify that the list of Via headers matches the saved list of Via headers received in the request corresponding to the same dialog, including the P-CSCF via header value. This verification is done on a per Via header value basis, not as a whole string. If the verification fails, then the P-CSCF shall either:

a)
discard the response; or

b)
replace the Via header values with those received in the request;

3)
verify that the list of URIs received in the Record-Route header of the request corresponding to the same dialog is included, preserving the same order, as a subset of the Record-Route header list of this response. This verification is done on a per URI basis, not as a whole string. If the verification fails, then the P-CSCF shall either:

a)
discard the response; or

b)
replace the Via header values with those received in the request;

4)
store the dialog ID and associate it with the private user identity and public user identity involved in the session; and

5)
if the response corresponds to an INVITE request, save the Contact and Record-Route header field value received in the response in order to be able to release the session if needed;
before forwarding the response in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives any other response to the above request, the P-CSCF shall:

1)
verify that the list of Via headers matches the saved list of Via headers received in the request corresponding to the same dialog, including the P-CSCF via header value. This verification is done on a per Via header value basis, not as a whole string. If these lists do not match, then the P-CSCF shall either:

a)
discard the response; or

b)
replace the Via header values with those received in the request;

before forwarding the response in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives, destined for the UE, a target refresh request for a dialog, prior to forwarding the request, the P-CSCF shall:

1)
remove its own SIP URI from the topmost Route header value;



2)
add its own address to the top of the received list of Via header and save the list. The P-CSCF Via header entry is built in a format that contains the port number of the security association established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association established from the UE to the P-CSCF;
and

3)
if the request is an INVITE request, save the Contact, Cseq and Record-Route header field values received in the request in order to be able to release the session if needed;
before forwarding the request to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives any response to the above request, the P-CSCF shall:

1)
verify that the list of Via headers matches the saved list of Via headers received in the request corresponding to the same dialog, including the P-CSCF via header value. This verification is done on a per Via header value basis, not as a whole string. If the verification fails, then the P-CSCF shall either:

a)
discard the response; or

b)
replace the Via header values with those received in the request;
and

2)
if the response corresponds to an INVITE request, save the Contact and Record-Route header field values received in the response in order to be able to release the session if needed;
before forwarding the response in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives, destined for the UE, a request for a stand-alone transaction, prior to forwarding the request, the P-CSCF shall:

1)
add its own address to the top of the received list of Via header and save the list. The P-CSCF Via header entry is built in a format that contains the port number of the security association established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association established from the UE to the P-CSCF;

2)
store the values received in the P-Charging-Function-Addresses header; and

3)
remove and store the icid parameter received in the P-Charging-Vector header;

before forwarding the request to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives any response to the above request, the P-CSCF shall:

1)
verify that the list of Via headers matches the saved list of Via headers received in the request corresponding to the same dialog, including the P-CSCF via header value. This verification is done on a per Via header value basis, not as a whole string. If these lists do not match, then the P-CSCF shall either:

a)
discard the response; or

b)
replace the Via header values with those received in the request; and

2)
remove the P-Preferred-Identity header, if present, and insert an P-Asserted-Identity header with the value saved from Request-URI of the request;

before forwarding the response in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives, destined for the UE, a subsequent request for a dialog that is not a target refresh request, prior to forwarding the request, the P-CSCF shall:

1)
add its own address to the top of the received list of Via header and save the list The P-CSCF Via header entry is built in a format that contains the port number of the security association established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association established from the UE to the P-CSCF; and

2)
remove and store the icid parameter from P-Charging-Vector header;

before forwarding the request to the UE in accordance with the procedures of RFC 3261 [26].

When the P-CSCF receives any response to the above request, the P-CSCF shall:

1)
verify that the list of Via headers matches the saved list of Via headers received in the request corresponding to the same dialog, including the P-CSCF via header value. This verification is done on a per Via header value basis, not as a whole string. If these lists do not match, then the P-CSCF shall either:

a)
discard the response; or

b)
replace the Via header values with those received in the request;

before forwarding the response in accordance with the procedures of RFC 3261 [26].

Next proposed change
5.4.3.2
Requests initiated by the served user

When the S-CSCF receives from the served user an initial request for a dialog or a request for a standalone transaction, prior to forwarding the request, the S-CSCF shall:

1)
determine whether the request contains a barred public user identity in the P-Asserted-Identity or From header fields of the request or not. In case any of the said header fields contains a barred public user identity for the user, then the S-CSCF shall reject the request by generating a 403 (Forbidden) response. The response may include a Warning header containing the warn-code 399. Otherwise, continue with the rest of the steps;

2)
remove its own SIP URI from the topmost Route header;

3)
check if an original dialog identifier that the S-CSCF previously placed in a Route header is present in the topmost Route header of the incoming request. If present, it indicates an association with an existing dialog, the request has been sent from an Application Server in response to a previously sent request;

4)
check whether the initial request matches the initial filter criteria based on a public user identity in the P-Asserted-Identity header, the S-CSCF shall forward this request to that application server, then check for matching of the next following filter criteria of lower priority, and apply the filter criteria on the SIP method received from the previously contacted application server as described in 3GPP TS 23.218 [5] subclause 6.4. Depending on the result of the previous process, the S-CSCF may contact one or more application server(s) before processing the outgoing Request-URI. In case of contacting one or more application server(s) the S-CSCF shall:

a)
insert the AS URI to be contacted into the Route header as the topmost entry followed by its own URI populated as specified in the subclause 5.4.3.4; and

b)
if the AS is located outside the trust domain then the S-CSCF shall remove the P-Access-Network-Info header field and its values in the request; if the AS is located within the trust domain, then the S-CSCF shall retain the P-Access-Network-Info header field and its values in the request that is forwarded to the AS;

5)
store the value of the icid parameter received in the P-Charging-Vector header and retain the icid parameter in the P-Charging-Vector header. Optionally, the S-CSCF may generate a new, globally unique icid and insert the new value in the icid parameter of the P-Charging-Vector header when forwarding the message. If the S-CSCF creates a new icid, then it is responsible for maintaining the two icid values in the subsequent messaging;

6)
insert an orig-ioi parameter into the P-Charging-Vector header. The S-CSCF shall set the orig-ioi parameter to a value that identifies the sending network. The S-CSCF shall not include the term-ioi parameter;

7)
insert a P-Charging-Function-Addresses header populated with values received from the HSS if the message is forwarded within the S-CSCF home network, including towards AS;

8)
in the case where the S-CSCF has knowledge of an associated tel-URI for a SIP URI contained in the received P-Asserted-Identity header, add a second P-Asserted-Identity header containing this tel-URI;

9)
if the outgoing Request-URI is a TEL URL, the S-CSCF shall translate the E.164 address (see RFC 2806 [22]) to a globally routeable SIP URI using an ENUM/DNS translation mechanism with the format specified in RFC 2916 [24]. Databases aspects of ENUM are outside the scope of the present document. If this translation fails, the request may be forwarded to a BGCF or any other appropriate entity (e.g a MRFC to play an announcement) in the originator's home network or the S-CSCF may send an appropriate SIP response to the originator;

10)
determine the destination address (e.g. DNS access) using the URI placed in the topmost Route header if present, otherwise based on the Request-URI;

11)
if network hiding is needed due to local policy, put the address of the I-CSCF(THIG) to the topmost route header;

12)
in case of an initial request for a dialog the S-CSCF shall create a Record-Route header containing its own SIP URI;

13)
in case the request is forwarded to the destination network (either via an I-CSCF(THIG) or directly), remove the P-Access-Network-Info header; 
14)
route the request based on SIP routeing procedures; and
15)
if the request is an INVITE request, save the Contact, Cseq and Record-Route header field values received in the request in order to be able to release the session if needed;
When the S-CSCF receives any response to the above request, the S-CSCF may:

1)
apply any privacy required by RFC 3323 [33] to the P-Asserted-Identity header.

NOTE 1:
This header would normally only be expected in 1xx or 2xx responses.

NOTE 2:
The optional procedure above is in addition to any procedure for the application of privacy at the edge of the trust domain specified by RFC 3323 [33].

When the S-CSCF receives a response to the initial request for a dialog, if the response corresponds to an INVITE request, the S-CSCF shall save the Contact and Record-Route header field values in the response in order to be able to release the session if needed.

When the S-CSCF receives from the served user a target refresh request for a dialog, prior to forwarding the request the S-CSCF shall:

1)
remove its own URI from the topmost Route header;

2)
create a Record-Route header containing its own SIP URI;
3)
if the request is an INVITE request, save the Contact, Cseq and Record-Route header field values received in the request in order to be able to release the session if needed;
4)
in case the request is forwarded to the destination network or to an AS located outside the trust domain, remove the P-Access-Network-Info header; and

5)
route the request based on the topmost Route header.

When the S-CSCF receives a response to the target refresh request for a dialog, if the response corresponds to an INVITE request, the S-CSCF shall save the Contact andRecord-Route header field values  in the response in order to be able to release the session if needed.

When the S-CSCF receives from the served user a subsequent request other than a target refresh request for a dialog, prior to forwarding the request the S-CSCF shall:

1)
remove its own URI from the topmost Route header; 

2)
in case the request is forwarded to the destination network or to an AS located outside the trust domain, remove the P-access-network-info header; and

3)
route the request based on the topmost Route header.

Next proposed change
5.4.3.3
Requests terminated at the served user

When the S-CSCF receives, destined for a registered served user, an initial request for a dialog or a request for a standalone transaction, prior to forwarding the request, the S-CSCF shall:

1)
determine whether the request contains a barred public user identity in the Request-URI of the request or not. In case the Request URI contains a barred public user identity for the user, then the S-CSCF shall reject the request by generating a 404 (Not Found) response. Otherwise, continue with the rest of the steps;

2)
remove its own URI from the topmost Route header;

3)
check if an original dialog identifier that the S-CSCF previously placed in a Route header is present in the topmost Route header of the incoming request. If present, it indicates an association with an existing dialog, the request has been sent from an Application Server in response to a previously sent request;

4)
check whether the initial request matches the initial filter criteria based on the public user identity in the Request-URI, the S-CSCF shall forward this request to that application server, then check for matching of the next following filter criteria of lower priority, and apply the filter criteria on the SIP method received from the previously contacted application server as described in 3GPP TS 23.218 [5] subclause 6.5. Depending on the result of the previous process, the S-CSCF may contact one or more application server(s) before processing the outgoing Request-URI. In case of contacting one or more application server(s) the S-CSCF shall:


insert the AS URI to be contacted into the Route header as the topmost entry followed by its own URI populated as specified in the subclause 5.4.3.4;

5) 
insert a P-Charging-Function-Addresses header populated with values received from the HSS if the message is forwarded within the S-CSCF home network, including towards AS;

6)
store the value of the icid parameter received in the P-Charging-Vector header and retain the icid parameter in the P-Charging-Vector header;

7)
store the value of the orig-ioi parameter received in the P-Charging-Vector header, if present. The orig-ioi parameter identifies the sending network of the request message. The orig-ioi parameter shall only be retained in the P-Charging-Vector header if the next hop is to an AS;

8)
in case there are no Route headers in the request, then determine, from the destination public user identity, the list of preloaded routes saved during registration or re-registration, as described in subclause 5.4.1.2;

9)
build the Route header field with the values determined in the previous step;

10)
determine, from the destination public user identity, the saved Contact URI where the user is reachable saved at registration or reregistration, as described in subclause 5.4.1.2;

11)
build a Request-URI with the contents of the saved Contact URI determined in the previous step;

12)
insert a P-Called-Party-ID SIP header field including the Request-URI received in the INVITE;

13)
if the request is an INVITE request, save the Contact, CSeq and Record-Route header field values received in the request in order to be able to release the session if needed; and
14)
optionally, apply any privacy required by RFC 3323 [33] to the P-Asserted-Identity header; and

NOTE:
The optional procedure above is in addition to any procedure for the application of privacy at the edge of the trust domain specified by RFC 3323 [33].

15)
forward the request based on the topmost Route header.

When the S-CSCF receives, destined for an unregistered user, an initial request for a dialog or a request for a standalone transaction, the S-CSCF shall:

1)
execute the procedures described in the steps 1, 2 and 3 in the above paragraph (when the S-CSCF receives, destined for the registered served user, an initial request for a dialog or a request for a standalone transaction);

2)
if the S-CSCF does not have the user profile, then initiate the S-CSCF Registration/deregistration notification with the purpose of downloading the relevant user profile (i.e. for unregistered user) and informing the HSS that the user is unregistered, but this S-CSCF will assess triggering of services for the unregistered user, as described in 3GPP TS 29.228 [14];

3)
keep the user registration status as unregistered for the duration of the dialog. When the dialog expires, the S-CSCF shall inform appropriately the HSS according to the procedures described in 3GPP TS 29.228 [14];

4)
execute the procedure described in step 4 and 5 in the above paragraph (when the S-CSCF receives, destined for the registered served user, an initial request for a dialog or a request for a standalone transaction).


In case that no AS needs to be contacted, then S-CSCF shall return an appropriate unsuccessful SIP response. This response may be a 480 (Temporarily unavailable) and terminate these procedures; and

5)
execute the procedures described in the steps 6, 7, 12, 13, 14 and 15 in the above paragraph (when the S-CSCF receives, destined for the registered served user, an initial request for a dialog or a request for a standalone transaction).

When the S-CSCF receives a response to the initial request for a dialog (whether the user is registered or not), it shall:

1)
if the response corresponds to an INVITE request, save the Contact and Record-Route header field values in the response in order to be able to release the seession if needed; 
2)
in the case where the S-CSCF has knowledge of an associated tel-URL for a SIP URI contained in the received P-Asserted-Identity header, the S-CSCF shall add a second P-Asserted-Identity header containing this tel-URL. 
3)
In case the response is forwarded to an AS that is located within the trust domain, the S-CSCF shall retain the P-Access-Network-Info header; otherwise, the S-CSCF shall remove the P-Access-Network-Info header.

When the S-CSCF receives a response to a request for a standalone transaction (whether the user is registered or not), in the case where the S-CSCF has knowledge of an associated tel-URL for a SIP URI contained in the received P-Asserted-Identity header, the S-CSCF shall add a second P-Asserted-Identity header containing this tel-URL. In case the response is forwarded to an AS that is located within the trust domain, the S-CSCF shall retain the P-Access-Network-Info header; otherwise, the S-CSCF shall remove the P-Access-Network-Info header.

When the S-CSCF receives the 200 (OK) response for a standalone transaction request, the S-CSCF shall insert a P-Charging-Function-Addresses header populated with values received from the HSS if the message is forwarded within the S-CSCF home network, including towards an AS.

When the S-CSCF receives, destined for a served user, a target refresh request for a dialog, prior to forwarding the request, the S-CSCF shall:

1)
remove its own URI from the topmost Route header;
2)
if the request is an INVITE request, save the Contact, Cseq and Record-Route header field values received in the request in order to be able to release the session if needed;
2)
create a Record-Route header containing its own SIP URI; and

3)
forward the request based on the topmost Route header.

When the S-CSCF receives a response to the target refresh request for a dialog (whether the user is registered or not), the S-CSCF shall: 
1)
if the response corresponds to an INVITE request, save the Record-Route and Contact header field values in the response in order to release the session if needed; 
2)
in case the response is forwarded to an AS that is located within the trust domain, the S-CSCF shall retain the P-Access-Network-Info header; otherwise, the S-CSCF shall remove the P-Access-Network-Info header.

When the S-CSCF receives, destined for the served user, a subsequent request other than target refresh request for a dialog, prior to forwarding the request, the S-CSCF shall:

1)
remove its own URI from the topmost Route header; and

2)
forward the request based on the topmost Route header.

When the S-CSCF receives a response to a a subsequent request other than target refresh request for a dialog, in case the response is forwarded to an AS that is located within the trust domain, the S-CSCF shall retain the P-Access-Network-Info header; otherwise, the S-CSCF shall remove the P-Access-Network-Info header.
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