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1. Overall Description:

TS 24.229 specifies the points where the ICID is generated as part of the P-Charging-Vector header within the Session Initiation Protocol, and also defines when the contents of the P-Charging-Vector header is stored for future use. A number of comments have arisen as to when a new ICID is generated, as opposed to when an existing ICID is expected to be reused.

It is understood that all messages used in dialogs initiated by an INVITE use the same ICID, which is a new ICID created at the time of the INVITE request, because these messages all relate to the same session.

Question 1:

It is currently unclear to WG CN1 which of two options apply to the duration of use of the ICID created and used as a result of a REGISTER method. 

OPTION A

The ICID is generated as a result of the REGISTER request and response itself, and all subsequent events (e.g. NOTIFY request, MESSAGE request) for that registration use a new ICID. 

OPTION B

The ICID generated as a result of the REGISTER request is used for all events used by the user within that registration. Therefore, for example a NOTIFY request, or MESSAGE request would use the same ICID as the original REGISTER request.

WG CN1 believe that both of these options fulfil the requirements for charging, however:

· we are not convinced that it is desirable for both options to be allowed, especially as the option essentially gets implemented at the P-CSCF, which in many cases will be in the visited network, whereas any desire for one option or the other will really exist at the operator of the home network.

Question 2.

If the ICID exists beyond the duration of the REGISTER method itself, is an ICID created for each new registration?

Question 3.

We would also draw your attention to the fact that a single REGISTER request can register multiple public user identities. Therefore SA5 should be aware that there is not a one to one correspondence between ICID and public user identity even if option B is adopted. Additionally, public user identities that relate to the same private user identity, but registered in different REGISTER messages will use different ICIDs. Is this regarded as an issue?

2. Actions:

To SA WG5 group.

ACTION: 
CN WG1 asks SA WG5 group to identify the appropriate mechanisms in relation to the duration of the registration ICID, and respond to CN WG1 with the answer.

3. Date of Next TSG-CN1 Meetings:

CN1_30
19th – 23rd May 2003
San Diego, USA

CN1_31
25th ​– 29th August 2003
Sophia-Antipolis, France
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