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TS 23.218 describes the mode of operation between the S-SCSF and the Application Server. The role for an Application Servicer is currently restricted to the Routeing Back to Back User Agent in section 9.1.1.4. This CR introduces in TS 23.218 the possiblity for an Application Server performing third party call control to act as an intitiating B2BUA. 
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9.1.1.4
Application Server performing third party call control/ B2BUA mode

The AS performing 3rd party call control acts as a B2BUA. There are several kinds of 3rd party call control, for example:

-
Routeing B2BUA: an AS receives a request from the S-CSCF, terminates it and generates a new request, which is based on the received request.
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Figure 9.1.1.4.1: Application Server performing third party call control acting as a routeing B2BUA
In this mode of operation the incoming SIP Request is proxied by the S-CSCF to the Application Server which then generates a new SIP request for a different SIP dialog which it sends to the S-CSCF which then proxies it towards the destination. In this mode the Application Server behaves as a B2BUA for the multiple SIP dialogs as specified in IETF RFC 3261 [6].
-
Initiating B2BUA: an AS initiates two requests, which are logically connected together at the AS.
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Figure 9.1.1.4.2: Application Server performing third party call control acting as an initiating B2BUA

In this mode of operation the Application Server initiates two requests with different SIP dialogs.  The Application Server is responsible for corelating the two dialogs. These requests are proxied through the S‑CSCF which then proxies them towards the destination. In this mode the Application Server behaves as a B2BUA for the multiple SIP dialogs as specified in IETF RFC 3261 [6].
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