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5.3.1
Presence User Agent (PUA)

5.3.1.1
General

A PUA is an entity that provides presence information to a PS.

In addition to the procedures specified in subclause 5.3.1, the PUA shall support the procedures specified in 3GPP TS 24.229 [5] appropriate to the functional entity in which the PUA is implemented.

5.3.1.2
Publication of presence information

When the PUA intends to publish its own view of the presentity’s presence information it shall generate a PUBLISH request by acting as an Event Publication Agent (EPA) in accordance with draft-ietf-sip-publish-00 [16].

The PUA shall implement the "application/pidf+xml" content type as described in draft-ietf-impp-cpim-pidf-08 [14] together with the PIDF extensions defined in draft-ietf-simple-rpid-00 [19] and draft-ietf-simple-cipid-00 [25].

The categorisation of presence attributes to generic information attributes and communication address specific attributes shall be done using the <contacttype> element defined in draft-ietf-simple-rpid-00 [19]. The value of the <contacttype> element categorises the content of the tuple in such a way that the value "presentity" denotes general information about the presentity and the value "service" denotes the communication mean specific information. The presence document may consist of one tuple describing the presentity related information and one or more tuples describing information about different communication means.

NOTE:
draft-ietf-simple-rpid-00 [19] defines also other values of the <contacttype> element. Those values may be used to create additional categories.

Entities implementing the 3GPP presence service shall support the CPIM Presence Information Data Format (PIDF) defined in draft-ietf-impp-cpim-pidf-08 [14]. The XML Schema Definition of the "application/pidf+xml" format defined in draft-ietf-impp-cpim-pidf-08 [14] and its extensions draft-ietf-simple-rpid-00 [19] and draft-peterson-geopriv-pidf-lo-02 [30] cover the definition of the 3GPP subscriber's presence attributes, if the following mapping is performed:

-
the communication address (containing communication means, status and contact address) attribute and the priority attribute are represented by a <tuple> element including one or more <contact> elements containing a priority attribute defined in draft-ietf-impp-cpim-pidf-08 [14]; 

-
the text attribute is represented by the <note> element as defined in draft-ietf-impp-cpim-pidf-08 [11]; 

-
the location attribute is represented by the elements defined in draft-peterson-geopriv-pidf-lo-02 [30] and the <placetype> element defined in draft-ietf-simple-rpid-00 [19]; and

subscriber’s status attribute is represented by a <tuple> element describing the presentity related information, i.e., a <status> element including at least a <basic> element, (both defined in draft-ietf-impp-cpim-pidf-08 [14]) and a <contacttype> element defined in draft-ietf-simple-rpid-00 [19] with the value "presentity". In order to express more granularity in values, <activity> and <privacy> elements both defined in draft-ietf-simple-rpid-00 [19] may appear inside the <status> elements.

The PUA shall implement draft-lonnfors-simple-prescaps-ext-01 [18] in order to be able to include SIP Caller preferences and Callee capabilities extensions in the presence document.

Editor’s Note: The reference above needs to be kept up-to-date based on whether the SIMPLE WG agrees the way forward for the solution including SIP Caller preferences and Callee capabilities extensions in the presence document.
The PUA shall implement the "multipart/related" content type as described in RFC 2387 [9] in order to be able to aggregate other MIME objects with the "application/pidf+xml" content type. When a presence attribute has a value of a MIME object, the PUA shall use the "multipart/related" content-type in the PUBLISH request.
The PUA may indicate its support for partial publishing by including the “application/pidf-partial+xml” content type as described in draft-ietf-simple-partial-pidf-format-00 [17a].  The initial PUBLISH request shall contain the full publication, where the state attribute is set to value “full”.

On successful response from the PS, the PUA in subsequent PUBLISH requests shall generate partial publications, where the state attribute is set to value “partial”.

If the PUA receives a 415 (Unsupported Media Type) response to the PUBLISH request with “application/pidf+xml” in the Accept header field, the PUA shall send a PUBLISH request including the “application/pidf+xml”.content type.

Editor’s Note: The above procedures on partial publishing will be replaced by references to the IETF draft-lonnfors-simple-publish-partial-00 once the draft has been discussed in IETF.

The PUA shall update the presence information, either 600 seconds before the publication expiration time if the publication period indicated from the PS in the response to the PUBLISH request was for greater than 1200 seconds, or when half of the time has expired if the publication period was for 1200 seconds or less, unless the UE has determined that an update to the presence information is not required.

When the PUA intends to show different value of the same presence attribute to different watchers, the PUA shall publish a tuple for every value it intends to show, all including a different value of the same presence attribute. The PUA shall label different information with different value of the <class> element in every published tuple as defined in draft-ietf-simple-rpid-00 [19]. The PUA shall also authorize different tuples to different watchers or watcher groups by manipulating the subscription authorisation policy as defined in subclause 6.3.1.2. 

5.3.3
Presence Server (PS)

5.3.3.1
General

A PS is an entity that accepts, stores, and distributes presence information.

In addition to the procedures specified in subclause 5.3.3, the PS shall support the procedures specified in 3GPP TS 24.229 [5] appropriate to the functional entity in which the PS is implemented.

5.3.3.2
Subscription acceptance to presence information and notification of state changes

When the PS receives a SUBSCRIBE request for the presence information event package, the PS shall first attempt to verify the identity of the source of the SUBSCRIBE request as described in subclause 8.1, then perform authorization according to subclause 8.2. In case of successful subscription, the PS shall generate a response to the SUBSCRIBE request and notifications in accordance with RFC 3265 [13] and draft-ietf-simple-presence-10 [20].

If the watcher application has indicated the need for partial notification using the Accept header field, then the PS shall generate partial notifications in accordance with draft-lonnfors-simple-partial-notify-02 [17].
If the body of the SUBSCRIBE request from the watcher contains filters, the AS shall apply the requested filtering function on notifications in accordance with draft-khartabil-simple-filter-format-00 [23] and draft-khartabil-simple-filter-funct-00 [24].

Editor’s Note: The reference above is one solution to the requirements that are expressed in draft-ietf-simple-pres-filter-reqs-02. When the SIMPLE WG agrees the way forward for solutions to the requirements in this draft, the above reference will require amendment to reflect the agreed solution document.
If the watcher application has indicated support for the "multipart/related" content type using the Accept header field, then the PS may generate notifications including "application/pidf+xml" content type aggregated with other objects in accordance with RFC 2387 [9]. In this case, the PS shall modify the value of the presence attribute in the PIDF document to refer to the object included in the multipart.
5.3.3.3
Publication acceptance of presence information

When the PS receives a PUBLISH request, the PS shall first verify the identity of the source of the PUBLISH request as described in subclause 8.1, then perform authorization according to subclause 8.2. In case of successful publishing, the PS shall act as an Event State Compositor (ESC) and generate a response in accordance with draft-ietf-sip-publish-00 [16].
If the PUBLISH request indicated support for partial publishing using the “application/pidf-partial+xml” content-type described in draft-ietf-simple-partial-pidf-format-00 [17a] and if the PS supports partial publishing, the PS shall act as an Event State Compositor (ESC) and generate a response in accordance with draft-ietf-sip-publish-00 [16].  If the PS does not support partial publishing, then the PS shall send a 415 (Unsupported Media Type) response with “application/pidf+xml” in the Accept header field.

Editor’s Note: The above procedures on partial publishing will be replaced by references to the IETF draft-lonnfors-simple-publish-partial-00 once the draft has been discussed in IETF.

A.4
Flows demonstrating how presentities update presence information

A.4.1
Introduction

This subclause covers the flows that show how presentities update presence information in the PS.

A.4.2
Initial publication or modification of presence information by UE

A.4.2.1
Successful publication
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Figure A.4.2.1-1: UE publishing presence information

The UE may publish the partial presence information or the full presence information about a presentity to the PS.
In this example, it is assumed that the UE publishes the full presence information. 
Figure A.4.2.1-1 shows a UE publishing or modifying already existing presence information about a presentity. The details of the flows as follows:

1.
PUBLISH request (UE to P-CSCF) - see example in table A.4.2.1-1

A PUA in a UE wishes to publish presence information. To initiate the publication, the UE generates a PUBLISH request according to draft-ietf-sip-publish-00 [16] containing the presence information that it wishes to publish.

Table A.4.2.1-1: PUBLISH request (UE to P-CSCF)

PUBLISH sip:user1_public1@home1.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:orig@scscf1.home1.net;lr>

P-Preferred-Identity: <sip:user1_public1@home1.net>

Privacy: none

From: <sip:user1_public1@home1.net>;tag=31415

To: <sip:user1_public1@home1.net>

Call-ID: b89rjhnedlrfjflslj40a222

CSeq: 61 PUBLISH

Require: sec-agree

Proxy-Require: sec-agree

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531
Event: presence

Expires: 7200

Content-Type: application/pidf+xml

Content-Length: (...)

<?xml version="1.0" encoding="UTF-8"?>

   <presence xmlns="urn:ietf:params:xml:ns:pidf"

             xmlns:es="urn:ietf:params:xml:ns:pidf:rpid-status"

             xmlns:et="urn:ietf:params:xml:ns:pidf:rpid-tuple"

             xmlns:pcp="urn:ietf:params:xml:ns:simple-prescaps-ext"

             entity="pres:user2_public1@home2.net">

     <tuple id="a8098a.672364762364">

       <et:class>sip</et:class>

       <et:type>service</et:type>

       <status>

         <basic>open</basic>

         <es:activity>meeting</es:meeting>

         <es:placetype until="2003-08-27T17:30:00Z">office</es:placetype>

         <es:privacy>quiet</es:privacy>

         <es:idle>2003-08-27T10:43:00Z</es:idle>

       </status>

       <contact priority="0.8">sip:user2_public1@home2.net</contact>

       <pcp:prescaps>

         <pcp:feature name="Media">

            <pcp:value>voice</pcp:value>

         </pcp:feature>

         <pcp:feature name="Mobility">

            <pcp:value>mobile</pcp:value>

         </pcp:feature>

       </pcp:prescaps>

       <note xml:lang="en">Don't Disturb Please!</note>

       <note xml:lang="fr">Ne derangez pas, s'il vous plait</note>

       <timestamp>2003-08-27T11:49:29Z</timestamp>

     </tuple>

     <tuple id="jklhgf9788934774.78">

        <et:class>assistant</et:class>

        <et:type>presentity</et:type>

       <status>

         <basic>open</basic>

         <es:relationship>assistant</es:relationship>

       </status>

       <contact priority="1.0">tel:+1-212-555-2222</contact>

       <note xml:lang="en">She's my secretary</note>

       <timestamp>2003-08-27T11:49:29Z</timestamp>

     </tuple>

     <note xml:lang="en">I'm in a boring meeting</note>

     <note xml:lang="en">I'll be in Tokyo next week</note>

   </presence>

Request-URI:
Public user identity whose presence information the PUA intends to publish. 

Event:
This field is populated with the value 'presence' to specify the use of the presence package.

To:
Same as the Request-URI.

Content-Type:
Set to the value 'application/pidf+xml'.

The message body in the PUBLISH request that carries the publisher's presence update state is formed as indicated in draft-ietf-impp-cpim-pidf-08 [14].

Editor’s Note: PIDF document might require extensions to take into account publications from multiple terminals.
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