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The Editor's Notes in the conferencing TS that talk about load over the air interface have become obsolete, as the references to the related CPCP sections have been added.

5.3.1.5

Inviting other users to a conference

5.3.1.5.1
General

Upon inviting another user to a conference, the conference participant has to decide which of the following procedures has to be applied:

1) 
inviting an user to a conference by sending a REFER request to the user directly, as described in subclause 5.3.1.5.2;

2) 
inviting a user to a conference by sending a REFER request to the conference focus, as described in subclause 5.3.1.5.3;

3)
inviting a user to a conference by adding a new element to the DL, as described in subclause 7.3.2.5; or

4)
inviting a user to a conference by adding a new element to the ACL, as described in subcluase 7.3.2.6.


It is out of the scope of this specification, how the UE decides which of the above procedures shall be applied.

5.3.1.6.3
Removing another conference participant from a conference

Upon removing another conference participant from a conference, the conference participant has to decide which of the following procedures has to be applied:

1)
removing another conference participant from a conference by sending a REFER request to the conference focus, as described in this subclause; or
2)
removing another conference participant from a conference by adding a new element to the ACL, as described in subclause 7.3.2.7.
It is out of the scope of this specification, how the UE decides which of the above mentioned procedures shall be applied.

Upon generating a REFER request to remove another conference participant from a conference, the removing conference participant shall:

1)
set the request URI of the REFER request to the conference URI of the conference from which the other conference participant shall be removed

2)
set the Refer-To header of the REFER request to the address of the conference participant who should be removed from the conference, including the “method“ parameter set to “BYE“; and
NOTE:
Other headers of the REFER request will be set in accordance with 3GPP TS 24.229 [5].

3)
send the REFER request towards the conference focus that is hosting the conference.
Afterwards the removing conference participant shall treat incoming NOTIFY requests that are related to the previously sent REFER request in accordance with RFC 3515 [17] and may indicate the received information to the user.
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