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Introduction

"WLAN AN" is not preferred terminology, because the use of Access Network does not have the same meaning as the 3GPP defined term in 3GPP TS 21.905. "I-WLAN" or just "WLAN" is the appropriate term.

It has been agreed in the past to remove this term, but there are still a couple of instances in the document (although one is in an editor's note that should ultimately be removed.

The contribution removes those instances.

Proposal

The following changes are proposed to 3GPP TS 24.234.

PROPOSED CHANGE

5.2.3.2.2 
UE procedures 

Upon reception of an EAP-Request/Identity message including the Supported PLMNs list for WLAN access the WLAN UE shall:
· Perform WLAN PLMN selection according to 5.2.3.3
· Decorate NAI as specified in clause 4.2 and using the PLMN ID of the Selected PLMN
· Attempt to authenticate as specified in clause 6.1.1 and using the NAI determined in the prior step
If the Selected PLMN is HPLMN, then decoration shall not be performed as HPLMN ID is already contained in the root NAI. As an implementation option, the WLAN UE may store the Supported PLMNs list for WLAN access.

Editors note: Upon reception of an EAP-Failure message in response to an EAP-Identity/Response message, the exact behaviour of the WLAN UE is FFS. The WLAN UE may (i) attempt authentication via one of the preferred PLMNs or (ii) attempt access to another WLAN or (iii) do nothing.

PROPOSED CHANGE

5.2.3.3.4 
Manual Network Selection Mode Procedure

In case of manual network selection mode, the WLAN UE shall request for a list of supported PLMNs by issuing an EAP-Response/Identity message to the WLAN including as identity the Root NAI. See the subclause 4.2.3.

The WLAN UE shall indicate to the user the PLMNs which are available, using as a basis the Supported PLMNs list received from the I-WLAN. If displayed, PLMNs from the Supported PLMNs list shall be presented in the following order:

a)
HPLMN; 

b)
If the "User Controlled PLMN Selector for WLAN access" data file is available,

PLMNs in the "User Controlled PLMN Selector for WLAN access" data file in the USIM (in priority order); 

c)
If the "Operator Controlled PLMN Selector for WLAN access" data file is available,

PLMNs in the "Operator Controlled PLMN Selector for WLAN access" data file in the USIM (in priority order); 

d)
If neither "User Controlled PLMN Selector for WLAN access" nor "Operator Controlled PLMN Selector for WLAN access" data file is available in the USIM or in case when SIM is inserted, 

i)
each PLMN in the "User Controlled PLMN Selector with Access Technology" data file, if available in the USIM/SIM (in priority order);

ii)
each PLMN in the "Operator Controlled PLMN Selector with Access Technology " data file, if available in the USIM/SIM (in priority order);

e)
If none of the PLMN selector lists in steps b, c and d is available and the ME supports at least one of the optional "User Controlled PLMN Selector for WLAN access" and "Operator Controlled PLMN Selector for WLAN access" lists in the ME, 

i) each PLMN in the "User Controlled PLMN Selector for WLAN access " data file in the ME (in priority order);

ii)
 each PLMN in the "Operator Controlled PLMN Selector for WLAN access " data file in the ME (in priority order);

f)
Any other PLMN.

If a PLMN was selected before the procedure and if the user does not select a PLMN, the selected PLMN shall be the one that was selected before the PLMN selection procedure started. 
If successful authentication is achieved, the WLAN UE shall indicate the Selected WLAN PLMN.
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