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	Ericsson/Motorola/Nokia
	GTP Enhancements
	Agreed

	N4-010456
	23.060
	R99
	170
	2
	F
	3.7.0
	Clarification on the TEID value of the signalling messages
	Fujitsu
	GTP enhancements
	Agreed

	N4-010457
	29.060
	R99
	182
	1
	F
	3.7.0
	GSN Address in Error Indication
	Ericsson
	GSM Maint GPRS
	Revised to Tdoc

N4-010458

	N4-010458
	29.060
	R99
	182
	2
	F
	3.7.0
	GSN Address in Error Indication
	Ericsson
	GSM Maint GPRS
	Agreed

	N4-010459
	For information
	
	
	
	
	
	S2 CR about: Clarification of Error Indication
	Ericsson
	GTP enhancements
	Noted

	N4-010460
	29.060
	
	186
	
	F
	3.7.0
	Clarification of Error Indication
	Ericsson
	GSM Maint GPRS
	Agreed

	N4-010461
	29.060
	R99
	192
	1
	F
	3.7.0
	Clarifications on the GTP message treatment
	Motorola
	GTP Enhancements
	Withdrawn

	N4-010462
	29.002
	Rel-4
	
	
	
	for information
	Maximum numbers of LCS Clients calculation
	NTC
	LCS
	Noted

	N4-010463
	23.018
	Rel4
	066
	1
	B
	4.1.0
	Positive authentication reporting
	Vodafone
	Enhanced HE control of security
	Withdrawn

	N4-010464
	29.002
	Rel4
	235
	2
	B
	4.2.1
	Positive authentication reporting
	Vodafone
	Enhanced HE control of security
	Withdrawn

	N4-010465
	29.002
	Rel-4
	236
	
	
	4.2.1
	Requesting node type and address in authentication set request
	Vodafone
	Enhanced HE control of security
	Agreed

	N4-010466
	29.002
	Rel-4
	168
	3
	C
	4.2.0
	CR to 29.002 on Security Header modification
	Siemens
	Security
	Witdrawn

	N4-010467
	23.018
	R99
	070
	
	
	
	
	CN2/Alcatel
	
	Withdrawn

	N4-010468
	23.018
	Rel-4
	071
	
	
	
	
	CN2/Alcatel
	
	Withdrawn

	N4-010469
	29.002
	R99
	261
	
	F
	
	Correction to D-CSI
	CN2/Alcatel
	Camel Phase 3
	Revised to Tdoc

N4-010484

	N4-010470
	29.002
	Rel-4
	262
	
	A
	
	Correction to D-CSI
	CN2/Alcatel
	Camel Phase 3
	Revised to Tdoc

N4-010485

	N4-010471
	23.205
	Rel-4
	
	
	
	1.2.0
	Editorial changes to 23.205 (v1.2.0)
	Ericsson
	Bearer Independent Architecture
	Agreed

	N4-010472
	29.232
	Rel-4
	
	
	
	1.2.0
	Corrections to Modify Bearer Procedure (29.232 V 1.2.0)
	Ericsson
	Bearer Independent Architecture
	Agreed

	N4-010473
	23.205
	
	
	
	
	
	Editorial updates on 23.205v1.2.0 to be aligned with BICC CS2 last version issued in Gold Coast meeting
	Rapporteur
	BICSCN
	Agreed

	N4-010474
	29.060
	R99
	…
	
	F
	3.7.0
	Modification of inter-SGSN relocation Cancel
	Motorola
	GTP Enhancements
	Postponed to

CN4#08

	N4-010475
	29.060
	Rel-4
	…
	
	F
	3.7.0
	Modification of inter-SGSN relocation Cancel
	Motorola
	TEI
	Postponed to

CN4#08

	N4-010476
	29.205
	
	
	
	
	1.2.0
	23.205, Multiparty alternative
	Nortel Networks
	29.205
BISCSN
	Agreed

	N4-010477
	
	
	
	
	
	
	Meeting Schedule 2001
	Chairman
	
	Noted

	N4-010478
	
	
	
	
	
	
	Output Document List CN4#07
	Chairman
	
	Revised to Tdoc

N4-010488

	N4-010479
	
	
	
	
	
	For information
	Additional parameters in Authenticaiton Failure Report
	Ericsson
	
	Noted

	N4-010480
	29.232
	
	
	
	
	
	TS 29.232 v1.3.0
	Vodafone
	
	Agreed

	N4-010481
	23.205
	Rel-4
	
	
	
	
	23.205 version 2.0.0
	Rapporteur
	Bearer Independent Architecture
	Agreed

	N4-010482
	
	
	
	
	
	
	
	
	
	Not used

	N4-010483
	
	
	
	
	
	
	LS to SA1 on Maximum number of LCS clients calculation
	CN4
	Output LS
	Approved

	N4-010484
	29.002
	R99
	261
	1
	F
	
	Correction to D-CSI
	CN2/Alcatel
	Camel Phase 3
	Agreed

	N4-010485
	29.002
	Rel-4
	262
	1
	A
	
	Correction to D-CSI
	CN2/Alcatel
	Camel Phase 3
	Agreed

	N4-010486
	
	
	
	
	
	
	Updates of 29.205 0.2.0
	Rapporteur
	Bearer Independent Architecture
	Agreed

	N4-010487
	
	
	
	
	
	
	3GPP workplan 
	CN4 Chairman
	
	Agreed

	N4-010488
	
	
	
	
	
	
	Output Document List CN4#07
	Chairman
	
	Agreed
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