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6.11.5
PAN related reaction times

A mobile station that receives a PAN corresponding to an uplink TBF operating in  RL TBF mode shall be ready to re-send the first missing uplink RLC data block in the TDMA frame indicated in Table 6.11.5.1 where N = the last TDMA frame of the downlink block containing the PAN. This same MS reaction time shall apply for the case where an MS receives a PUAN during an uplink TBF operating in RL TBF mode. 
Table 6.11.5.1: Reaction Time for receiving a downlink PAN


	PAN block format
	Full-rate PDCH uplink block with TDMA frame number

	BTTI
	(N+5 or N+6) mod 2715648

	RTTI 
	(N+5 or N+6) mod 2715648


A mobile station that detects a missing/erroneous RLC data block for a downlink TBF operating in RL TBF mode shall be ready to send an uplink RLC data block with a PAN reflecting the missing/erroneous block in the TDMA frame indicated in Table 6.11.5.2 where N = the last TDMA frame of the downlink block in which the MS detected the problem. 

Table 6.11.5.2: Reaction Time for detecting a downlink problem


	Downlink TBF block format
	Full-rate PDCH uplink block with TDMA frame number

	BTTI
	(N+5 or N+6) mod 2715648

	RTTI
	(N+5 or N+6) mod 2715648
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