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	Reason for change:
(

	Upon further reading the CR in GP-092452 agreed at GERAN #44 it seems the specific change made can still have either of the following meanings:

Meaning 1: When an MS receives a consistent set of PMO messages then only the highest numbered instance of a PMO in the set (i.e. the PMO message instance having the highest PMO_INDEX value) that contains the Repeated E-UTRAN Neighbour Cells IE shall be used to modify the E-UTRAN Neighbour Cell list received from SI2quater.
Meaning 2: When an MS receives a consistent set of the PMO messages then all instances of PMO in the set that contain the Repeated E-UTRAN Neighbour Cells IE shall be used cumulatively to modify the E-UTRAN Neighbour Cell list received from SI2quater.

Meaning 2 is what was originally intended and as such additional changes to section 5.6.3.1a are necessary to make this clear. In addition, a definition of a consistent set of PMO messages means needs to be provided. 


	
	

	Summary of change:
(

	It is clarified that when an MS receives a consistent set of PMO messages then all instances of PMO in the set that contain the Repeated E-UTRAN Neighbour Cells IE shall be used cumulatively to modify the E-UTRAN Neighbour Cell list received from SI2quater and a definition of a consistent set of PMO messages means is provided.
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not approved:
	It will not be clear how an MS is to process a consistent set of PMO messages to modify the E-UTRAN Neighbour Cell list received from SI2quater.
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5.6.3.1a
Deriving the E-UTRAN Neighbour Cell list from the Repeated E-UTRAN Neighbour Cell information

The E-UTRAN Neighbour Cell list is given by one or more instances of the SI2quater message with the same 3G_BA_IND value, see 3GPP TS 44.018.

The mobile station shall always modify this list upon reception of a PACKET MEASUREMENT ORDER message (see Note 1) with the same 3G_BA_IND value as in the last received SI2quater message, using each E-UTRAN Parameters Description IE received in this message. Only the latest PACKET MEASUREMENT ORDER message shall be used to modify the E-UTRAN Neighbour Cell list received from SI2quater.
The E-UTRAN Neighbour Cell list may contain up to 8 E-UTRAN frequencies. Each frequency described by a Repeated E-UTRAN Neighbour Cell IE is added to the E-UTRAN Neighbour Cell list in the order in which they appear in the message. Different instances of the Repeated E-UTRAN Neighbour Cells IE shall be evaluated in ascending order of the PMO_INDEX of the PACKET MEASUREMENT ORDER message that they are received in.

In case the same E-UTRAN frequency occurs more than once in the resulting E-UTRAN Neighbour Cell list, each occurrence shall be assigned an index but only the E-UTRAN frequency with the highest index in the E-UTRAN Neighbour Cell list shall be referred to in measurement reports. 
The mobile station behaviour is not specified if the number of E-UTRAN frequencies exceeds the MS monitoring capabilities as defined in 3GPP TS 45.008.
Note 1: Multiple instances of a PACKET MEASUREMENT ORDER message may be received as described in sub-clause 11.2.9b.
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