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14.18.5
Blocking and spurious response

14.18.5.1
Definition and applicability

Blocking is a measure of the ability of the receiver to receive a modulated wanted input signal in the presence of an unwanted input signal, on frequencies other than those of the spurious responses or the adjacent channels, without exceeding a given degradation. “Wanted signal” in this test is the signal generated by the transmitted RLC data blocks.

The requirements and this test apply to all types of GSM400, GSM900, DCS1800 and PCS1900 which are capable of EGPRS operation. 

14.18.5.2
Conformance requirement

1.
The blocking characteristics of the receiver are specified separately for in-band and out-of-band performance as identified in GSM 05.05 section 5.1.

2.
The block error rate (BLER) performance for PDTCH/MCS1 to 4 shall not exceed 10 %  and for PDTCH/MCS5 to 9 shall not exceed 10% or 30% depending on Coding Schemes and for USF/MCS1 to 9 shall not exceed 1%  when the following signals are simultaneously input to the receiver; GSM 05.05, 6.2.:

-
a useful signal at frequency f0, 3 dB above the reference sensitivity level specified in Table 14.18-3a for GMSK modulation and Table 14.18-3b for 8-PSK modulation for PDTCH channels; and in Tables 14.18-4a for GMSK modulation & 14.18-4b for 8-PSK modulation for USF channel with correction values as specified in GSM 05.05 section 6.2;

-
a continuous, static sine wave unwanted signal at a level as in the table 14.18-9 below and at a frequency (f) which is an integer multiple of 200 kHz.


with the following exceptions, called spurious response frequencies:-

a)
GSM 400: inband, for a maximum of three occurences. GSM05.05, Section 5.1.

GSM 900: in band, for a maximum of six occurrences (which if grouped shall not exceed three contiguous occurrences per group). GSM05.05, Section 5.1.


DCS 1 800 & PCS 1900: in band, for a maximum of twelve occurrences (which if grouped shall not exceed three contiguous occurrences per group). GSM05.05, Section 5.1.

b)
out of band, for a maximum of 24 occurrences (which if below f0 and grouped shall not exceed three contiguous occurrences per group). GSM05.05, Section 5.1.


where the above performance shall be met when the continuous sine wave signal (f) is set to a level of 70 dBµV (emf) (i.e. ‑43 dBm). GSM 05.05, 5.1.

14.18.5.3
Test purpose

1.
To verify that the in band blocking performance is met without exceeding the total number of allowed in band spurious responses. An allowance is made for the statistical significance of the test.

2.
To verify that at selected out of band frequencies, the out of band blocking performance is met without exceeding the total number of allowed out of band spurious responses. An allowance is made for the statistical significance of the test.

NOTE:
Not all of the possible out of band frequencies are tested as this results in excessive test time. However, the total number of out of band spurious responses, specified in GSM 05.05, are allowed to ensure a fair test of the MS.

14.18.5.4
Method of test

Initial conditions

For both GMSK and 8-PSK modulations, a downlink TBF is set up according to the generic procedure specified in section 40 for packet switched, except the BCCH frequency list shall be empty, on an arbitrary ARFCN in the range supported by the MS. The power control level is set to maximum power.

The SS transmits EGPRS RLC data blocks containing random data.

In addition to the wanted Test Signal, the SS transmit a static unmodulated continuous interfering signal (Standard Test Signal I0).

Test procedure

For GMSK Modulation:

a)
The SS is set to produce a TUhigh GMSK wanted signal and a static interfering signal at the same time. The SS sets the amplitude of the wanted signal to 4 dB above the reference sensitivity level specified in Table 14.18-3a for PDTCH channel and in Table 14.18-4a for USF channel with correction values as specified in GSM 05.05 section 6.2;

b)
The SS transmits packets on PDTCH using MSC-4 coding to MS on all allocated timeslots.

c)
The unwanted signal is of frequency FB. It is applied in turn on the subset of frequencies calculated at step d) in the overall range 100 kHz to 12,75 GHz, where FB is an integer multiple of 200 kHz.


However, frequencies in the range FR +/- 600 kHz are excluded.

NOTE:
Allowance must be made for possible spurious signals arising from the SS. These are particularly likely at sub harmonic frequencies nFB where n = 2, 3, 4, 5, etc.

d)
The frequencies at which the test is performed (adjusted to an integer multiple of 200 kHz channels most closely approximating the absolute frequency of the calculated blocking signal frequency) are the combined frequencies from i), ii) and iii) which follow:

i)
The total frequency range formed by:

P-GSM 900 & GSM400: the frequencies between Flo + (IF1 + IF2 + ... +IFn +12,5 MHz)


and Flo - (IF1 + IF2 + ... + IFn + 12,5 MHz).

E-GSM 900: the frequencies between Flo + (IF1 + IF2 + ... +IFn +17,5 MHz)


and Flo - (IF1 + IF2 + ... + IFn + 17,5 MHz).

DCS 1 800
& PCS 1900: the frequencies between Flo + (IF1 + IF2 + ... +IFn +37,5 MHz)


and Flo - (IF1 + IF2 + ... + IFn + 37,5 MHz).

and

the frequencies + 100 MHz and - 100 MHz from the edge of the relevant receive band.

Measurement are made at 200 kHz intervals.

ii)
The three frequencies IF1, IF1 + 200 kHz, IF1 - 200 kHz.

iii)
The frequencies:


mFlo + IF1,


mFlo - IF1,


mFR,


where m is all positive integers greater than or equal to 2 such that either sum lies in the range 100 kHz to 12,75 GHz.


The frequencies in step ii) and iii) lying in the range of frequencies defined by step i) above need not be repeated.

Where:


Flo -
local oscillator applied to first receiver mixer


IF1 ... IFn -
are the n intermediate frequencies


Flo, IF1, IF2 ... IFn
shall be declared by the manufacturer in the PIXIT statement GSM 11.10 annex 3.

e)
The level of the unwanted signal is set according to table 14.18-9.
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