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	**** First modified section ****


10.5.2.22c
NT/N Rest Octets

The NT/N Rest Octets information element is a type 5 information element with 20 octets length.

	NT/N Rest Octets ::=


{0 I 1<NLN(NCH) : bit (2)>}


<list of Group Call NCH information>


<Spare padding>;

	<List of Group Call NCH information> ::=


0 | 1 <Group Call information> <List of Group Call NCH information> ;

	NLN(NCH)

This field gives the NLN value to be used as specified in sub-clause3.3.3

	<Group Call information>

See sub-clause 9.1.21a


	**** Next modified section ****


10.5.2.23
P1 Rest Octets

The P1 Rest Octets information element contains information about the status of information on an existing NCH, priority levels and packet page indications applied for mobile station identities and spare bits.

The P1 Rest Octets information element is a type 5 information element with 0-17 octets length.

	{
<P1 Rest Octets> ::=


{L I H <NLN(PCH) : bit (2)> <NLN status(PCH) : bit>}


{L I H <Priority1 ::= Priority>}


{L I H <Priority2 ::= Priority>}


{L | H <Group Call information>}


< Packet Page Indication 1 : {L | H} >


< Packet Page Indication 2 : {L | H} >


<spare padding>;

}
-- truncation allowed, bits 'L' assumed



	<Priority> ::= <bit (3)>;



	<Group Call information>

See sub-clause 9.1.21a




NOTE:
The value 17h shall not be used as a value of the first octet when this information element is used in the PAGING REQUEST TYPE 1 message. This will prevent mobile stations misinterpreting this information as the Mobile Identity IEI.

Table 10.5.2.23.1: P1 Rest Octets information element

	NLN(PCH)
Notification List Number
The presence of the NLN(PCH) field indicates that if an NCH is present, reduced NCH monitoring can be used, and gives the NLN(PCH) value, to be used as specified in sub-clause 3.3.3.

Priority:
Priority i relates to Mobile Station Identity i (i = 1, 2)


0 0 0

no priority applied

0 0 1

call priority level 4

0 1 0

call priority level 3

0 1 1

call priority level 2

1 0 0

call priority level 1

1 0 1

call priority level 0

1 1 0

call priority level B

1 1 1

call priority level A

The Packet Page Indication i field relates to Mobile Station Identity i (i = 1, 2) and indicates the kind of paging procedure associated with the mobile station identity. If the identity is not IMSI the Packet Page Indication has no meaning and is ignored.


L


paging procedure for RR connection establishment;

H


packet paging procedure.


	**** Next modified section ****


10.5.2.24
P2 Rest Octets

The P2 Rest Octets information element contains information on the channel needed by the network and information about the status of information on an existing NCH, priority levels and packet page indications applied for mobile station identities and spare bits.

The P2 Rest Octets information element is a type 5 information element with 1-11 octets length.

	{
<P2 Rest Octets> ::=


{L I H <CN3: bit (2)>}


{L I H <NLN(PCH) : bit (2)> <NLN status(PCH) : bit>}


{L I H <Priority1 ::= Priority>}


{L I H <Priority2 ::= Priority>}


{L I H <Priority3 ::= Priority>}


< Packet Page Indication 3 : {L | H} >


<spare padding>;

}
-- truncation allowed, bits 'L' assumed
<Priority> ::= <bit(3)>;


NOTE:
The value 17h shall not be used as a value of the first octet when this information element is used in the PAGING REQUEST TYPE 2 message. This will prevent mobile stations misinterpreting this information as the Mobile Identity IEI.

Table 10.5.2.24.1: P2 Rest Octets information element

	CN3
Channel Needed for Mobile Identity 3
The values and semantics used in the CN3 field are those of the CHANNEL field of Channel Needed IE (see sub-clause 10.5.2.8). The CN3 field is associated with the Mobile Identity 3 IE of the PAGING REQUEST TYPE 2 message.

If the CN3 field is not present, the default value is 00 (any channel).

NLN(PCH)
Notification List Number
See P1 Rest Octets.

Priority:
Priority i relates to Mobile Station Identity i (i = 1, 2, 3)

0 0 0
no priority applied

0 0 1
call priority level 4

0 1 0
call priority level 3

0 1 1
call priority level 2

1 0 0
call priority level 1

1 0 1
call priority level 0

1 1 0
call priority level B

1 1 1
call priority level A

The Packet Page Indication 3 field relates to Mobile Station Identity 3 and indicates the kind of paging procedure associated with the mobile station identity. If the identity is not IMSI the Packet Page Indication has no meaning and is ignored.


L


paging procedure for RR connection establishment;

H


packet paging procedure.


	**** Next modified section ****


10.5.2.25
P3 Rest Octets

The P3 Rest Octets information element contains information on the channel needed by the network and information about the status of information on an existing NCH, priority levels applied for mobile station identities and spare bits. The purpose of the spare bits is to allow the upward compatible introduction of new information on the PCH in later phases.

The P3 Rest Octets information element is a type 5 information element with 3 octets length.

	<P3 Rest Octets> ::=


{L I H <CN3 : bit (2)> <CN4 : bit (2)>}


{L I H <NLN(PCH) : bit (2)> <NLN status(PCH) : bit>}


{L I H <Priority1 ::= Priority>}


{L I H <Priority2 ::= Priority>}


{L I H <Priority3 ::= Priority>}


{L I H <Priority4 ::= Priority>}


<spare padding>;

<Priority> ::= <bit(3)>;


Table 10.5.2.25.1: P3 Rest Octets information element

	CN3 Channel Needed for Mobile Identity 3

The values and semantics used in the CN3 field are those of the CHANNEL field of Channel Needed IE (see 10.5.2.8). The CN3 field is associated with the Mobile Identity 3 IE of the PAGING REQUEST TYPE 3 message.

If the CN3 field is not present, the default value is 00 (any channel)

CN4 Channel Needed for Mobile Identity 4

The values and semantics used in the CN43 field are those of the CHANNEL field of Channel Needed IE (see 10.5.2.8). The CN4 field is associated with the Mobile Identity 4 IE of the PAGING REQUEST TYPE 3 message.

If the CN4 field is not present, the default value is 00 (any channel)

NLN(PCH) Notification List Number

See P1 Rest Octets

Priority:
Priority i relates to Mobile Station Identity i
i (i = 1,2,3,4)

0 0 0
no priority applied

0 0 1
call priority level 4

0 1 0
call priority level 3

0 1 1
call priority level 2

1 0 0
call priority level 1

1 0 1
call priority level 0

1 1 0
call priority level B

1 1 1
call priority level A




	**** Next modified section ****


10.5.2.35a
SI 6 Rest Octets

The SI 6 Rest Octet information element may contain information concerning the paging, notification channels, VBS and VGCS services of the cell.

The SI 6 Rest Octets information element is a type 5 information element with 7 octets length.

The value part is as shown below:

Table 10.5.2.35a.1: SI 6 Rest Octets information element content

	<SI6 rest octets> ::=



(L I H <PCH and NCH info>}



(L I H <VBS/VGCS options : bit(2)>}


( < DTM_support : bit == L >


I < DTM_support : bit == H >



< RAC : bit (8) >



< MAX_LAPDm : bit (3) > }



< Band indicator >


< spare padding >;



	<PCH and NCH info> ::=


<Paging channel restructuring>


<NLN(SACCH) : bit(2)>


{0 I 1 <Call priority : bit (3)>}


<NLN status(SACCH) : bit >;



	<paging channel restructuring> ::=


1|

-- paging channel is restructured


0

-- paging channel is not restructured



	<VBS/VGCS options> ::=


<inband notifications>


<inband pagings>;



	<inband notifications>::=


0|
--
the network does not provide notification on FACCH so that the mobile should




inspect the NCH for notifications


1
--
the mobile shall be notified on incoming high priority VBS/VGCS calls through 





NOTIFICATION/FACCH, the mobile need not to inspect the NCH



	<inband pagings>::=


0|

--
the network does not provide paging information on FACCH so that the mobile





should inspect the PCH for pagings


1

--
the mobile shall be notified on incoming high priority point-to-point calls





through NOTIFICATION/FACCH, the mobile need not to inspect the PCH



	< Band indicator > ::=


< BAND_INDICATOR : bit == L >


-- ARFCN indicates 1800 band


| < BAND_INDICATOR : bit == H > ;


-- ARFCN indicates 1900 band


Table 10.5.2.35a.2: SI 6 Rest Octets information element details

	Attributes, field contents:
1.
For <NLN(SACCH): bit(2)>: see 10.5.2.23.

2.
For <call priority>: see 10.5.2.23. Indication of the highest priority associated with VBS/VGCS calls in a cell.

	DTM_support (1 bit field)
This field indicates whether DTM is supported in the serving cell (i.e. whether the MS is allowed to initiate the packet request procedure while in dedicated mode). It is coded as follows:

Bit

0


L
DTM is not supported in the serving cell


H
DTM is supported in the serving cell

	RAC (8 bit field)
This field codes the Routeing Area Code of the RA to which the serving cell belongs (see 3GPP TS 23.003).

	MAX_LAPDm (3 bit field)
This field indicates the maximum number of LAPDm frames on which a layer 3 can be segmented into and be sent on the main DCCH. It is coded as follows:

Bit
2 1 0
0 0 0
Any message segmented in up to 5 LAPDm frames (default value).
0 0 1
Any message segmented in up to 6 LAPDm frames.
0 1 0
Any message segmented in up to 7 LAPDm frames.
0 1 1
Any message segmented in up to 8 LAPDm frames.
1 0 0
Any message segmented in up to 9 LAPDm frames.
1 0 1
Any message segmented in up to 10 LAPDm frames.
1 1 0
Any message segmented in up to 11 LAPDm frames.
1 1 1
Any message segmented in up to 12 LAPDm frames.

If this parameter has not yet been received by the MS in the serving cell, the MS shall assume the default value of ‘000’ (5 LAPDm frames)



	BAND_INDICATOR (1 bit field)
The band indicator for 1800 and 1900 associates the ARFCN channel numbers to the DCS 1800 respectively to the PCS 1900 band, see 3GPP TS 45.005.
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