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Fallback to GERAN-CS in 3GPP TS 23.401

Introduction

This discussion paper is outlining the impacts to 3GPP TS 23.401 when adding support for Fallback to CS (Changing Room solution) as described in GP-070675 presented at GERAN#34 in Shenzhen.

As a basis for the description, the paper S2-072509 submitted to TSG SA2#58 taking place between the 25th and 29th of June has been used.
Note that eventually 3GPP TS 43.129 should also be updated with the description of Inter-Domain Handover in relevant chapters.
Proposed Changes
********************** START OF FIRST CHANGE ********************************
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********************** END OF FIRST CHANGE ********************************

********************** START OF SECOND CHANGE ********************************
5.5.2.3 E-UTRAN to GERAN A/Gb mode Inter RAT handover based on PS handover
5.5.2.3.1
General

Pre-conditions:

· The UE is in LTE_ACTIVE state (E-UTRAN mode).

· The BSS must support PFM, Packet Flow Management, procedures.

5.5.2.3.2
Preparation phase
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Figure 5.5.2.3.2-1: E-UTRAN to GERAN A/Gb Inter RAT HO, preparation phase
1)
The source eNodeB decides to initiate a PS handover to the target GERAN A/Gb mode (2G) system. At this point both uplink and downlink user data is transmitted via the following: Bearer(s) between UE and Source eNodeB, GTP tunnel(s) between Source eNodeB, Serving GW and PDN GW.
2)
The source eNodeB sends a Relocation Required (Cause, Target System Identifier, Source eNodeB Identifier, Source to Target Transparent Container, Direct Forwarding Flag) message to the Source MME to request the CN to establish resources in the Target BSS, Target SGSN and the Serving GW.
The ‘Target System Identifier’ IE contains the identity of the target global cell Id.


The ‘Direct Forwarding Flag’ IE indicates if Direct Forwarding of payload PDUs to Target side shall be used or not.

Editor’s node: It is FFS if the eNodeB needs to send the “Direct Forwarding Flag” to MME, or if the EPC has that knowledge.

3)
The Source MME will forward the request to the target SGSN using the message Forward Relocation Request (IMSI, Target Identification (shall be set to “empty”), MM Context, PDP Context, PDP Context Prioritization, Tunnel Endpoint Identifier Control Plane, MME Address for Control plane, Source to Target Transparent Container, Packet Flow ID (if available), XID parameters (if available), Cell Identification). This message includes all (Release 8) PDP contexts corresponding to the bearers established in the source system and the uplink Tunnel endpoint parameters of the Serving GW.

The MM context contains security related information, e.g. supported ciphering algorithms as described in 3GPP TS 29.060 [10]. The relation between GSM and EPS security parameters is FFS.

The target SGSN selects the ciphering algorithm to use. This algorithm will be sent transparently from the target SGSN to the UE in the NAS container for PS Handover (part of the Target to Source Transparent Container). The IOV-UI parameter, generated in the target SGSN, is used as input to the ciphering procedure and it will also be transferred transparently from the target SGSN to the UE in the NAS container for PS Handover.

Editor’s note: This needs to be aligned with security requirements for Release 8.
4)
The Target SGSN will request the Target BSS to establish the necessary resources (PFCs) by sending the message PS Handover Request (TLLI, IMSI, Cause, Target Cell Identifier, PFCs to be set-up list, Source to Target Transparent Container and NAS container for PS Handover).
4a)
Based upon the ABQP for each PFC the target BSS makes a decision about which PFCs to assign radio resources. The algorithm by which the BSS decides which PFCs that need resources is implementation specific. Due to resource limitations not all downloaded PFCs will necessarily receive resource allocation. The Target BSS allocates TBFs for each PFC that it can accommodate. The Target BSS may at this point decide that the voice component of the connection shall be transferred to the CS Domain, in this case the Target BSS will also allocate CS radio resources. In the case that CS radio resources are also allocated, the CS and PS radio resources must be allocated according to the mobile stations DTM multislot class (see 3GPP TS 45.002).
The Target BSS shall prepare the Target to Source Transparent Container which contains either a PS Handover Command or an Inter-Domain Handover Command including the CN part (NAS container for PS HO) and the RN part (PS Handover Radio Resources).

The Target BSS shall send the PS Handover Request Acknowledge message (Local TLLI, List of Set Up PFCs, Target to Source Transparent Container) message to the Target SGSN. Upon sending the PS Handover Request Acknowledge message the Target BSS shall be prepared to receive downlink LLC PDUs from the Target SGSN for the accepted PFCs.

Any PDP contexts for which a PFC was not established are maintained in the Target SGSN and the related SAPIs and PFIs are kept. These PDP contexts may be modified or deactivated by the Target SGSN via explicit SM procedures upon the completion of the routing area update (RAU) procedure.


5)
In case the “Direct Forwarding” is not applicable, the Target SGSN shall inform the Serving GW regarding the downlink payload parameters by sending the message Create Bearer Request (Cause, SGSN Address and TEID(s) for User Traffic).

5a)
The Serving GW returns the forwarding payload parameters by sending the message Create Bearer Response (Cause, Serving GW Address and TEID(s) for Data Forwarding). If the Serving GW doesn’t support data forwarding, an appropriate cause value shall be returned and the Serving GW Address and TEID(s) will not be included in the message.
NOTE:
It's currently an open issue if the source MME or the target SGSN updates the Serving GW about the mapping between bearers and PDP contexts.

6)
The Target SGSN completes the preparation phase by sending the message Forward Relocation Response (Cause, Tunnel Endpoint Identifier Control Plane, SGSN Address for Control Plane, Target to Source Transparent Container, BSSGP Cause, List of set-up PFIs, Address and TEID(s) for User Traffic Data Forwarding, ) to the Source MME.



If ‘Direct Forwarding’ is applicable, then the IEs ‘Address and TEID(s) for User Traffic Data Forwarding’ contains the GTP-U tunnel endpoint parameters to the Target SGSN. Otherwise the IEs ‘Address and TEID(s) for User Traffic Data Forwarding ‘ contains the GTP-U tunnel endpoint parameters to the Serving GW (see step 5a).


Editor's note: The ordering of step 5 and step 6 is FFS, i.e. if the Source MME or Target SGSN will inform the Serving GW regarding the data forwarding tunnel end-points parameters.
5.5.2.3.3
Execution phase
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Figure 5.5.2.3.3-1: E-UTRAN to GERAN A/Gb mode Inter RAT HO, execution phase
1)
The Source MME completes the preparation phase towards Source eNodeB by sending the message Relocation Command (Target to Source Transparent Container (PS Handover Command with RN part and EPC part), Bearers Subject to Data Forwarding List). "Bearers Subject to Data forwarding list" may be included in the message and it shall be a list of ‘Address and TEID(s) for user traffic data forwarding’ received from target side in the preparation phase (Step 6). 
Source eNodeB initiate data forwarding for the bearers specified in the “Bearers Subject to Data Forwarding List”. The data forwarding may go directly i.e. to target SGSN or alternatively go via the Serving GW if so decided by source MME and/or target SGSN in the preparation phase. 
2)
 The source eNodeB sends the Handover from E-UTRAN Command message that includes a PS Handover Command (RN part and CN part) or Inter-Domain Handover Command (RN part and CN part) to the UE.
3)
The Source eNodeB informs the Source MME which then informs the Target SGSN regarding "delivery order" parameters in the message Forward SRNS Context. 

The need for step 3 is FFS.
4)
The UE moves to the PS resources allocated in the Target GERAN A/Gb (2G) system and executes the handover according to the parameters provided in the message delivered in step 2. The procedure is the same as in step 6 in subclause 5.3.2.2 in TS 43.129 [8] with the additional function of association of the received PFI and existing Bearer Id related to the particular NSAPI. Relation between NSAPI, PFI and Bearer Id is FFS.
5)
When the UE has successfully accessed the Target BSS, it sends the message XID response. Upon sending the XID Response message, the UE shall resume the user data transfer only for those NSAPIs for which there are radio resources allocated in the target cell. For NSAPIs using LLC ADM, for which radio resources were not allocated in the target cell, the MS may request for radio resources using the legacy procedures. 
If the Target SGSN indicated XID Reset (i.e. reset to default XID parameters) in the NAS container included in the Handover from E-UTRAN Command message, and to avoid collision cases the mobile station may avoid triggering XID negotiation for any LLC SAPI used in LLC ADM, but wait for the SGSN to do so (see bullet 12). In any case the mobile station may avoid triggering XID negotiation for any LLC SAPI used in LLC ABM, but wait for the SGSN to do so (see bullet 12a).
This step is the same as specified in clause 5.3.2.2 in TS 43.129 [8].

6)
Upon reception of the first correct RLC/MAC block (sent in normal burst format) from the UE to the Target BSS, the Target BSS informs the Target SGSN by sending the message PS Handover Complete (IMSI and Local TLLI).

7)
The Target BSS also relays the message XID Response to the Target SGSN. Note, the message in step 6 and 7 may arrive in any order in the Target SGSN.

8)
Then the Target SGSN knows that the UE has arrived to the target side and Target SGSN informs the Source MME by sending the message Forward Relocation Complete. The Source MME will also acknowledge that information. Further action in the Source MME continues at step 13.
9)
The Target SGSN will now complete the PS Handover procedure by informing the Serving GW that the Target SGSN is now responsible for all the PDP Context the UE have established. This is performed in the message Update Bearer Request (Cause, Tunnel Endpoint Identifier Control Plane, NSAPI, SGSN Address for Control Plane, SGSN Address and TEID(s) for User Traffic, and RAT type).
10)
The Serving GW informs the PDN GW the change of for example the RAT type that e.g. can be used for charging, by sending the message Update Bearer Request. The PDN GW must acknowledge the request with the message Update Bearer Response. This is FFS. 
11)
The Serving GW acknowledges the user plane switch to the Target SGSN via the message Update Bearer Response (Cause, Tunnel Endpoint Identifier Control Plane, and Serving GW Address for Control Plane). At this stage the user plane path is established for all PDP contexts between the UE, Target BSS, Target SGSN, Serving GW and PDN GW.


12)
If the Target SGSN indicated XID Reset (i.e. reset to default XID parameters) in the NAS container included in the Handover from E-UTRAN Command message, then on receipt of the PS Handover Complete the Target SGSN initiates an LLC/SNDCP XID negotiation for each LLC SAPI used in LLC ADM. In this case if the Target SGSN wants to use the default XID parameters, it shall send an empty XID Command. If the Target SGSN indicated 'Reset to the old XID parameters' in the NAS container, no further XID negotiation is required for LLC SAPIs used in LLC ADM only.

12a)
The Target SGSN (re-)establishes LLC ABM for the PDP contexts which use acknowledged information transfer. During the exchange of SABM and UA the SGSN shall perform LLC/SNDCP XID negotiation.

These steps (12 and 12a) are the same as specified in clause 5.3.2.2 in TS 43.129 [8].

13)
After the source MME has received the Forward Relocation Complete message, it sends a Release Resources message to the source eNodeB.  When the Release Resources message has been received and there is no longer any need for the eNodeB to forward data, the Source eNodeB releases its resources.
14)
The UE sends a Routing Area Update Request message that triggers a subset of Routing Area Update procedure in target SGSN as described in 3GPP TS 23.060 [7]. Part of the Routing Area Update procedure is the Cancel Location message from HSS. When the Source MME receives the Cancel Location message the source MME releases the bearer(s) in the Serving GW by sending a Delete Bearer Request message. Note that only the signalling relationship is released between the Serving GW and the source MME, but the UE context continues to exist in the Serving GW.


It is FFS when the bearer(s) between Source MME and Serving GW shall be released if the Cancel Location message is not received.
15)
In case the Handover from E-UTRAN Command included an Inter-Domain Handover Command message in step 2, the UE initiates the set-up of the CS bearer by sending an RR SABM (including an MM CM Service Request) message on the CS resources assigned in step 2 (this step shall include Authentication and the initiation of Ciphering).
16)
In case the Handover from E-UTRAN Command included an Inter-Domain Handover Command message in step 2 and when the CS bearer set-up sequence is finalized, the UE starts the Domain Transfer procedure as specified in 3GPP TS 23.206 and moves the voice component of the connection to the allocated CS resources.
5.5.2.4
GERAN A/Gb mode to E-UTRAN Inter RAT Handover based on PS handover

5.5.2.4.1
General

Pre-conditions:

-
The UE is in READY state (GERAN A/Gb mode).

-
The UE has at least one PDP Context established.

-
The BSS must support PFM, Packet Flow Management, procedures.

5.5.2.4.2
Preparation phase
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Figure 5.5.2.4.2-1: GERAN A/Gb mode to E-UTRAN Inter RAT HO, preparation phase

1) 
The source access system, Source BSS, decides to initiate a PS handover to the E-UTRAN. At this point both uplink and downlink user data is transmitted via the following: Bearers between UE and Source BSS, BSSGP PFC tunnel(s) between source BSS and source SGSN, GTP tunnel(s) between Source SGSN, Serving GW and PDN GW.

2)
The source BSS sends the message PS handover Required (TLLI, Cause, Source Cell Identifier, Target eNodeB Identifier, Source to Target Transparent Container, and Active PFCs List ) towards Source SGSN to request the CN to establish resources in the Target eNodeB, Target MME and the Serving GW.

3)
The Source SGSN will forward the request to the Target MME using the message Forward Relocation Request (IMSI, Target Identification, MM Context, PDP Context, PDP Context Prioritization, Tunnel Endpoint Identifier Control Plane, SGSN Address for Control plane, Source to Target Transparent Container, Packet Flow ID, SNDCP XID parameters, LLC XID parameters). This message includes all (release 8) PDP contexts that are established in the source system and the uplink Tunnel endpoint parameters of the Serving GW. 

The MM context contains security related information, e.g. supported ciphering algorithms as described in 3GPP TS 29.060 [10]. The relation between GSM and EPS security parameters is FFS.

4)
The Target MME will request the Target eNodeB to establish the Bearer(s) by sending the message Relocation Request (UE Identifier, Cause, CN Domain Indicator, Integrity protection information (i.e. IK and allowed Integrity Protection algorithms), Encryption information (i.e. CK and allowed Ciphering algorithms), EPS Bearers to be setup list, Source to Target Transparent Container, Serving GW Address and TEID(s) for User Traffic Data).

The ciphering and integrity protection keys will be sent transparently from the target RNC to the UE in the Target to Source Transparent Container.

4a)
The Target eNodeB allocates the request resources and returns the applicable parameters to the Target MME in the message Relocation Request Acknowledge (Target to Source Transparent Container, EPS Bearers setup list, EPS Bearers failed to setup list).

5)
In case the “Direct Forwarding” is not applicable, the Target MME shall inform the Serving GW regarding the downlink payload parameters by sending the message Create Bearer Request (Cause, eNodeB Address and TEID(s) for User Traffic).

5a)
The Serving GW returns the forwarding payload parameters by sending the message Create Bearer Response (Cause, Serving GW Address and TEID(s) for Data Forwarding). If the Serving GW doesn’t support data forwarding, an appropriate cause value shall be returned and the Serving GW Address and TEID(s) will not be included in the message.
6)
The Target MME completes the preparation phase by sending the message Forward Relocation Response (Cause, List of Set Up PFCs, Tunnel Endpoint Identifier Control Plane, S1-AP cause, MME Address for control plane, Target to Source Transparent Container, Address and TEID(s) for Data Forwarding) to the Source SGSN.

If ‘Direct Forwarding’ is applicable, the IEs ‘Address and TEID(s) for Data Forwarding’ contains the GTP-U tunnel endpoint parameters to the eNodeB. Otherwise the IEs ‘Address and TEID(s) for Data Forwarding’ contains the GTP-U tunnel endpoint parameters to the Serving GW (see step 5a).


Editor's note: The ordering of step 5 and step 6 is FFS, i.e. if the Source SGSN or Target MME will inform the Serving GW regarding the data forwarding tunnel end-points parameters.
5.5.2.4.3
Execution phase
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Figure 5.5.2.4.3-1: GERAN A/Gb mode to E-UTRAN Inter RAT HO, execution phase
1)
The Source SGSN completes the preparation phase towards Source BSS by sending the message PS HO Required Acknowledge (TLLI, List of Set Up PFCs, Target to Source Transparent Container). This message includes all PFIs that could be established on the Target side.

2)
The Source BSS will command the UE to handover to the target eNodeB. The access system specific message to UE includes a transparent container including radio aspect parameters that the Target eNodeB has set-up in the preparation phase. The procedures for this are FFS.

The source SGSN may initiate data forwarding for the PDP contexts. The data forwarding may go directly to target eNodeB or alternatively go via the Serving GW if so decided by source SGSN and/or target MME in the preparation phase.

3)
Source SGSN informs the Target MME regarding source access system contexts in the message Forward SRNS Context. 


The need for this step is FFS.

4)
The UE moves to the E-UTRAN and performs access procedures toward Target eNodeB.

5)
When the UE has got access to Target eNodeB it sends the message HO to E-UTRAN Complete.

6)
When the UE has successfully accessed the Target eNodeB, the Target eNodeB informs the Target MME by sending the message Relocation Complete.

7)
Then the Target MME knows that the UE has arrived to the target side and Target MME informs the Source SGSN by sending the message Forward Relocation Complete. The Source SGSN will also acknowledge that information. When the Forward Relocation Complete message has been received and there is no longer any need for the SGSN to forward data, the SGSN stops data forwarding. Further action in the Source SGSN continues at step 11.

8)
The Target MME will now complete the PS Handover procedure by informing the Serving GW that the Target MME is now responsible for all the EPS bearers the UE have established. This is performed in the message Update Bearer Request ( Cause, Tunnel Endpoint Identifier Control Plane, NSAPI, MME Address for Control Plane, eNodeB Address and TEID(s) for User Traffic, and RAT type).
9)
The Serving GW informs the PDN GW the change of, for example, the RAT type, that e.g. can be used for charging, by sending the message Update Bearer Request. The PDN GW must acknowledge the request with the message Update Bearer Response. This is FFS.

10)
The Serving GW acknowledges the user plane switch to the Target MME via the message Update Bearer Response (Cause, Tunnel Endpoint Identifier Control Plane, and Serving GW Address for Control Plane). At this stage the user plane path is established for all bearers between the UE, Target eNodeB, Serving GW and PDN GW.


11)
After step 7, the Source SGSN will clean-up all its resources towards Source BSS by performing the BSS Packet Flow Delete procedure..

12)
The UE sends a Tracking Area Update Request message that triggers a subset of Tracking Area Update procedure in target MME (see clause 5.3.3). Part of the Tracking Area Update procedure is the Cancel Location message from HSS. When the Source SGSN receives the Cancel Location message the source SGSN releases the bearer(s) in the Serving GW by sending a Delete Bearer Request message. Note that only the signalling relationship is released between the Serving GW and the source MME, but the UE context continues to exist in the Serving GW.


It is FFS when the bearer(s) between Source SGSN and Serving GW shall be released if the Cancel Location message is not received.
********************** END OF SECOND CHANGE ********************************
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