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	Reason for change:
	The A-SE requirement for Band 41 with NS_04 is inconsistent with FCC regulation. The measurement BW in 3GPP is define with 1MHz to measure 0MHz offset from the lower edge of Band 41. In case, some UEs do not satisfy the A-SE requirement evenif apply A-MPR requirements.

	
	

	Summary of change:
	Additional SE requirements have reflected FCC reule in 27.53, but the FCC regulation was changed as below
 “Therefore, we will change the rules to specify that, except for the 2495–2496 MHz band, in the 1 megahertz bands immediately outside and adjacent to the frequency block under use, a resolution bandwidth of at least 2 percent of the fundamental emission be allowed to measure compliance. In the 2495–2496 MHz band, the existing resolution bandwidth requirement of at least 1 percent would still apply.”

So, RAN4 follow the changed the measured frequency band for A-SE in 6.6.3
· A-SE requirements
· Changed the frequency band from 2490.5 to 2496MHz will be reduced as 2490.5 <f< 2495.

	
	 

	Consequences if not approved:
	Commertial Band 41 UE with power class3 and power class 2 do not satisfy the A-SE requirements even if UE received NS_04
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6.6.3.3.19	Minimum requirement (network signalled value "NS_04")
When "NS 04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.19-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.

Table 6.6.3.3.19-1: Additional requirements 
	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	 5, 10, 15, 20 MHz
	

	2490.5 ≤ f < 24956
	-13
	1 MHz

	0 < f < 2490.5
	-25
	1 MHz
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