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<Start of first modified section>
F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.2 UE Maximum Output Power
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

±1.3 dB, 4.2GHz < f ≤ 6GHz
	

	<Unchanged rows omitted>
	<Unchanged rows omitted>
	<Unchanged rows omitted>

	6.6.2.2E Additional Spectrum Emission Mask for UE category 0
	Same as 6.6.2.2
	

	
	

	

	<Unchanged rows omitted>
	<Unchanged rows omitted>
	<Unchanged rows omitted>

	6.6.3EA.1 Transmitter Spurious emissions for UE category M1
	Same as 6.6.3.1
	

	6.6.3G.1 Transmitter Spurious emissions for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	9kHz < f ≤ 4 GHz: ± 2.0 dB

4 GHz < f ≤ 19 GHz: ± 4.0 dB
	

	6.6.3G.2 Spurious emission for V2X Communication / Intra-band contiguous MCC operation
	Same as 6.6.3G.1
	

	6.6.3G.2_1 Spurious emission band UE co-existence for V2X Communication / Sidelink simultaneous with E-UTRA uplink transmissions
	Same as 6.6.3G.1
	

	6.6.3G.3 Spurious emission for V2X Communication / Intra-band contiguous MCC operation
	Same as 6.6.3G.1
	

	6.6.3G.3_1 Spurious emission band UE co-existence for V2X Communication / Intra-band contiguous MCC operation
	Same as 6.6.3G.1
	

	6.6.3.2 Spurious emission band UE co-existence
	± 2.0 dB  for results > -60 dBm, f ≤ 3.0GHz

±2.5 dB, 3.0GHz < f ≤ 4.2GHz
± 3.0 dB  for results ≤ -60 dBm, f ≤ 3.0GHz

±3.6 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.6.3.2A.1 Spurious emission band UE co-existence for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.6.3.2
	

	6.6.3.2A.2 Spurious emission band UE co-existence for CA (inter-band DL CA and UL CA)
	Same as 6.6.3.2
	

	6.6.3.2A.3 Spurious emission band UE co-existence for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.6.3.2
	

	<Unchanged rows omitted>
	<Unchanged rows omitted>
	<Unchanged rows omitted>


<End of modified section>
<Start of second modified section>
F.3.2
Measurement of transmitter

Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	6.2.2 UE Maximum Output Power
	f ≤ 3.0GHz
Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2 dB

Power class 4: [FFS]

3.0GHz < f ≤ 4.2GHz

Power class 3: 23dBm +2/-3 dB

4.2GHz < f ≤ 6GHz

Power class 3: 23dBm ±2 dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

1.0 dB

1.3 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2.7 dB

Power class 4: [FFS]

Power class 3: 23dBm +3.0/-4.0 dB

Power class 3: 23dBm ±3.3 dB

	<Unchanged rows omitted>
	<Unchanged rows omitted>
	<Unchanged rows omitted>
	<Unchanged rows omitted>

	6.6.3EB.3 Additional spurious emissions for UE category 1bis
	Same as 6.6.3.3
	Same as 6.6.3.3
	Same as 6.6.3.3

	6.6.3G.1 Transmitter Spurious emissions for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	9 kHz ( f < 150 kHz:

-36dBm / 1kHz
150 kHz ( f < 30 MHz:

-36dBm / 10kHz
30 MHz ( f < 1 GHz:

-36dBm / 100kHz
1 GHz ( f < 12.75 GHz:

-30dBm / 1MHz

12.75 GHz ≤ f < 26 GHz:

-30dBm / 1MHz
	0 dB
	Formula:

Minimum Requirement + TT

	6.6.3G.2
Spurious emission for V2X Communication / Sidelink simultaneous with E-UTRA uplink transmissions


	Same as 6.6.3G.1
	Same as 6.6.3G.1
	Formula:

Minimum Requirement + TT

	6.6.3G.2_1 Spurious emission band UE co-existence for V2X Communication / Sidelink simultaneous with E-UTRA uplink transmissions
	Same as 6.6.3G.1
	Same as 6.6.3G.1
	Formula:

Minimum Requirement + TT

	6.6.3G.3 Spurious emission for V2X Communication / Intra-band contiguous MCC operation
	Same as 6.6.3G.1
	Same as 6.6.3G.1
	Formula:

Minimum Requirement + TT

	6.6.3G.3_1 Spurious emission for V2X Communication / Intra-band contiguous MCC operation
	Same as 6.6.3G.1
	Same as 6.6.3G.1
	Formula:

Minimum Requirement + TT

	6.6.3.2 Spurious emission band UE co-existence
	-35 dBm / 6.25kHz
-36 dBm / 100kHz
-41 dBm / 300kHz

-37 dBm / 1MHz
-40 dBm / 1MHz
-50 dBm / 1MHz
Frequencies as detailed in core requirement
	0 dB
	Formula:

Minimum Requirement + TT

	<Unchanged rows omitted>
	<Unchanged rows omitted>
	<Unchanged rows omitted>
	<Unchanged rows omitted>


<End of modified section>
