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1. [bookmark: _Toc120549591]Introduction
In RAN1#100e, it was tasked to have email discussion on three issues related to the support of unaligned frame boundary with slot alignment and partial SFN alignment for R16 NR inter-band CA:
[100e-NR-LTE_NR_DC_CA_enh-Unaligned_CA-01] E-mail discussion/approval regarding issue 1 in R1-2001154 by 2/28; if there is a spec impact, followed by endorsing the corresponding TP by 3/3 – Xiaodong (CMCC)
[100e-NR-LTE_NR_DC_CA_enh-Unaligned_CA-02] E-mail discussion/approval regarding issue 2 in R1-2001154 by 2/28; if there is a spec impact, followed by endorsing the corresponding TP by 3/3 – Xiaodong (CMCC)
[100e-NR-LTE_NR_DC_CA_enh-Unaligned_CA-03] E-mail discussion/approval regarding issue 3 in R1-2001154 by 2/28; if there is a spec impact, followed by endorsing the corresponding TP by 3/3 – Xiaodong (CMCC)
2. Proposal of the email discussion
For [100e-NR-LTE_NR_DC_CA_enh-Unaligned_CA-01], there is 
Proposed agreement
Adopt the proposed correction for section 4.5 in TS38.211
<unchanged text omitted>
[bookmark: _Toc19796392][bookmark: _Toc26459618][bookmark: _Toc29230263]4.5	Carrier aggregation
For carrier aggregation of cells with non-aligned frames, the slot offsetNslot, offsetCA between a PCell/PScell A and an SCell B is determined by the difference between the higher-layer parameter CA-slot-offset for cell A and higher-layer parameterCA-slot-offset for Scell B. The quantityμoffset is defined as the maximum of the lowest subcarrier spacing configuration among the subcarrier spacings given by the higher-layer parametersSCS-SpecificCarrierList configured for PCell/PSCell and the SCell respectively,each cell in the cell pair. The slot offsetNslot, offsetCA fulfills
-    when the lowest subcarrier spacing configuration among the subcarrier spacings configured for the cell isμ=2 for both cells or μ=3 for both cells, the start of slot 0 for the cell with point A corresponding to the lowest subcarrier spacing configuration given by SCS-SpecificCarrierList in with the a lowerest frequency coincides with the start of slotqNslot, offsetCAmodNslotframe,μ for the other cell where q=-1 if frequency of Point A corresponding to the lowest subcarrier spacing configuration given bySCS-SpecificCarrierList of the PCell/PSCell is lower smaller than frequency of Point A corresponding to the lowest subcarrier spacing configuration given bySCS-SpecificCarrierList for the SCell, otherwise q=1;
-    otherwise, the start of slot 0 for the cell with the lower subcarrier spacing of the lowest subcarrier spacing given by the higher-layer parameters SCS-SpecificCarrierList configured for the  among two cells, or the PCell/ orPSCell if both cells have the same lowest subcarrier spacing given by the higher-layer parameters SCS-SpecificCarrierList configured for the two cells, coincides with the start of slotqNslot, offsetCAmodNslotframe,μ for the other cell where q=-1 if the lowest subcarrier spacing configuration given by SCS-SpecificCarrierList of the PCell/PSCell is smaller than or equal to the lowest subcarrier spacing given bySCS-SpecificCarrierList for the SCell, otherwise q=1.
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