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1	Introduction
This document summarizes the main issues brought forward in the contributions submitted to AI 7.2.2.2.1, Channel Access Procedures. Earlier agreements reached during the Study Item are captured in TR 38.889. 
This document summarizes the findings on open issues and necessary corrections identified during the preparation phase (4/13-4/17). From April 20th onwards, up to two email threads will be started to finalize the set of critical issues from those listed in this document. 
2. Issues identified in the contributions
To organize the email discussion, the issues have been grouped according to the chairman’s guidance. 

Issue #1 N1 timeline for UL transmissions with CP extension
	N1 timeline for UL transmissions with CP extension
	R1-2001759 (2.7)
R1-2002405 (p1)
R1-2002434 (p1)



Issue #2 Clarifications to LBT with consecutive UL transmissions
	Clarifications to LBT with consecutive UL transmissions
	R1-2001534 (2.7)
R1-2001652 (2.3)
R1-2001705 (2.2)
R1-2001759 (2.1)
R1-2001935 (p7)
R1-2001987 (p3)
R1-2002117 (p2, p3)
R1- 2002193 (p4)
R1-2002383 (p1)
R1-2002530 (p1)
R1-2002632 (p4, p5)







Issue #3 Clarifications to UL to DL COT sharing
	Clarifications to UL to DL COT sharing
	R1-2001652 (2.2)
R1-2001705 (2.1)
R1-2001759 (2.3, 2.4)
R1-2001935 (p5, p6)
R1-2002247 (p1)
R1-2002530 (p3)
R1-2002632 (p1)
R1-2002684 (p1, p2, p3)



Issue #4 Clarifications to channel access for semi-static channel occupancy
	Clarifications to channel access for semi-static channel occupancy
	R1-2001534 (2.8)
R1-2001705 (2.4.3)
R1-2001987 (5)
R1- 2002193 (p1)
R1-2002247 (p2, p3, p4)



Issue #5: Indication of LBT type, CP extension and CAPC 
	LBT Type Indication for PUCCH
	R1-2001759 (2.6)

	CP extension related
	R1-2001935 (p1)
R1-2001987 (p2)
R1-2002031 (p1)

	CP extension for CG
	R1-2001987 (p1)

	CP extension for semi-static channel access
	R1-2002530 (p2)

	Channel Access for periodic signals / channels
	R1- 2002193 (p3)

	Applicability of CP extension for SRS
	R1-2002193 (p2)
R1-2002434 (p2)



Issue #6: DL Channel Access related
	Clarifications to restrictions for Type 1 DL channel access
	R1-2001534 (2.1)

	Clarifications to restrictions for Type 2 DL channel access
	R1-2000392 (p2)

	Clarifications to DL CWS adjustment
	R1-2001534 (2.2)
R1-2001987 (8)
R1-2002632 (p2, p3)



Issue #7: UL Channel Access related
	Clarifications to UL CWS adjustment
	R1-2001534 (2.3)
R1-2001705 (2.4.5)
R1-2001935 (p2, p3, p4)
R1-2001987 (8)
R1-2002117 (p4, p5, p6)

	Clarifications to Type 1 UL channel access
	R1-2002031 (p2)
R1-2002530 (p4)




Issue #8: Multi-channel Channel Access:
	Clarifications to DL Multi-channel access procedures
	R1-2001534 (2.4)

	Clarifications to UL Multi-channel access procedures
	R1-2001534 (2.6)



Issue #9: RACH related
	Channel access for 2-step RACH
	R1-2001759 (2.2)
R1-2002405 (p2, p3)
R1-2002031 (p2)

	RACH related
	R1-2001705 (2.4.4, 2.4.6)
R1-2002383 (p2) (can be discussed in UL AI)
R1-2002031 (p2)



Issue #10: DRS Related
	Clarifications to restrictions for Type 1 DL channel access
	R1-2001534 (2.1)
R1-2002530 (p4)

	Definition of Duty cycle of discovery burst
	R1-2002117 (p1)

	DRS related
	R1-2001759 (2.5)





Other:
Issue #11
	Clarifications to Channel access procedures upon detection of a common DCI
	R1-2001534 (2.5)


Issue #12
	Clarifications to LBT with multiple switching points 
	R1-2001652 (2.1)


Issue #13
	UL LBT failure indication
	R1-2001705 (2.3)


Issue #14
	LBT Procedure For 10 MHz Channel Bandwidth
	R1-2001987 (6)





Editorial Issues:

	#1
	Removing “unicast” limit for PUSCH CWS adjustment
	R1-2001705 (2.4.1)

	#2

	Update RRC parameter from “ChannelAccessType-r16” to “ChannelAccessMode- r16”
	R1-2001705 (2.4.2)
R1-2002530 (s6)

	#3
	Update RRC parameter from “ul-toDL-CO-SharingED-Threshold-r16” to “ul-toDL-COT-SharingED-Threshold-r16”
	R1-2001705 (2.4.7)

	#4
	Misc. editorial issues for 38..212
	R1-2001705 (2.4.8)

	#5
	Definition of „shared spectrum“in 37.213
	R1-2002465

	#6
	Corrections to commas in 37.213 for CWS adjustment for UL
	R1-2001705 (2.4.5)

	#7
	Correcting a typo in the name of RRC parameter in the title of table 7.3.1.2.2-6 of Section 7.3.1.2.2 format 1_1 in TS 38.212
	



[bookmark: _GoBack]



References 
	[bookmark: _Hlk16843334]1
	R1-2001534
	Maintainance on the channel access procedure
	Huawei, HiSilicon

	2
	R1-2001652
	Remaining issues on the channel access procedures
	vivo

	3
	R1-2001705
	Remaining issues on the channel access procedure for NR-U
	ZTE, Sanechips

	4
	R1-2001759
	Discussion on the remaining issues of channel access procedure
	OPPO

	5
	R1-2001935
	Remaining issues of channel access procedure for NR-U
	LG Electronics

	6
	R1-2001987
	Channel access mechanism for NR-unlicensed
	Intel Corporation

	7
	R1-2002031
	Channel access procedures
	Ericsson

	8
	R1-2002117
	Channel access procedures for NR-U
	Samsung

	9
	R1-2002193
	Remaining Issues on Channel Access Procedures for NR-U
	Nokia, Nokia Shanghai Bell

	10
	R1-2002247
	Remaining issues on channel access procedures for NR-U
	ETRI

	11
	R1-2002383
	Remaining issues and corrections on channel access procedure for NR-U
	Sharp

	12
	R1-2002405
	Remaining issues on channel access for NR-U operation
	MediaTek Inc.

	13
	R1-2002434
	Remaining issues on channel access procedures for NR-U
	NTT DOCOMO, INC.

	14
	R1-2002465
	TP on shared spectrum in NR-U
	NEC

	15
	R1-2002530
	TP for Channel access procedures for NR unlicensed
	Qualcomm Incorporated

	16
	R1-2002632
	Remaining issues on channel access procedure for NR-U
	WILUS Inc.

	17
	R1-2002684
	COT sharing information in CG-UCI
	Lenovo, Motorola Mobility


 
