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This contribution provides the text proposal for Issue#6 of the following email discussion:
[101-e-LTE-NB_IoTenh3-PUR-02] Clarification on PUR power control and “after the UE has initiated a NPUSCH transmission using preconfigured uplink resource” by 5/29 – Xiang (Huawei)
· Refer to Issue#6 and Issue#5 in R1-2004534

	Reason for change:
	1. 

The UE transmit power  of PUR retransmission is incorrectly captured, i.e.,  of PUR retransmission should only follow the formula listed in “otherwise”, i.e., same as PUR initial transmission

	
	

	Summary of change:
	1. Change “except for NPUSCH transmission using preconfigured uplink resource” to “except for NPUSCH (re)transmission corresponding to preconfigured uplink resource”

	
	

	Consequences if not approved:
	1. 
The UE transmit power  of PUR retransmission is incorrectly captured

	
	

	Clauses affected:
	16.2.1.1.1 of TS 36.213



[bookmark: _Ref40708532]Text Proposal
	------------------------------------- Start of Text Proposal for TS 36.213-------------------------------
------------------------------------------- Unchanged parts omitted --------------------------------------
16.2.1.1.1	UE behaviour
…


The UE transmit power  for NPUSCH transmission in NB-IoT UL slot i for the serving cell is given by:
For NPUSCH (re)transmissions corresponding to the random access response grant if enhanced random access power control is not applied, and for all other NPUSCH transmissions except for NPUSCH (re)transmission using corresponding to preconfigured uplink resource, when the number of repetitions of the allocated NPUSCH RUs is greater than 2:

[dBm]
otherwise

 [dBm]
-------------------------------------------- Unchanged parts omitted -------------------------------------
---------------------------------------------- End of Text Proposal ----------------------------------------
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