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At RAN1#99, RAN1 completed the standardization work for NR V2X. Some details were left for the CR phase, with a list of open issues identified at RAN#86 [1]. At RAN1#101-e, most of the remaining issues on mode-1 were finalized. The last remaining issue is the the alignment of DCI formats size and is discussed in this contribution.

Discussion
At RAN1#99, the following was agreed:
· Existing DCI size budget is maintained when the UE is configured with SL 
· (working assumption): The size of the new DCI format and the size of one of the existing NR DCI formats are aligned.
There are two DCIs that need to be configured for mode-1 resource allocation:
· DCI for dynamic allocation
· DCI for configured grant type-2
In line with the decisions made for LTE-V and Rel-15 NR, we suggest to have a single DCI format for these two cases.
The DCI size can be matched to either DCI format 0_0 or 0_1. Based on the DCI content already agreed, it appears that the DCI for mode-1 can be relatively large. Thus, DCI 3_0 size should be matched to the one of DCI 0_1. If needed, zero-padding bits can be added to match the two sizes.
Proposal:
· DCI format 3_0 is the same size as DCI format 0_1
· Zero-padding bits are added to DCI 3_0 to match the size of DCI 0_1, if needed

Conclusion
The remaining details of mode-1 were discussed. We propose the following:
Proposal: 
· DCI format 3_0 is the same size as DCI format 0_1
· Zero-padding bits are added to DCI 3_0 to match the size of DCI 0_1, if needed
References
[1] RP-193198, Task list for 5G V2X in RAN1#100, LGE, RAN#86, Sitges, Spain, Dec 9-12, 2019
[2] R1-2000367, “Feature lead summary#4 on Resource allocation for NR sidelink Mode 1,” Ericsson, RAN1#100-e.
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