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1. Overall Description:
As part of RIM/CLI work item, RAN3 defined “Intended TDD UL-DL Configuration NR” IE (section 9.2.2.40 of TS 38.423) with slot configuration list, which is exchanged over Xn/F1 interface. RAN3 found that slot formats 46-55 (Table 11.1.1-1 of TS 38.213) cannot be supported except the slot configuration can be used as half-slot configuration.
[bookmark: _Hlk49171076]RAN3 would like to confirm with RAN1 whether all the slot formats defined in TS 38.213 shall be supported in the intended TDD UL-DL configuration exchange.
XnAP/F1AP specs also quoted tdd-UL-DL-ConfigurationCommon defined in TS 38.331 for the TDD UL-DL configuration of each cell. RAN3 would like to confirm with RAN2 whether all the slot formats defined in TS 38.213 are supported by tdd-UL-DL-ConfigurationCommon. If yes, has maxNrofSlots = 320 already taken half-slot into consideration?

2. Actions:
To RAN1:
ACTION: RAN3 would like to ask RAN1 whether all the slot formats defined in TS 38.213 shall be supported in the intended TDD UL-DL configuration exchange.
To RAN2:
ACTION: RAN3 would like to ask RAN2 whether all the slot formats defined in TS 38.213 are supported by tdd-UL-DL-ConfigurationCommon. If yes, has maxNrofSlots = 320 already taken half-slot into consideration?
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