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1. Overall Description:

RAN1 would like to thank RAN4 for the LS (R1-2007320/R4-2011722) on additional DC location reporting for intra-band UL CA. 

RAN1 has discussed questions listed in the LS and would like to provide and following feedback.
Question 1: RAN4 asks RAN1 and RAN2 feedback is it possible develop and method where UE reports the TX DC location after every BWP activation for rel-16?

[RAN1 reply] This solution will have RAN1 specification impact, e.g., timeline between the BWP switching and the DC reporting, and how to report the additional DC location, etc. From RAN1 perspective, in order to minimize the implementation impact for both UE and network, it is NOT preferred to have a solution with RAN1 specification impact at such late stage of Rel-16.

Question 2: RAN4 asks RAN1 and RAN2 for feedback if it is feasible to develop a method for UE to report every possible TX DC location that can be different for any configured BWP permutation for rel-16?

[RAN1 reply] From RAN1 perspective, this solution is feasible.
Question 3: If there is any other way UE could report TX DC location in intra-band UL CA? 

[RAN1 reply] RAN1 didn’t figure out any other solutions for UE to report the Tx DC location in intra-band UL CA.

2. Actions:

To RAN2 group.

ACTION: 
RAN1 respectfully asks RAN2 and RAN4 to take the above information into account. 

3. Date of Next TSG-WG1 Meetings:

TSG-WG1 Meeting #104-e
25th January – 5th February 2021

Online Meeting
TSG-WG1 Meeting #104-bis-e
12th – 20th April 2021


Online Meeting
