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1. Overall Description:

RAN1 would like to thank RAN2 for the LS (R1-2007521/R2-2008585) on RAN2 agreements and RAN1 related issues.

In R2-2008585, RAN2 asks RAN1 the following two questions regarding resource selection for dropped retransmission and misalignment of RNTI name for NR controlled LTE V2X SL communication. RAN1 would like to provide relevant feedback as follows.


[RAN1] According to the RAN1 agreement below, resource re-selection is needed for dropped retransmission caused by pre-emption. In case of dropped retransmission caused by prioritization or congestion control, no additional behaviour needs to be defined in physical layer. LTE mechanism can be reused, e.g. incrementing by 1 the number of consecutive unused transmission opportunities on resources indicated in the selected grant.


 [RAN1] The impacted RAN1 specifications are 38.213 and 38.212. The following editors' CR are needed.


2. Actions:

To RAN2 group.

ACTION: 
RAN1 respectfully asks RAN2 to take the above information into account. 

3. Date of Next TSG-WG1 Meetings:

TSG-WG1 Meeting #104-e
25th January – 5th February 2021             Online meeting.

TSG-WG1 Meeting #104-bis-e

12th – 20th April 2021


  Online meeting.

Q1: RAN2 would like to ask RAN1 whether resource reselection is needed for dropped retransmission caused by prioritization, pre-emption and congestion control.








Agreements(RAN1#100-e):


•	Once pre-emption re-selection condition is met at the UE, re-selection is performed for all resources which satisfy the pre-emption re-selection condition 


o	A UE ensures the HARQ RTT related minimum time gap Z agreed in RAN1#100-e, between re-selected and non-preempted resources during the re-selection triggered by pre-emption


o	FFS cases when timing restriction could not be met


o	FFS whether/how to extend it to periodic reservations





Q2: RAN2 would like to ask RAN1 to align, in the impacted RAN1 specification(s), ‘SL-L-CS-RNTI’ with ‘SL Semi-Persistent Scheduling V-RNTI’.








======================== Start of TP1 for TS 38.213 ===============================


10.1	UE procedure for determining physical downlink control channel assignment 


*** Unchanged text omitted ***


-	a USS set configured by SearchSpace in PDCCH-Config with searchSpaceType = ue-Specific for DCI formats with CRC scrambled by C-RNTI, MCS-C-RNTI, SP-CSI-RNTI, CS-RNTI(s), SL-RNTI, SL-CS-RNTI, or SL-L-CS-RNTI. SL Semi-Persistent Scheduling V-RNTI


...


If a UE is provided 


-	one or more search space sets by corresponding one or more of searchSpaceZero, searchSpaceSIB1, searchSpaceOtherSystemInformation, pagingSearchSpace, ra-SearchSpace, and 


-	a C-RNTI, an MCS-C-RNTI, a CS-RNTI, a SL-RNTI, a SL-CS-RNTI, or a SL-L-CS-RNTI. SL Semi-Persistent Scheduling V-RNTI


*** Unchanged text omitted ***


======================== End of TP1 ===============================





======================== Start of TP2 for TS 38.213 ===============================


16.6	UE procedure for LTE sidelink transmission


If the UE detects a DCI format 3_1 with CRC scrambled by SL-L-CS-RNTI. SL Semi-Persistent Scheduling V-RNTI in slot n, 


*** Unchanged text omitted ***


======================== End of TP2 for TS 38.213 ===============================





======================== Start of TP3 for TS 38.212 ===============================


16.6	UE procedure for LTE sidelink transmission


DCI format 3_1 is used for scheduling of LTE PSCCH and LTE PSSCH in one cell. 


The following information is transmitted by means of the DCI format 3_1 with CRC scrambled by SL-L-CS-RNTI. SL Semi-Persistent Scheduling V-RNTI:


*** Unchanged text omitted ***


======================== End of TP3 for TS 38.212 ===============================








