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	Reason for change:
	DCI format 3_0 is used for scheduling of NR PSCCH and NR PSSCH in one cell as specified in TS 38.212 16.3.0. There are some fields for indicating PUCCH resource such as “PSFCH-to-HARQ feedback timing indicator” and “PUCCH resource indicator”. However, there is no field related to PUCCH power control such as “TPC command for scheduled PUCCH” that is already included in DCI format 1_0/1_1/1_2 scheduling PDSCH. So, UE behaviour to determine PUCCH power is undefined yet. 

	
	


	Summary of change:
	To clarify UE behavior for determing the CLPC value for power control of a PUCCH transmission triggered by DCI format 3_0

	
	

	Consequences if not approved:
	Unlcear UE behavior for determing the CLPC value for power control of a PUCCH transmission triggered by DCI format 3_0
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*** Unchanged text is omitted ***

[bookmark: _Toc12021448][bookmark: _Toc20311560][bookmark: _Toc26719385][bookmark: _Toc29894816][bookmark: _Toc29899115][bookmark: _Toc29899533][bookmark: _Toc29917270][bookmark: _Toc36498144][bookmark: _Toc45699170][bookmark: _Toc52208332]7.2.1	UE behaviour
*** Unchanged text is omitted ***
-	[image: ] is a TPC command value and is included in a DCI format 1_0 or DCI format 1_1 for active UL BWP [image: ] of carrier [image: ] of the primary cell [image: ] that the UE detects for PUCCH transmission occasion [image: ] or is jointly coded with other TPC commands in a DCI format 2_2 with CRC scrambled by TPC-PUCCH-RNTI [5, TS 36.212], as described in Clause 11.3
-	[image: ] if the UE is provided twoPUCCH-PC-AdjustmentStates and PUCCH-SpatialRelationInfo and [image: ] if the UE is not provided twoPUCCH-PC-AdjustmentStates or PUCCH-SpatialRelationInfo
-	If the UE obtains a TPC command value from a DCI format 1_0 or a DCI format 1_1 and if the UE is provided PUCCH-SpatialRelationInfo, the UE obtains a mapping, by an index provided by p0-PUCCH-Id, between a set of pucch-SpatialRelationInfoId values and a set of values for closedLoopIndex that provide the [image: ] value(s). If the UE receives an activation command indicating a value of pucch-SpatialRelationInfoId, the UE determines the value closedLoopIndex that provides the value of [image: ] through the link to a corresponding p0-PUCCH-Id index 
-	If the UE obtains one TPC command from a DCI format 2_2 with CRC scrambled by a TPC-PUCCH-RNTI, the [image: ] value is provided by the closed loop indicator field in DCI format 2_2
- 	If the PUCCH transmission is in response to a DCI format that does not include a TPC command field, the UE assumes [image: ]= 0 dB
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