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	Reason for change:
	In Rel-15, the start position of an SRS should be within the last 6 symbols of a slot. In Rel-16, an optional UE capability that allows the start position of an SRS to be at any symbol within a slot is introduced. In the current TS 38.214, it is specified that a UE can be configured to transmit SRS at any symbol location within a slot, the case that a UE not support SRS transmission at any symbol within a slot is missing.

	
	

	Summary of change:
	Clarify that subject to UE’s capability, an SRS resource can occupy OFDM symbols within the last 6 symbols of the slot or at any symbol location within the slot.

	
	

	Consequences if not approved:
	The restriction of the SRS position for UEs that not support SRS transmission at any symbol within a slot is missing.
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	6.2.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


	
	

	This CR's revision history:
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[bookmark: _Hlk495170565][bookmark: _Hlk498637686]Subject to UE’s capability, Tthe UE may be configured by the higher layer parameter resourceMapping in SRS-Resource with an SRS resource occupying  adjacent OFDM symbols within the last 6 symbols of the slot or at any symbol location within the slot, where all antenna ports of the SRS resources are mapped to each symbol of the resource. When the SRS is configured with the higher layer parameter SRS-PosResourceSet-r16 the higher layer parameter resourceMapping in SRS-PosResource-r16 with an SRS resource occupying  adjacent symbols anywhere within the slot.
<Unrelated part omitted>
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