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In the Reply LS (R1-2007197), RAN1 agreed to reply “RAN1 will specify the mapping for TCI codepoints of DCI format 1_2, of which details are under discussion.”
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5.1.5	Antenna ports quasi co-location
---- Unchanged texts omitted ----
The UE receives an activation command, as described in clause 6.1.3.14 of [10, TS 38.321], used to map up to 8 TCI states to the codepoints of the DCI field 'Transmission Configuration Indication' in one CC/DL BWP or in a set of CCs/DL BWPs, respectively. When a set of TCI state IDs are activated for a set of CCs/DL BWPs, where the applicable list of CCs is determined by indicated CC in the activation command, the same set of TCI state IDs are applied for all DL BWPs in the indicated CCs. 
[bookmark: _GoBack]When a UE supports two TCI states in a codepoint of the DCI field 'Transmission Configuration Indication' the UE may receive an activation command, as described in clause 6.1.3.24 of [10, TS 38.321], the activation command is used to map up to 8 combinations of one or two TCI states to the codepoints of the DCI field 'Transmission Configuration Indication'. The UE is not expected to receive more than 8 TCI states in the activation command. 
When the DCI field 'Transmission Configuration Indication' is present in both DCI formats 1_1 and 1_2 and when the number of codepoints S in the 'Transmission Configuration Indication' field of DCI format 1_2 is less than the number of codepoints in the 'Transmission Configuration Indication' field of DCI format 1_1, the activated TCI states mapped to the first S 'Transmission Configuration Indication' field codepoints in DCI format 1_1 are mapped to the 'Transmission Configuration Indication' field codepoints in DCI format 1_2.

[bookmark: _Hlk21966487]---- Unchanged texts omitted ----
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