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TP on TPMI group signaling
The following are captured in the NR specification regarding TPMI group signaling for mode 2. 

TS 38.331 [1]
	-- R1 16-5c-3: TPMI group for Mode 2
    ul-FullPwrMode2-TPMIGroup-r16         SEQUENCE {
        twoPorts-r16                          BIT STRING(SIZE(2))                      OPTIONAL,
        fourPortsNonCoherent-r16              ENUMERATED{g0, g1, g2, g3}               OPTIONAL,
        fourPortsPartialCoherent-r16          ENUMERATED{g0, g1, g2, g3, g4, g5, g6}   OPTIONAL                                                                                



TS 38.306 [2]
	ul-FullPwrMode2-TPMIGroup-r16
Indicates the UE supported TPMI group(s) which delivers full power.  The capability signalling comprises the following values:
-	twoPorts-r16 indicates a 2-bit bitmap, where the leading / leftmost bit (bit 0) corresponds to {TPMI index = 0}. The next bit (bit 1) corresponds to {TPMI index = 1} and the TPMI index is as specified in Table 6.3.1.5-1 of TS 38.211 [6]
-	fourPortsNonCoherent-r16 indicates the TPMI groups {G0-3}
-	fourPortsPartialCoherent-r16 indicates the TPMI groups (G0-6)

UE indicates support of this feature shall also indicate support of ul-FullPwrMode2-MaxSRS-ResInSet.
Definition of G0~G6 can be found in the table below:
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NOTE 1:	When a full coherent UE operates in mode 2, it reports TPMIs the same as a partial-coherent UE.
NOTE 2:	For 4 port partial-coherent or full-coherent UE, UE can report: 2-port {2-bit bitmap} and one of 4-port non-coherent {G0~G3} and one of 4-port partial-coherent {G0~G6}
For 4 port non-coherent UE, UE can report: 2-port {2-bit bitmap} and one of 4-port non-coherent {G0~G3}
For 2 port UE, UE can report: 2-port {2-bit bitmap}
NOTE 3:	A UE that supports this feature must report at least one of the values.
	FS
	No
	N/A
	N/A



We propose the following clarifications in TS 38.306.
· The NOTE 2 in 38.306 needs some clarification. For 4 port non-coherent UE, the note says that “UE can report: 2-port {2-bit bitmap} and one of 4-port non-coherent {G0~G3}.” Due to the text “the UE can report…” in the beginning, there could be the following misunderstanding.
· First, it is not clear from the text that the a non-coherent UE is not allowed to report 4-port partial-coherent {G0~G6}.  
· Second, whether the UE can report 2-port {2-bit bitmap} only or one of 4-port non-coherent {G0~G3} only needs to be clarified.
The second misunderstanding exists also for the 4 port partial-coherent UE. A simple fix for this could be by revising NOTE 2 as follows. 
	NOTE 2:	For 4 port partial-coherent or full-coherent UE, UE can only report: 2-port {2-bit bitmap} or/and one of 4-port non-coherent {G0~G3} or/and one of 4-port partial-coherent {G0~G6}
For 4 port non-coherent UE, UE can only report: 2-port {2-bit bitmap} or/and one of 4-port non-coherent {G0~G3}
For 2 port UE, UE can report: 2-port {2-bit bitmap}



· Based on 38.331, fourPortsNonCoherent-r16 and fourPortspartialCoherent-r16 can indicate only one TPMI group from g0 through g6. However, their description in 38.306 implies that the UE indicates a set of multiple groups {g0-g3} for non-coherent and {g0-g6} for partial-coherent. It should be clarified by adding a text “one of” in their description in 38.306.
· The 38.331 uses lowercase g0-g6 for the TPMI groups, but 38.306 uses uppercase G0-G6. For consistency, it is better to align the capitalization. For instance, the capitalization in 38.306 can be replaced with lowercase. 
A TP based on the above clarification is proposed below.
[bookmark: _GoBack]Proposal 1: adopt the following TP for TS 38.306 v16.4.0 
	ul-FullPwrMode2-TPMIGroup-r16
Indicates the UE supported TPMI group(s) which delivers full power.  The capability signalling comprises the following values:
-	twoPorts-r16 indicates a 2-bit bitmap
-	fourPortsNonCoherent-r16 indicates one of the TPMI groups {Gg0-3}
-	fourPortsPartialCoherent-r16 indicates one of the TPMI groups (Gg0-6)

UE indicates support of this feature shall also indicate support of ul-FullPwrMode2-MaxSRS-ResInSet.

NOTE 1:	When a full coherent UE operates in mode 2, it reports TPMIs the same as a partial-coherent UE.
NOTE 2:	For 4 port partial-coherent or full-coherent UE, UE can only report: 2-port {2-bit bitmap} or/and one of 4-port non-coherent {G0~G3} or/and one of 4-port partial-coherent {G0~G6}
For 4 port non-coherent UE, UE can only report: 2-port {2-bit bitmap} or/and one of 4-port non-coherent {G0~G3}
For 2 port UE, UE can report: 2-port {2-bit bitmap}}
NOTE 3:	A UE that supports this feature must report at least one of the values.
	FS
	No
	N/A
	N/A



IMR for L1-SINR calculation
The following agreements were made in Rel.16 for NR-eMIMO, compared side-by-side with the associated description from the current version of TS 38.214 V16.1.0 [3]:
	Agreement
· When dedicated IMR is not configured, 
· If CMR is based on CSI-RS, when L1-SINR is configured, and interference measurement is performed using CMR with CSI-RS only with density 3 REs/RB for 1-port CSI-RS is used 
· Spec does not require UE to use SSB for interference measurement
· Note: CSI-RS above is CSI-RS for BM
· When dedicated IMR is configured,
· NW can configure interference measurement for L1-SINR with either of the following options
· ZP-IMR only
· NZP-IMR only 
· (WA) ZP-IMR and NZP IMR (interference measurement is taken on both)
· Maximum Number of ZP IMR is 1
· If IMR is configured based on NZP IMR only, when L1-SINR is configured, interference measurement is performed only with density 3 REs/RB CSI-RS 
· If IMR is configured based on ZP IMR only, when L1-SINR is configured, interference measurement is performed using ZP IMR
· FFS: interference measurement is performed using CMR additionally
· Note: CSI-RS above is CSI-RS for BM

Agreement
For L1-SINR based beam report, in a CSI-reportConfig, if IMR is configured to be based on ZP-IMR only:
1. CMR and IMR are 1-to-1 mapped from signaling perspective
	5.2.1.2	Resource settings
...
The UE may assume that the NZP CSI-RS resource(s) for channel measurement and the CSI-IM resource(s) for interference measurement configured for one CSI reporting are resource-wise QCLed with respect to 'QCL-TypeD'. When NZP CSI-RS resource(s) is used for interference measurement, the UE may assume that the NZP CSI-RS resource for channel measurement and the CSI- IM resource or NZP CSI-RS resource(s) for interference measurement configured for one CSI reporting are QCLed with respect to 'QCL-TypeD'.
For L1-SINR measurement:
-	When one Resource Setting is configured, the Resource Setting (given by higher layer parameter resourcesForChannelMeasurement) is for channel and interference measurement for L1-SINR computation. UE may assume that same 1 port NZP CSI-RS resource(s) with density 3 REs/RB is used for both channel and interference measurements. 
-	When two Resource Settings are configured, the first one Resource Setting (given by higher layer parameter resourcesForChannelMeasurement) is for channel measurement on SSB or NZP CSI-RS and the second one (given by either higher layer parameter csi-IM-ResourcesForInterference or higher layer parameter nzp-CSI-RS-ResourcesForInterference) is for interference measurement performed on CSI-IM or on 1 port NZP CSI-RS with density 3 REs/RB, where each SSB or NZP CSI-RS resource for channel measurement is associated with one CSI-IM resource or one NZP CSI-RS resource for interference measurement by the ordering of the SSB or NZP CSI-RS resource for channel measurement and CSI-IM resource or NZP CSI-RS resource for interference measurement in the corresponding resource sets. The number of SSB(s) or CSI-RS resources for channel measurement equals to the number of CSI-IM resources or the number of NZP CSI-RS resource for interference measurement.
...
-	…
…



It was agreed that when the UE is configured with a dedicated IMR, either ZP (zero power) IMR or NZP IMR can be configured. A working assumption for using a mixture between ZP- and NZP-IMR is yet to be confirmed. In TS 38.214:
1. ZP-IMR in the agreement corresponds to “CSI-IM” (cf. TS 38.214 section 5.2.1.2, 5.2.2.4 [3])
2. NZP-IMR in the agreement corresponds to “NZP CSI-RS resource for interference measurement” (TS 38.214 section 5.2.1.2, 5.2.2.3.1 [3], TS 38.211 section 7.4.1.5 [4])
Here, ZP implies that the UE assumes that there is no transmission on the REs associated with the CSI-IM from the serving gNB. While the 2nd correspondence (on NZP-IMR) fully reflects the agreement, the 1st correspondence (on ZP-IMR) does not seem so at least for the following reason. 
· That CSI-IM is always ZP (where the UE assumes that there is no transmission on the REs associated with the CSI-IM from the serving gNB) is absent in NR, at least from RAN1 perspective. This implies that it is possible for the network to transmit some signal on the REs associated with the CSI-IM from the serving gNB. 
· In addition, this signal is practically unknown to the UE. Therefore, the UE behaviour (as far as implementation is concerned) is unclear. To be precise, although assuming that the REs occupied by the CSI-IM as “blank” (relative to the serving gNB) seems to be the most (if not, only) natural for the UE, the impact on measurement accuracy is unclear if the REs turn out to be NZP. 
Two pertinent scenarios for interference measurement are discussed to demonstrate the inconsistencies between the current specification and the agreements. 

Scenario 1: Interference measurement for L1-SINR
1 
2 
L1-SINR was introduced in Rel.16 with interference measurement based on Rel.15. It supports at least three options for L1-SINR calculation (TS 38.214 sec 5.2.1.2):
· Opt1. Interference measurement based on NZP CSI-RS configured for channel measurement (CMR), 3 RE/RB 1-port
· Opt2. Interference measurement based on NZP CSI-RS configured for interference measurement (IMR), 3 RE/RB 1-port
· Opt3. Interference measurement based on CSI-IM
For Opt1 and Opt2, the UE needs to “pre-cancel” desired/channel signal in order to measure interference. For Opt3, if no signal is transmitted on CSI-IM (“zero power”) from the serving gNB, the UE can simply measure the interference without pre-cancellation. In this sense, Opt3 can offer a simpler and more accurate option for interference measurement over Opt1 and Opt2 only if the “zero power” constraint holds and can be assumed by the UE. Else, the benefit of CSI-IM over NZP CSI-RS is unclear. Note that CSI-IM occupies 4 RE/RB, i.e. at least 33% more overhead over NZP CSI-RS (with 3 RE/RB RE density). 

Observation: With “zero power” constraint, configuring the UE with CSI-IM as a dedicated IMR facilitates simpler and more accurate interference measurement compared to NZP CSI-RS. Otherwise, CSI-IM would simply incur more overhead than NZP CSI-RS.   
 
Scenario 2: Interference emulation for L1-SINR
3 
4 
As discussed in various occasions, interference emulation is pertinent mainly for DL multi-TRP/panel transmission where the interference from a transmitting TRP/panel is singled out and measured at a UE with a different serving TRP/panel. This scenario can be illustrated in Figure 1 for two-TRP scenario. Here, TRP X is the interfering TRP and TRP Y is the serving TRP. One NZP CSI-RS resource (x) associated with TRP X is configured to emulate interference from TRP X.       

[image: ]
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[bookmark: _Ref47617673]Figure 1 Interference emulation with two TRPs: available options from Rel.15/16

For Opt A, the UE measures the emulated interference in the presence of ‘signal y’ from the serving TRP Y. To accurately estimate the interference, the ‘signal y’ is to be subtracted/removed. If the ‘signal y’ is known (e.g. RS sequence, PSS, SSS), it can be regenerated once channel estimation is completed and then subtracted from the received signal before measuring the emulated interference. If the ‘signal y’ is unknown (e.g. data, control), demodulation/decoding and re-encoding/modulation are to be performed before ‘signal y’ can be regenerated and subtracted from the received signal. This incurs additional UE complexity (calculation, buffering) and processing latency. For Opt B, on the other hand, the UE is further configured with a CSI-IM resource (y) from the serving TRP Y. If the “zero power” constraint holds and can be assumed by the UE, the UE may directly measure the emulated interference without the complexity and latency required for Opt A. However, in the current version of Rel.16 specification, the potential benefit from Opt B cannot be attained since the available RE patterns for NZP/ZP CSI-RS do not coincide with those for CSI-IM. More specifically:
· [TS 38.214 sec 5.2.2.3.1] Supported RE (+CDM) patterns for NZP/ZP CSI-RS are given in TS 38.211 sec 7.4.1.5
· 1-port: 0.5, 1, 3 RE/RB (with F-T shift), comb/checkerboard
· 2-port: 0.5, 1 RE/RB (with F-T shift), comb/checkerboard
· [TS 38.214 sec 5.2.2.4] Supported RE patterns for CSI-IM are given in TS 38.214 sec 5.2.2.4
· Pattern0: 1-port, 2x2=4 RE per RB (with F-T shift), cluster
· Pattern1: 1-port, 4x1=4 RE per RB (with F-T shift), cluster
It is evident that the sets of available RE patterns for CSI-RS and CSI-IM do not coincide. 

Observation: The current specification does not seem to accommodate efficient interference emulation for multi-TRP/panel:
· Emulating interference with NZP CSI-RS, without any blanking from the serving TRP/panel, would incur additional UE complexity and/or processing latency
· Blanking cannot be performed with CSI-IM since: 1) CSI-IM is not guaranteed to be ZP, and 2) the available RE patterns for CSI-IM do not coincide with those for NZP/ZP CSI-RS  

Note that the above issue is pertinent to general CSI calculation. Adding an explicit “zero power” constraint (i.e. the UE assumes that there is no signal transmission in the REs associated with the configured CSI-IM) can be beneficial not only for system operation, but also for UE implementation.

Conclusion
5 
6 
In this contribution, the following TP is proposed for the UL full power transmission. 
Proposal 1: adopt the following TP for TS 38.306 v16.4.0 
	ul-FullPwrMode2-TPMIGroup-r16
Indicates the UE supported TPMI group(s) which delivers full power.  The capability signalling comprises the following values:
-	twoPorts-r16 indicates a 2-bit bitmap
-	fourPortsNonCoherent-r16 indicates one of the TPMI groups {Gg0-3}
-	fourPortsPartialCoherent-r16 indicates one of the TPMI groups (Gg0-6)

UE indicates support of this feature shall also indicate support of ul-FullPwrMode2-MaxSRS-ResInSet.

NOTE 1:	When a full coherent UE operates in mode 2, it reports TPMIs the same as a partial-coherent UE.
NOTE 2:	For 4 port partial-coherent or full-coherent UE, UE can only report: 2-port {2-bit bitmap} or/and one of 4-port non-coherent {G0~G3} or/and one of 4-port partial-coherent {G0~G6}
For 4 port non-coherent UE, UE can only report: 2-port {2-bit bitmap} or/and one of 4-port non-coherent {G0~G3}
For 2 port UE, UE can report: 2-port {2-bit bitmap}}
NOTE 3:	A UE that supports this feature must report at least one of the values.
	FS
	No
	N/A
	N/A



The following observation and proposals are given for the multi-beam part: 
Observation: On IMR for L1-SINR calculation: 
· With “zero power” constraint, configuring the UE with CSI-IM as a dedicated IMR facilitates simpler and more accurate interference measurement compared to NZP CSI-RS. Otherwise, CSI-IM would simply incur more overhead than NZP CSI-RS.  
· The current specification does not seem to accommodate efficient interference emulation for multi-TRP/panel:
· Emulating interference with NZP CSI-RS, without any blanking from the serving TRP/panel, would incur additional UE complexity and/or processing latency
· Blanking cannot be performed with CSI-IM since: 1) CSI-IM is not guaranteed to be ZP, and 2) the available RE patterns for CSI-IM do not coincide with those for NZP/ZP CSI-RS  

Based on the above observation, the following proposal is made.
Proposal 2: On IMR for L1-SINR calculation, further assess if:
· The current specification includes other feature(s) that allow efficient interference emulation in conjunction with the specified NZP/ZP CSI-RS and CSI-IM 
· Main target use case: DL multi-TRP/panel transmission (FR1 and FR2)
· If none, whether necessary refinement to the current specification is feasible during Rel.16 maintenance 
· Note: “Efficient” is defined with respect to UE complexity and interference measurement accuracy 
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