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	Reason for change:
	The conditions on SL HARQ-ACK report multiplexed into PUSCH are not specified

	
	

	Summary of change:
	1. A PUCCH transmission with SL HARQ-ACK is not expected to overlap with PUSCH carrying CSI for a UE. 
2. When a PUCCH transmission with SL HARQ-ACK report overlaps in time with a PUSCH transmission of larger priority index, the PUCCH with SL HARQ-ACK will be dropped
3. When a PUCCH transmission with SL HARQ-ACK report overlaps in time with a PUSCH transmission of smaller priority index without UCI reports, the SL HARQ-ACK is multiplexed into the PUSCH transmission.

	
	

	Consequences if not approved:
	Specification is unclear on how to multiplex the SL HARQ-ACK report into PUSCH transmission.
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<Unchanged parts omitted>
If in an active DL BWP a UE monitors PDCCH either for detection of DCI format 0_1 and DCI format 1_1 or for detection of DCI format 0_2 and DCI format 1_2, a priority index can be provided by a priority indicator field. If a UE indicates a capability to monitor, in an active DL BWP, PDCCH for detection of DCI format 0_1 and DCI format 1_1 and for detection of DCI format 0_2 and DCI format 1_2, a DCI format 0_1 or a DCI format 0_2 can schedule a PUSCH transmission of any priority, a DCI format 1_1 or a DCI format 1_2 can schedule a PDSCH reception and trigger a PUCCH transmission with corresponding HARQ-ACK information of any priority and a DCI format 1_1 can indicate SCell dormancy and trigger a PUCCH transmission with corresponding HARQ-ACK information of any priority. 
A UE does not expect to transmit a PUCCH with SL HARQ-ACK reports that would overlap in time with a PUSCH with aperiodic or semi-persistent CSI reports.
When a UE determines overlapping for PUCCH transmissions with SL HARQ-ACK reports and PUCCH of larger and/or smaller priority index, the UE resolves the overlapping for PUCCH transmissions with SL HARQ-ACK reports and PUCCH of each priority index as described in Clause 9.2.5 and 9.2.6.
When a UE determines overlapping for PUCCH transmissions with SL HARQ-ACK reports and PUCCH and/or PUSCH of larger and/or smaller priority index, the UE fist resolves the overlapping for PUCCH transmissions with SL HARQ-ACK reports and PUCCH of each priority index as described in Clause 9.2.5 and 9.2.6. Then,
-	if a transmission of PUCCH with SL HARQ-ACK reports would overlap in time with a PUSCH transmission of larger priority index, the UE cancels the transmission of PUCCH transmission with SL HARQ-ACK reports.
-	if a transmission of PUCCH with SL HARQ-ACK reports would overlap in time with a PUSCH transmission of smaller priority index without carrying UCI reports, the UE multiplexes the SL HARQ-ACK reports with the PUSCH transmission.
When a UE determines overlapping for PUCCH and/or PUSCH transmissions of different priority indexes other than PUCCH transmissions with SL HARQ-ACK reports, including repetitions if any, the UE first resolves the overlapping for PUCCH and/or PUSCH transmissions of smaller priority index as described in Clauses 9.2.5 and 9.2.6. Then, 
-	if a transmission of a first PUCCH of larger priority index scheduled by a DCI format in a PDCCH reception would overlap in time with a repetition of a transmission of a second PUSCH or a second PUCCH of smaller priority index, the UE cancels the repetition of a transmission of the second PUSCH or the second PUCCH before the first symbol that would overlap with the first PUCCH transmission
-	if a transmission of a first PUSCH of larger priority index scheduled by a DCI format in a PDCCH reception would overlap in time with a repetition of the transmission of a second PUCCH of smaller priority index, the UE cancels the repetition of the transmission of the second PUCCH before the first symbol that would overlap with the first PUSCH transmission
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