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7.1.1	UE behaviour
If a UE transmits a PUSCH on active UL BWP [image: ] of carrier [image: ] of serving cell [image: ] using parameter set configuration with index [image: ] and PUSCH power control adjustment state with index [image: ], the UE determines the PUSCH transmission power [image: ] in PUSCH transmission occasion [image: ] as
[image: ] [dBm]
where,
-	[image: ]is the UE configured maximum output power defined in [8-1, TS 38.101-1], [8-2, TS38.101-2] and [8-3, TS38.101-3] for carrier [image: ] of serving cell [image: ] in PUSCH transmission occasion [image: ].
-	[image: ] is a parameter composed of the sum of a component [image: ] and a component [image: ] where [image: ]. 
-	If a UE established dedicated RRC connection using a Type-1 random access procedure, as described in Clause 8, and is not provided P0-PUSCH-AlphaSet or for a PUSCH (re)transmission corresponding to a RAR UL grant as described in Clause 8.3, 
	[image: ], [image: ], and [image: ], 
where  is provided by preambleReceivedTargetPower [11, TS 38.321] and  is provided by msg3-DeltaPreamble, or [image: ] dB if msg3-DeltaPreamble is not provided, for carrier [image: ] of serving cell [image: ]
-	If a UE established dedicated RRC connection using a Type-2 random access procedure, as described in Clause 8, and is not provided P0-PUSCH-AlphaSet, or for a PUSCH transmission for Type-2 random access procedure as described in Clause 8.1A, 
	, , and , 
where  is provided by msgA-preambleReceivedTargetPower, or by preambleReceivedTargetPower if msgA-preambleReceivedTargetPower is not provided and  is provided by msgA-DeltaPreamble, or  dB if msgA-DeltaPreamble is not provided, for carrier  of serving cell 
-	For a PUSCH (re)transmission configured by ConfiguredGrantConfig, [image: ], [image: ] is provided by p0-NominalWithoutGrant, or [image: ] if p0-NominalWithoutGrant is not provided, and [image: ] is provided by p0 obtained from p0-PUSCH-Alpha in ConfiguredGrantConfig that provides an index P0-PUSCH-AlphaSetId to a set of P0-PUSCH-AlphaSet for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ]
-	For [image: ], a [image: ] value, applicable for all [image: ], is provided by p0-NominalWithGrant, or [image: ] if p0-NominalWithGrant is not provided, for each carrier [image: ] of serving cell [image: ] and a set of [image: ]values are provided by a set of p0 in P0-PUSCH-AlphaSet indicated by a respective set of p0-PUSCH-AlphaSetId for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ]
-	If the UE is provided by SRI-PUSCH-PowerControl more than one values of p0-PUSCH-AlphaSetId and if a DCI format scheduling the PUSCH transmission includes an SRI field, the UE obtains a mapping from sri-PUSCH-PowerControlId in SRI-PUSCH-PowerControl between a set of values for the SRI field in the DCI format [5, TS 38.212] and a set of indexes provided by p0-PUSCH-AlphaSetId that map to a set of P0-PUSCH-AlphaSet values and determines the value of [image: ] from the p0-PUSCH-AlphaSetId value that is mapped to the SRI field value. If the DCI format also includes an open-loop power control parameter set indication field and a value of the open-loop power control parameter set indication field is '1', the UE determines a value of [image: ] from a first value in P0-PUSCH-Set with a p0-PUSCH-SetId value mapped to the SRI field value.
-	If the PUSCH transmission except for the PUSCH retransmission corresponding to a RAR UL grant is scheduled by a DCI format that does not include an SRI field, or if SRI-PUSCH-PowerControl is not provided to the UE, [image: ], 
-	If P0-PUSCH-Set is provided to the UE and the DCI format includes an open-loop power control parameter set indication field, the UE determines a value of [image: ] from
-	a first P0-PUSCH-AlphaSet in p0-AlphaSets if a value of the open-loop power control parameter set indication field is '0' or '00'
-	a first value in P0-PUSCH-Set with the lowest p0-PUSCH-SetID value if a value of the open-loop power control parameter set indication field is '1' or '01'
-	a second value in P0-PUSCH-Set with the lowest p0-PUSCH-SetID value if a value of the open-loop power control parameter set indication field is '10'
-	else, the UE determines [image: ] from the value of the first P0-PUSCH-AlphaSet in p0-AlphaSets
-	For [image: ]
-	For [image: ], 
-	if  and msgA-Alpha is provided,  is the value of msgA-Alpha
-	elseif  or msgA-Alpha is not provided, and msg3-Alpha is provided, [image: ] is the value of msg3-Alpha
-	else, [image: ]
-	For [image: ], [image: ] is provided by alpha obtained from p0-PUSCH-Alpha in ConfiguredGrantConfig providing an index P0-PUSCH-AlphaSetId to a set of P0-PUSCH-AlphaSet for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ]
-	For [image: ], a set of [image: ] values are provided by a set of alpha in P0-PUSCH-AlphaSet indicated by a respective set of p0-PUSCH-AlphaSetId for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ]
-	If the UE is provided SRI-PUSCH-PowerControl and more than one values of p0-PUSCH-AlphaSetId, and if a DCI format scheduling the PUSCH transmission includes an SRI field, the UE obtains a mapping from sri-PUSCH-PowerControlId in SRI-PUSCH-PowerControl between a set of values for the SRI field in the DCI format [5, TS 38.212] and a set of indexes provided by p0-PUSCH-AlphaSetId that map to a set of P0-PUSCH-AlphaSet values and determines the values of [image: ] from the p0-PUSCH-AlphaSetId value that is mapped to the SRI field value
-	If the PUSCH transmission except for the PUSCH retransmission corresponding to a RAR UL grant is scheduled by a DCI format that does not include an SRI field, or if SRI-PUSCH-PowerControl is not provided to the UE, [image: ], and the UE determines [image: ] from the value of the first P0-PUSCH-AlphaSet in p0-AlphaSets
-	[image: ] is the bandwidth of the PUSCH resource assignment expressed in number of resource blocks for PUSCH transmission occasion [image: ] on active UL BWP [image: ] of carrier [image: ] of serving cell [image: ] and [image: ] is a SCS configuration defined in [4, TS 38.211]
-	[image: ]is a downlink pathloss estimate in dB calculated by the UE using reference signal (RS) index  for the active DL BWP, as described in Clause 12, of carrier  of serving cell 
-	If the UE is not provided PUSCH-PathlossReferenceRS and enableDefaultBeamPL-ForSRS, or before the UE is provided dedicated higher layer parameters, the UE calculates [image: ] using a RS resource from an SS/PBCH block with same SS/PBCH block index as the one the UE uses to obtain MIB
-	If the UE is configured with a number of RS resource indexes, up to the value of maxNrofPUSCH-PathlossReferenceRSs, and a respective set of RS configurations for the number of RS resource indexes by PUSCH-PathlossReferenceRS, the set of RS resource indexes can include one or both of a set of SS/PBCH block indexes, each provided by ssb-Index when a value of a corresponding pusch-PathlossReferenceRS-Id maps to a SS/PBCH block index, and a set of CSI-RS resource indexes, each provided by csi-RS-Index when a value of a corresponding pusch-PathlossReferenceRS-Id maps to a CSI-RS resource index. The UE identifies a RS resource index  in the set of RS resource indexes to correspond either to a SS/PBCH block index or to a CSI-RS resource index as provided by pusch-PathlossReferenceRS-Id in PUSCH-PathlossReferenceRS
-	If the PUSCH transmission is scheduled by a RAR UL grant as described in Clause 8.3, or for a PUSCH transmission for Type-2 random access procedure as described in Clause 8.1A, the UE uses the same RS resource index  as for a corresponding PRACH transmission
-	If the UE is provided SRI-PUSCH-PowerControl and more than one values of PUSCH-PathlossReferenceRS-Id, the UE obtains a mapping from sri-PUSCH-PowerControlId in SRI-PUSCH-PowerControl between a set of values for the SRI field in a DCI format scheduling the PUSCH transmission and a set of PUSCH-PathlossReferenceRS-Id values and determines the RS resource index  from the value of PUSCH-PathlossReferenceRS-Id that is mapped to the SRI field value where the RS resource is either on serving cell  or, if provided, on a serving cell indicated by a value of pathlossReferenceLinking
-	If the PUSCH transmission is scheduled by DCI format 0_0, and if the UE is provided a spatial setting by PUCCH-SpatialRelationInfo for a PUCCH resource with a lowest index for active UL BWP  of each carrier  and serving cell , as described in Clause 9.2.2, the UE uses the same RS resource index  as for a PUCCH transmission in the PUCCH resource with the lowest index
-	If the PUSCH transmission is not scheduled by DCI format 0_0, and if the UE is provided enableDefaultBeamPL-ForSRS and is not provided PUSCH-PathlossReferenceRS and PUSCH-PathlossReferenceRS-r16, the UE uses the same RS resource index  as for an SRS resource set with an SRS resource associated with the PUSCH transmission
-	If 
-	the PUSCH transmission is scheduled by DCI format 0_0 and the UE is not provided a spatial setting for a PUCCH transmission, or 
-	the PUSCH transmission is scheduled by DCI format 0_1 or DCI format 0_2 that does not include an SRI field, or 
-	SRI-PUSCH-PowerControl is not provided to the UE, 
	the UE determines a RS resource index  with a respective PUSCH-PathlossReferenceRS-Id value being equal to zero where the RS resource is either on serving cell  or, if provided, on a serving cell indicated by a value of pathlossReferenceLinking
-	If 
-	the PUSCH transmission is scheduled by DCI format 0_0 on serving cell , 
-	the UE is not provided PUCCH resources for the active UL BWP of serving cell , and
-	the UE is provided enableDefaultBeamPL-ForPUSCH0-0 
	the UE determines a RS resource index  providing a periodic RS resource configured with qcl-Type set to 'typeD' in the TCI state or the QCL assumption of a CORESET with the lowest index in the active DL BWP of the serving cell 
-	If 
-	the PUSCH transmission is scheduled by DCI format 0_0 on serving cell , 
-	the UE is not provided a spatial setting for PUCCH resources on the active UL BWP of the primary cell [11, TS 38.321], and
-	the UE is provided enableDefaultBeamPL-ForPUSCH0-0 
	the UE determines a RS resource index  providing a periodic RS resource configured with qcl-Type set to 'typeD' in the TCI state or the QCL assumption of a CORESET with the lowest index in the active DL BWP of the serving cell 
-	For a PUSCH transmission configured by ConfiguredGrantConfig, if rrc-ConfiguredUplinkGrant is included in ConfiguredGrantConfig, a RS resource index [image: ] is provided by a value of pathlossReferenceIndex included in rrc-ConfiguredUplinkGrant where the RS resource is either on serving cell [image: ] or, if provided, on a serving cell indicated by a value of pathlossReferenceLinking
-	For a PUSCH transmission configured by ConfiguredGrantConfig that does not include rrc-ConfiguredUplinkGrant, the UE determines a RS resource index [image: ] from a value of PUSCH-PathlossReferenceRS-Id that is mapped to a SRI field value in a DCI format activating the PUSCH transmission. If the DCI format activating the PUSCH transmission does not include an SRI field, the UE determines a RS resource index [image: ] with a respective PUSCH-PathlossReferenceRS-Id value being equal to zero where the RS resource is either on serving cell [image: ] or, if provided, on a serving cell indicated by a value of pathlossReferenceLinking
-	If the UE is provided enablePL-RS-UpdateForPUSCH-SRS, a mapping between sri-PUSCH-PowerControlId and PUSCH-PathlossReferenceRS-Id values can be updated by a MAC CE as described in [11, TS38.321]

-	For a PUSCH transmission scheduled by a DCI format that does not include an SRI field, or for a PUSCH transmission configured by ConfiguredGrantConfig and activated, as described in Clause 10.2, by a DCI format that does not include an SRI field, a RS resource index  is determined from the PUSCH-PathlossReferenceRS-Id mapped to sri-PUSCH-PowerControlId = 0
[image: ]= referenceSignalPower – higher layer filtered RSRP, where referenceSignalPower is provided by higher layers and RSRP is defined in [7, TS 38.215] for the reference serving cell and the higher layer filter configuration provided by QuantityConfig is defined in [12, TS 38.331] for the reference serving cell
If the UE is not configured periodic CSI-RS reception, referenceSignalPower is provided by ss-PBCH-BlockPower. If the UE is configured periodic CSI-RS reception, referenceSignalPower is provided either by ss-PBCH-BlockPower or by powerControlOffsetSS providing an offset of the CSI-RS transmission power relative to the SS/PBCH block transmission power [6, TS 38.214]. If powerControlOffsetSS is not provided to the UE, the UE assumes an offset of 0 dB.
<Unrelated part omitted>
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