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1. Overall Description:

RAN1 would like to thank RAN2 for the LS R1-2104165 (R2-2104639) on broadcast session delivery and MCCH design. Following is the RAN1 response for the questions listed in R1-2104165 (R2-2104639).
Question 1: Details of Common Search Space design for MCCH channel, e.g. is SS#0 allowed to be configured as a search space for MCCH, is search space other than SS#0 allowed to be configured as a search space for MCCH.

[RAN1 Answer]: Both searchSpace#0 and common search space other than searchSpace#0 can be used for MCCH.
Question 2: Details of the allowed transmission bandwidth/BWP configurations for MCCH transmission.
[RAN1 Answer]: MCCH transmission is contained within the frequency range of CORESET#0.
Question 3: Details of the RNTI and DCI design for carrying MCCH change notifications.

[RAN1 Answer]: A DCI with a separate RNTI is used for carrying MCCH change notifications without scheduling the new MCCH. In this case, all bits in the DCI format can be re-interpreted. And the new MCCH will be transmitted with DCI and another RNTI specific for MCCH.

2. Actions:

To RAN2 group.

ACTION: 
RAN1 respectfully asks RAN2 to take the above information into account. 

3. Date of Next TSG-WG1 Meetings:

TSG-WG1 Meeting #106-e
16th – 27th August 2021


Online Meeting
TSG-WG1 Meeting #106bis-e
11th – 19th October 2021


Online Meeting
