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<Unchanged parts omitted>
[bookmark: _Toc29673234][bookmark: _Toc29673375][bookmark: _Toc29674368][bookmark: _Toc36645598][bookmark: _Toc45810647][bookmark: _Toc67304501]8.1	UE procedure for transmitting the physical sidelink shared channel
Each PSSCH transmission is associated with an PSCCH transmission.
That PSCCH transmission carries the 1st stage of the SCI associated with the PSSCH transmission; the 2nd stage of the associated SCI is carried within the resource of the PSSCH.
If the UE transmits SCI format 1-A on PSCCH according to a PSCCH resource configuration in slot n and PSCCH resource m, then for the associated PSSCH transmission in the same slot
-	one transport block is transmitted with up to two layers;
-	The number of layers (ʋ) is determined according to the 'Number of DMRS port' field in the SCI;
-	The set of consecutive symbols within the slot for transmission of the PSSCH is determined according to clause 8.1.2.1;
-	The set of contiguous resource blocks for transmission of the PSSCH is determined according to clause 8.1.2.2;
Transform precoding is not supported for PSSCH transmission.
[bookmark: _Hlk26444540]Only wideband precoding is supported for PSSCH transmission.
The DM-RS antenna ports [image: cid:image011.png@01D5F222.20AEBCB0] in Clause 8.4.1.1.18.4.1.1.2 of [4, TS38.211] are determined according to the ordering of DM-RS port(s) given by Tables 8.3.1.1-18.3.1.1-3 in Clause 8.3.1.1 of [5, TS 38.212].
The UE shall set the contents of the SCI format 2-A as follows:
-	the UE shall set value of the 'HARQ process number' field as indicated by higher layers.
-	the UE shall set value of the 'NDI' field as indicated by higher layers.
-	the UE shall set value of the 'Source ID' field as indicated by higher layers.
-	the UE shall set value of the 'Destination ID' field as indicated by higher layers.
-	the UE shall set value of the 'HARQ feedback enabled/disabled indicator' field as indicated by higher layers.
-	the UE shall set value of the 'Cast type indicator' field as indicated by higher layers.
-	the UE shall set value of the 'CSI request' field as indicated by higher layers.
The UE shall set the contents of the SCI formats 2-B as follows:
-	the UE shall set value of the 'HARQ process number' field as indicated by higher layers.
-	the UE shall set value of the 'NDI' field as indicated by higher layers.
-	the UE shall set value of the 'Source ID' field as indicated by higher layers.
-	the UE shall set value of the 'Destination ID' field as indicated by higher layers.
-	the UE shall set value of the 'HARQ feedback enabled/disabled indicator' field as indicated by higher layers.
-	the UE shall set value of the 'Zone ID' field as indicated by higher layers.
-	the UE shall set the 'Communication range requirement' field as indicated by higher layers.
<Unchanged parts omitted>

[bookmark: _Toc29673244][bookmark: _Toc29673385][bookmark: _Toc29674378][bookmark: _Toc36645609][bookmark: _Toc45810659][bookmark: _Toc67304513]8.2	UE procedure for transmitting sidelink reference signals
[bookmark: _Toc29673245][bookmark: _Toc29673386][bookmark: _Toc29674379][bookmark: _Toc36645610][bookmark: _Toc45810660][bookmark: _Toc67304514]8.2.1	CSI-RS transmission procedure
A UE transmits sidelink CSI-RS within a unicast PSSCH transmission if the following conditions hold:
-	CSI reporting is enabled by higher layer parameter sl-CSI-Acquisition; and
-	the 'CSI request' field in the corresponding SCI format 0-22-A is set to 1.
The following parameters for CSI-RS transmission are configured for each CSI-RS configuration:
-	sl-CSI-RS-FirstSymbol indicates the first OFDM symbol in a PRB used for SL CSI-RS
-	sl-CSI-RS-FreqAllocation indicates the number of antenna ports and the frequency domain allocation for SL CSI-RS. 
When the UE is configured with Qp={1,2} CSI-RS port(s) in sidelink and the number of scheduled layers is ,
-	The CSI-RS scaling factor  specified in clause 8.4.1.5.3 of [4, TS 38.211] is given by  where  is the scaling factor for the corresponding PSSCH specified in clause 8.3.1.5 of [4, TS 38.211].
[bookmark: _Toc29673246][bookmark: _Toc29673387][bookmark: _Toc29674380][bookmark: _Toc36645611][bookmark: _Toc45810661][bookmark: _Toc67304515]8.2.2	PSSCH DM-RS transmission procedure
The UE selects the DM-RS time domain pattern out of the patterns configured using the higher layer parameter sl-PSSCH-DMRS-TimePatternList for the resource pool on which the PSSCH is to be transmitted. If more than one DM-RS time domain pattern is configured, the selected pattern is indicated by the 'DMRS pattern' field in the SCI format 0-11-A associated with the PSSCH transmission.
If PSSCH DM-RS and PSCCH are mapped to the same OFDM symbol, then this mapping within a single sub-channel is only supported if higher layer parameter sl-SubchannelSize >= 20, i.e. the sub-channel size is at least 20 PRBs. 
When a sub-channel size is less than 20 PRBs and the size of PSCCH is less than the sub-channel size, a UE is not expected to choose a PSSCH DM-RS pattern to be transmitted in the same OFDM symbol with PSCCH.
<Unchanged parts omitted>
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