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	Reason for change:
	According to section 10.2 of TS38.214, when the field of DFI flag is set to “0” in DCI format 0-1 scrambled with CS-RNTI, the DCI is used to activate or release type 2 CG. In section 7.3.1.1.2 of TS38.212, only activation of type 2 CG is mentioned in the field description.

	
	

	Summary of change:
	Add “or releasing type 2 CG” in the field descripton of DFI flag.
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DCI format 0_1 is used for the scheduling of one or multiple PUSCH in one cell, or indicating CG downlink feedback information (CG-DFI) to a UE. 
The following information is transmitted by means of the DCI format 0_1 with CRC scrambled by C-RNTI or CS-RNTI or SP-CSI-RNTI or MCS-C-RNTI:
-	Identifier for DCI formats – 1 bit
-	The value of this bit field is always set to 0, indicating an UL DCI format
-	Carrier indicator – 0 or 3 bits, as defined in Clause 10.1 of [5, TS38.213].
-	DFI flag – 0 or 1 bit
-	1 bit if the UE is configured to monitor DCI format 0_1 with CRC scrambled by CS-RNTI and for operation in a cell with shared spectrum channel access. For a DCI format 0_1 with CRC scrambled by CS-RNTI, the bit value of 0 indicates activating or releasing type 2 CG transmission and the bit value of 1 indicates CG-DFI. For a DCI format 0_1 with CRC scrambled by C-RNTI/SP-CSI-RNTI/MCS-C-RNTI and for operation in a cell with shared spectrum channel access, the bit is reserved.
-	0 bit otherwise; 
< Unchanged part is omitted >
