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	Reason for change:
	A consultation conducted by the Minstry of Industry and Information Technology (MIIT) was already closed in China (end of Febrauary, 2021) regarding the regulatory rules for operating in the 2.4 GHz bands and the 5 GHz bands. The requirements for LBE and FEB device operating in 5 GHz band in China are different from ETSI BRAN regulations in EN 301 893 and channel access procedure in 3GPP specification. The sensing slot duration of 9us for semi-static channel access can not meet the requirement of MIIT consultation.
And the name of channel access type should be changed

	
	

	Summary of change:
	“9us” is deleted in Table 7.3.1.1.1-4A to align the changes in section 4.3 in TS37.213
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	Consequences if not approved:
	Requirement of minimum sensing duration for FBE device is not same between TS 37.213 and TS 38.212 if CR (R1-2106441) for TS 37.213 is approved.
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<Unchanged parts omitted>
Table 7.3.1.1.1-4A: Channel access type & CP extension if ChannelAccessMode-r16 = "semistatic" is provided 
	Bit field mapped to index
	Channel Access Type 
	The CP extension T_"ext"  index defined in Clause 5.3.1 of [4, TS 38.211]

	0
	No sensing as defined in Clause 4.3 in TS 37.213
	0

	1
	No sensing as defined in Clause 4.3 in TS 37.213
	2

	2
	9us Ssensing within a 25us interval as defined in Clause 4.3 in TS 37.213
	0

	3
	-
	-




