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	Reason for change:
	According to 38.331, “cg-minDFI-Delay” indicates the minimum duration (in unit of symbols) from the ending symbol of the PUSCH to the starting symbol of the PDCCH. However, the current TS 38.213 does not show the meaning of “minimum duration”, when describing the corresponding condition as “a first symbol of the PDCCH reception is after a last symbol of the PUSCH transmission … by a number of symbols provided by cg-minDFI-Delay”. Literally, “A is after B by x symbols” means A happens exactly in x-th symbol after occurrence of B.   
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	Summary of change:
	To change “by a number of symbols provided by cg-minDFI-Delay” to “by at least a number of symbols provided by cg-minDFI-Delay”
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A UE can be configured a number of search space sets to monitor PDCCH for detecting a DCI format 0_1 with a DFI flag field and CRC scrambled with a CS-RNTI provided by cs-RNTI. The UE determines that the DCI format provides HARQ-ACK information for PUSCH transmissions based on when a DFI flag field value is set to '1', if a PUSCH transmission is configured by ConfiguredGrantConfig.
The HARQ-ACK information corresponds to transport blocks in PUSCH transmissions for all HARQ processes for a serving cell of a PDCCH reception that provides DCI format 0_1 or, if DCI format 0_1 includes a carrier indicator field, for a serving cell indicated by a value of the carrier indicator field. 
For a PUSCH transmission configured by ConfiguredGrantConfig, HARQ-ACK information for a transport block of a corresponding HARQ process number is valid if a first symbol of the PDCCH reception is after a last symbol of the PUSCH transmission, or of any repetition of the PUSCH transmission, by at least a number of symbols provided by cg-minDFI-Delay.
For an initial transmission by a UE of a transport block in a PUSCH configured by ConfiguredGrantConfig, if the UE receives a CG-DFI that provides HARQ-ACK information for the transport block, the UE assumes that the transport block was correctly decoded if the HARQ-ACK information value is ACK; otherwise, the UE assumes that the transport block was not correctly decoded. 
For a PUSCH transmission scheduled by a DCI format, if the UE receives a CG-DFI that provides HARQ-ACK information for the transport block, the UE assumes that the transport block was correctly decoded if the HARQ-ACK information value is ACK; otherwise, the UE assumes that the transport block was not correctly decoded.
For a PUSCH transmission scheduled by a DCI format, HARQ-ACK information for a transport block of a corresponding HARQ process number is valid if a first symbol of the PDCCH reception is after a last symbol of the PUSCH transmission by at least a number of symbols provided by cg-minDFI-Delay or, if the PUSCH transmission is over multiple slots,
-	after a last symbol of the PUSCH transmission in a first slot from the multiple slots by at least a number of symbols provided by cg-minDFI-Delay, if a value of the HARQ-ACK information is ACK.
-	after a last symbol of the PUSCH transmission in a last slot from the multiple slots by at least a number of symbols provided by cg-minDFI-Delay, if a value of the HARQ-ACK information is NACK. 
UE does not expect to be configured with different cg-minDFI-Delay-r16 among multiple ConfiguredGrantConfig in one BWP.



