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<Unchanged parts omitted>
The UE shall set the contents of the SCI format 2-A as follows:
-	the UE shall set value of the 'HARQ process number' field as indicated by higher layers.
-	the UE shall set value of the 'NDI' field as indicated by higher layers.
-	the UE shall set value of the ' Redundancy version ' field as indicated by higher layers.
-	the UE shall set value of the 'Source ID' field as indicated by higher layers.
-	the UE shall set value of the 'Destination ID' field as indicated by higher layers.
-	the UE shall set value of the 'HARQ feedback enabled/disabled indicator' field as indicated by higher layers.
-	the UE shall set value of the 'Cast type indicator' field as indicated by higher layers.
-	the UE shall set value of the 'CSI request' field as indicated by higher layers.
The UE shall set the contents of the SCI formats 2-B as follows:
-	the UE shall set value of the 'HARQ process number' field as indicated by higher layers.
-	the UE shall set value of the 'NDI' field as indicated by higher layers.
-	the UE shall set value of the ' Redundancy version ' field as indicated by higher layers.
-	the UE shall set value of the 'Source ID' field as indicated by higher layers.
-	the UE shall set value of the 'Destination ID' field as indicated by higher layers.
-	the UE shall set value of the 'HARQ feedback enabled/disabled indicator' field as indicated by higher layers.
-	the UE shall set value of the 'Zone ID' field as indicated by higher layers.
-	the UE shall set the 'Communication range requirement' field as indicated by higher layers.

<Unchanged parts omitted>

