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	Reason for change:
	In RAN1#95 meeting the following was agreed. 
Agreement: 
For the new NPRACH resources introduced in Rel-15, 
· For non-EDT NPRACH resources, the UE postpones NPUSCH in those resources only if the UE indicates support for the corresponding feature(s).
· For EDT NPRACH resources, the UE postpones NPUSCH in those resources only during an EDT procedure

However in Clause 10.1.3.6 of TS36.211, the following triggering cases for NPUSCH postponement are not included:
	Case #
	NPRACH preamble
	Carrier
	UE capability
	RRC Configuration

	1
	Legacy(i.e. Format 0/1)
	Non-anchor
	multiCarrier-NPRACH and mixedOperationMode
	SystemInformationBlockType22 > ul-ConfigListMixed-r15

	2
	Format 2
	Non-anchor
	multiCarrier-NPRACH and nprach-Format2
	SystemInformationBlockType23-NB-r15 > ul-ConfigList-v1530 > nprach-ParametersListFmt2-r15

	3
	Format 2
	Non-anchor
	multiCarrier-NPRACH, mixedOperationMode and nprach-Format2
	SystemInformationBlockType23-NB-r15 > ul-ConfigListMixed-v1530 > nprach-ParametersListFmt2-r15

	4
	Format 2
	Anchor
	nprach-Format2
	SIB2 > RadioResourceConfigCommonSIB-NB-r13 > nprach-ParametersListFmt2-r15

	5
	TDD
	Anchor
	[NOTE1]
	SIB2 > RadioResourceConfigCommonSIB-NB-r13 > nprach-ParametersListTDD-r15

	6
	TDD
	Non-anchor
	multiCarrier-NPRACH
[NOTE1]
	SystemInformationBlockType22 > ul-ConfigCommonListTDD-NB-r15> nprach-ParametersListTDD-r15

	NOTE1: No explicit capability for TDD NPRACH




	
	

	Summary of change:
	Adding the missing triggering cases 1~6 for NPUSCH postponement.

	
	

	Consequences if not approved:
	NPUSCH postponement rule is not clear for above 6 triggering cases. 
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10.1.3.6	Mapping to physical resources
<Unchanged parts are omitted>

If a mapping to  slots or a repetition of the mapping contains a resource element which overlaps with 
-	any configured NPRACH resource according to nprach-ParametersList in SystemInformationBlockType2-NBNPRACH-ConfigSIB-NB, or 
-	any configured NPRACH resource according to nprach-ParametersList given by ul-ConfigList in SystemInformationBlockType22-NB and if the UE indicates multiCarrier-NPRACH as supported, or
-	any configured NPRACH resource according to nprach-ParametersList given by ul-ConfigListMixed in SystemInformationBlockType22-NB and if the UE indicates multiCarrier-NPRACH and mixedOperationMode as supported, or
-	any configured NPRACH resource according to nprach-ParametersListFmt2 in SystemInformationBlockType2-NB and if the UE indicates nprach-Format2 as supported, or 
-	any configured NPRACH resource according to nprach-ParametersListFmt2 given by ul-ConfigList in SystemInformationBlockType23-NB and if the UE indicates multiCarrier-NPRACH and nprach-Format2 as supported, or
-	any configured NPRACH resource according to nprach-ParametersListFmt2 given by ul-ConfigListMixed in SystemInformationBlockType23-NB and if the UE indicates multiCarrier-NPRACH, mixedOperationMode and nprach-Format2 as supported, or
-	any configured NPRACH resource according to nprach-ParametersListTDD in SystemInformationBlockType2-NB, or 
-	any configured NPRACH resource according to nprach-ParametersListTDD in SystemInformationBlockType22-NB and if the UE indicates multiCarrier-NPRACH as supported, or
-	any configured NPRACH resource configured for Early Data Transmission and if the NPUSCH transmission is during an Early Data Transmission procedure [12, Clause 7.3b],
then,



-	for  the NPUSCH transmission in overlapped slots is postponed until the next  slots not overlapping with any configured NPRACH resource. 



-	for  the NPUSCH transmission in overlapped  slots is postponed until the next  slots starting with the first slot satisfying  and not overlapping with any configured NPRACH resource.
<Unchanged parts are omitted>
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