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	Paging enhancement	
	
	Paging subgroup indication for idle/inactive UE
1. Support UE subgroup indication
2. Corresponding UE behaviour 
	
	N
	
	High idle/inactive mode UE power consumption if NR SA networks
	Per UE
	N
	N
	N
	
	[Mandatory] (idle-mode)
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	TRS resources for idle/inactive UEs
	TRS occassions for idle/inactive UEs 
1. Support reading TRS configuration from SIB
2. Support receving L1 indication for TRS availability
	
	N
	
	Lose of power saving gain on AGC, time/frequency tracking in idle/inactive mode
	Per UE
	N
	N
	N
	
	[Mandatory] (idle-mode)
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	PDCCH monitoring adaptation within an active BWP
	Editor’s Note: Example, no RAN1 decision. (1) or (2) may be separately indicated based on further RAN1 discussion/decision

(1) Support of PDCCH monitoring adaptation behaviour 1/1A
(2) Support of PDCCH monitoring adaptation behaviour 2/2A/2B
FFS: Support of PDCCH monitoring adaptation behaviour 1/1A/2/2A/2B
	
	Y
	
	PDCCH monitoring adaptation within an active BWP is not supported 
	Per UE
	N
	N
	N
	
	Optional





	Company
	Company’s suggestion
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