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	Reason for change:
	Correct an error in the sub-band CQI reference resource bandwidth definition. The error may lead to incorrect system operation and/or different implementations.

The topic was brought to RAN1#107 (section 3 of R1-2111141) and it was briefly discussed in RAN1#107-e under agenda item 8.3.4, summarized in  R1-2112694.

Specification currently defines a single reference resource bandwidth for a given CQI report. A sub-band CQI report contains wideband and narrowband reporting quantities, which should be derived using the corresponding bandwidths, while the current specification recognizes only a single bandwidth assumption for deriving CQI report quantities for one CQI report.

Following the specification literally would mean that WB CQI quantity, when it is part of SB CQI report, is derived using SB bandwidth. This leads to various questions and problems:
· Which SB should be used in WB CQI computation, or should UE compute a separate WB CQI for each SB? Which WB CQI should UE then report in the SB CQI report? 
· If WB CQI is derived using SB bandwidth, does it then become identical with SB CQI? Furtheron that would imply that sub-band offset levels become identically zero, thus making the whole SB CQI reporting pointless.

	
	

	Summary of change:
	Clarifying that the CSI reference resource corresponds to the band or sub-band the CSI resource relates, and correcting that tbe bandwidth to be used is of a given CQI quantity in the CQI report, not of the CQI report.

	
	

	Consequences if not approved:
	The sub-band CQI reference resource bandwidth definition remains incompletely specified.

Isolated impact analysis: The CR impacts sub-band CQI reporting
· If the gNB is implemented according to the CR, and the UE is not, it is unclear what the UE behaviour would be and sub-band CQI reporting would not work.
· If the UE is implemented according to the CR and the gNB is not, it is unclear what sub-band CQI reporting behaviour the gNB would expect the UE to have and the gNB would not be able to configure sub-band CQI reporting.
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[bookmark: _Toc11352131][bookmark: _Toc20318021][bookmark: _Toc27299919][bookmark: _Toc36117429][bookmark: _Toc44515921][bookmark: _Toc83291026]5.2.2.5	CSI reference resource definition
The CSI reference resource for a serving cell is defined as follows:
-	In the frequency domain, the CSI reference resource is defined by the group of downlink physical resource blocks corresponding to the band or sub-band to which the derived CSI relates.
-	In the time domain, the CSI reference resource for a CSI reporting in uplink slot n' is defined by a single downlink slot n-nCSI_ref,



-	where  and and  are the subcarrier spacing configurations for DL and UL, respectively
-	where for periodic and semi-persistent CSI reporting
-	if a single CSI-RS/SSB resource is configured for channel measurement nCSI_ref is the smallest value greater than or equal to , such that it corresponds to a valid downlink slot, or

-	if multiple CSI-RS/SSB resources are configured for channel measurement nCSI_ref is the smallest value greater than or equal to , such that it corresponds to a valid downlink slot.

-	where for aperiodic CSI reporting, if the UE is indicated by the DCI to report CSI in the same slot as the CSI request, nCSI_ref is such that the reference resource is in the same valid downlink slot as the corresponding CSI request, otherwise nCSI_ref is the smallest value greater than or equal to , such that slot n- nCSI_ref corresponds to a valid downlink slot, where Z' corresponds to the delay requirement as defined in clause 5.4.
-	when periodic or semi-persistent CSI-RS/CSI-IM or SSB is used for channel/interference measurements, the UE is not expected to measure channel/interference on the CSI-RS/CSI-IM/SSB whose last OFDM symbol is received up to Z' symbols before transmission time of the first OFDM symbol of the aperiodic CSI reporting.
A slot in a serving cell shall be considered to be a valid downlink slot if:
-	it comprises at least one higher layer configured downlink or flexible symbol, and
-	it does not fall within a configured measurement gap for that UE 
If there is no valid downlink slot for the CSI reference resource corresponding to a CSI Report Setting in a serving cell, CSI reporting is omitted for the serving cell in uplink slot n'.
After the CSI report (re)configuration, serving cell activation, BWP change, or activation of SP-CSI, the UE reports a CSI report only after receiving at least one CSI-RS transmission occasion for channel measurement and CSI-RS and/or CSI-IM occasion for interference measurement no later than CSI reference resource and drops the report otherwise.
When DRX is configured, the UE reports a CSI report only if receiving at least one CSI-RS transmission occasion for channel measurement and CSI-RS and/or CSI-IM occasion for interference measurement in DRX Active Time no later than CSI reference resource and drops the report otherwise.
When deriving CSI feedback, the UE is not expected that a NZP CSI -RS resource for channel measurement overlaps with CSI-IM resource for interference measurement or NZP CSI -RS resource for interference measurement.
If configured to report CQI index, in the CSI reference resource, the UE shall assume the following for the purpose of deriving the CQI index, and if also configured, for deriving PMI and RI:
-	The first 2 OFDM symbols are occupied by control signaling.
-	The number of PDSCH and DM-RS symbols is equal to 12.
-	The same bandwidth part subcarrier spacing configured as for the PDSCH reception
-	The bandwidth as configured for the corresponding to the CQI quantityreport.
-	The reference resource uses the CP length and subcarrier spacing configured for PDSCH reception 
-	No resource elements used by primary or secondary synchronization signals or PBCH.
-	Redundancy Version 0.
-	The ratio of PDSCH EPRE to CSI-RS EPRE is as given in clause 5.2.2.3.1.
-	Assume no REs allocated for NZP CSI-RS and ZP CSI-RS.
-	Assume the same number of front loaded DM-RS symbols as the maximum front-loaded symbols configured by the higher layer parameter maxLength in DMRS-DownlinkConfig. 
-	Assume the same number of additional DM-RS symbols as the additional symbols configured by the higher layer parameter dmrs-AdditionalPosition.
-	Assume the PDSCH symbols are not containing DM-RS.
-	Assume PRB bundling size of 2 PRBs.
-	The PDSCH transmission scheme where the UE may assume that PDSCH transmission would be performed with up to 8 transmission layers as defined in clause 7.3.1.4 of [4, TS 38.211]. For CQI calculation, the UE should assume that PDSCH signals on antenna ports in the set [1000,…, 1000+ν-1] for ν layers would result in signals equivalent to corresponding symbols transmitted on antenna ports [3000,…, 3000+P-1], as given by
	


	where  is a vector of PDSCH symbols from the layer mapping defined in clause 7.3.1.4 of [4, TS 38.211],  is the number of CSI-RS ports. If only one CSI-RS port is configured, W(i) is 1. If the higher layer parameter reportQuantity in CSI-ReportConfig for which the CQI is reported is set to either 'cri-RI-PMI-CQI' or 'cri-RI-LI-PMI-CQI', W(i) is the precoding matrix corresponding to the reported PMI applicable to x(i). If the higher layer parameter reportQuantity in CSI-ReportConfig for which the CQI is reported is set to 'cri-RI-CQI', W(i) is the precoding matrix corresponding to the procedure described in clause 5.2.1.4.2. If the higher layer parameter reportQuantity in CSI-ReportConfig for which the CQI is reported is set to 'cri-RI-i1-CQI', W(i) is the precoding matrix corresponding to the reported i1 according to the procedure described in clause 5.2.1.4.2.The corresponding PDSCH signals transmitted on antenna ports [3000,…,3000 + P - 1] would have a ratio of EPRE to CSI-RS EPRE equal to the ratio given in clause 5.2.2.3.1.
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