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<Unchanged parts omitted>
[bookmark: _Toc92093896][bookmark: _Toc45699247]16.5.1.1	Type-1 HARQ-ACK codebook in physical uplink control channel
For a SL BWP on a carrier, and an active UL BWP on the primary cell, as described in clause 12, a UE determines a set  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions for which the UE can multiplex corresponding HARQ-ACK information in a PUCCH transmission in slot . The determination is based on:
a)	a set of slot timing values  associated with the SL BWP where  is provided by sl-PSFCH-ToPUCCH for DCI format 3_0 or by sl-PSFCH-ToPUCCH-CG-Type1
b)	the ratio  between the sidelink SCS configuration  and the uplink SCS configuration  provided by subcarrierSpacing in BWP-Sidelink sl-BWP-Config and BWP-Uplink for the SL BWP and the active UL BWP, respectively
c)	a configured sidelink resource pool bitmap
d)	a value of a period of PSFCH transmission occasion resources for a sidelink resource pool provided by a respective sl-PSFCH-Period
For the set of slot timing values , the UE determines a set  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions according to the following pseudo-code. 
Set  - index of occasion for candidate PSSCH transmissions with corresponding PSFCH reception occasions
Set 
Set C to the cardinality of set 
Set  – index of slot timing values , in descending order of the slot timing values, in set  
Set  to the value of the period of PSFCH transmission occasion resources for the sidelink resource pool
while  C 
if  
Set  – index of a SL slot within an UL slot
while  
if slot  starts at a same time as or after a slot for an active UL BWP change on the PCell and slot  is before the slot for the active UL BWP change on the PCell 
; 
else 
if slot  belongs to the sidelink resource pool and includes PSFCH resources as indicated by a sidelink resource pool bitmap and sl-PSFCH-Period, where  is the k-th slot timing value in set 
Set  – index of a SL slot within an PSFCH period
while 
; 
;
;
end while
end if
;
end if
end while
end if
;
end while
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